decking will be a3 composite material. The =ingle railing wil be
mad from cedar. The fir balasters will be 4" 0.c. gpacing

T here will be no skirting under the deck or stringers. All nails
and fasteners will be gahvanized or stainless stesl. (2)8"

sonno tubes willbe installed to support the deck as indicated
and the stringers will be beddedinto a compressed crushed
stone base. The rize will be 7 andthe run 117, with a 36 tall
railing.

Front breezewaydeck and =tairs is to be framed from
prez=ure treated 2x8 framing, with stringers made from 2x12
pt The decking will be a composite material. The single railing
vill be made from cedar. The fir babsters wil be 4" o.c.
spacing. There will be no =kifing under the deck or sfringers.
All nails and fasteners vill be gahvanized or stainless steel. (2)
&" zonne iubes will be installed to support the deck as
indicated and the stringers will be bedded into a compressed
crushed stone base. The rize will be 7 and the run will be 117
with a railing height of 357,
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Garage stepstu|t:-e framed from
pressure treated lumber and the
decking will be pressure treated as

gt vell Mo railing will be constructed for
" theze twe steps All naik and
-, fasteners will t:«e|galhra nized or
shlinless steel T he rize will be 7 and
—1\%\ rum will be 117
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' 13-0" x 20-10"
w5 Existing Garage will be
5 jacked and have a new
/ __ _foundation putundert
- andthe nex%lﬁ'eezev.ﬂy 1
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