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ASPHALT SHINGLES
172" PLYWOOD SHEATHING C/W H CLIPS

=~ SPECIFY :
STRAP TIE SIZE/SPACING:

= RAFTER SIZE/SPACING:
| RIDGE SIZE/SPACING:
T = CEILING JOIST 8IZE/SPACINGE:

2x6 STUDS @ I&" o.c.
YAPOR BARRIER
172" DRYWALL

END AT RIDGE - TO BE INSTALLED SO THAT
AR FLOW IS NOT RESTRICTED

CONTINUOUS EAVE PROTECTIO
(2 COURSES)

EQUALLY SPACED VENTS

SERVICE TO IT'S CUSTOMERS AND ARE INTENDED FOR INFORMATIONAL
AND ILLUSTRATIVE PURPOSES ONLY. THE INFORMATION PRESENTED IN
DRAUWINGS ARE NOT TO BE USED AS A BASIS FOR CONSTRUCTION AND
HAMMOND LUMBER COMPANY DISCLAIMS ANY RESPONSIBILITY IF THEY

HAMMOND LUMBER COMPANY SUGGESTS THAT ITS CUSTOMERS SEEK THE
ARE 8O USED.

SERVICES OF A REGISTERED ARCHITECT TO OBTAIN TECHNICAL

ARCHITECT AND SHOULD NOT BE USED AS A BASIS FOR CONSTRUCTION.
BLUEPRINTS IF THE CUSTOMER DESIRES TO PROCEED FURTHER.

DRAWINGS ARE PROVIDED BY HAMMOND LUMBER COMPANY AS A
THESE DRAWINGS 1S NOT PREPARED OR REVIEWED BY A REGISTERED

TYPICAL 2X& SIDING EXTERIOR WALL:
SIDING: SEE HLC SPECS.
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TYPICAL - NOT TO 8CALE =
HAMMOND LUMBER COMPANY HAS SUPPLIED THIS DRAWING FOR ILLUSTRATIVE AND INFORMATIONAL PURPOSES Ll'l -
ONLY. THE HOMEOUWNER/CONTRACTOR 1S RESPONSIBLE FOR ENSURING THAT THE MATERIALS CHOSEN WILL COMPLY (D
WITH LOCAL BUILDING CODES AND/OR STANDARD BUILDING PRACTICES. HAMMOND LUMBER COMPANY
SUGGESTS THAT 18n'T CUSTOMERS SEEK THE ASSISTANCE OF A REGISTERED ENGINEER OR ARCHITECT IF
FURTHER INFORMATION 1 NEEDED. THIS DRAWING 1S NOT INTENDED TO BE USED AS A BASIS FOR CONSTRUCTION
AND HAMMOND LUMBER COMPANY DISCLAIMS ANY RESPONSIBILITY IF THEY ARE SO USED. z
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