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NEW BUILDING ENTRY
FOR NEW SPRINKLER,
WATER, SANITARY MAINS

EXISTING SLAB
REMOVAL FOR RADON &
NEW SUBSLAB
SANITARY/STORM

NEW FENCE

EXISTING FOOTPRINT OF
SHED

8' SIDEYARD SETBACK IN
R-5 ZONE

PROPOSED NEW
ADDITION FOUNDATION

EXISTING
EXTERIOR FLR.
DRAIN TO
REMAIN

EXISTING SUMP PIT/
PUMP TO REMAIN-
DISCONNECT FROM
CURRENT DRAIN AND
PIPE THRU EXIST CMU
FOUND. WALL TO
EXTERIOR  CRUSHED
STONE BED

EXIST. CMU WALL TO
REMAIN

REMOVE EXISTING
STAIR

VENT WALL FOR NEW PROPANE
BOILER- PROVIDE MOUNTING
BOARD AS REQUIRED FOR UNIT,
PIPING, CONTROLS, ETC. -
PROVIDE RELOCATED EXISTING
C.I. RADIATOR AT RETURN TO
WARM ROOM

EXISTING
FIRE DOOR
TO REMAIN

MOUNT GAS
METER W/
FACE FLUSH
WITH PORCH
SKIRT TRIM

EXISTING ACCESS
BULKHEAD TO REMAIN-
EXISTING STEPS 8" R &
12" T

APPROX.
HOUSE PANEL

LOCATION

NEW ROUGH FRAMED 36"
WIDE STAIR PLATFORM
FOR ACCESS FLUSH W/
BASEMENT FLOOR- SEE
9/A6.2 & INSTALL
GRASPABLE HANDRAIL
ONE SIDE, LOCATED
INSIDE FRAMED 42"
WALL WITH SOLID PANEL

"BIGFOOT"  DECK
FOOTING 48" MIN. DEPTH

EXISTING DECK SUPPORT
TO REMAIN

REMOVE CMU
WALL

"BIGFOOT"  FOOTING 48"
MIN. DEPTH W/ POST
BASE  BY SIMPSON

ENLARGED MASONRY
OPENING FOR G44 SLIDING
EGRESS WINDOW UNIT 4' X 4'
R.O. TYP. AT BSMT.
BEDROOMS

"BIGFOOT"  DECK
FOOTING 48" MIN. DEPTH

REPLACE EXISTING
LOUVER WITH SALV.
BSMT. WINDOW

EXIST. SAN. CLEANOUT

INSTALL 42"
VINYL GUARD SYSTEM
TO MATCH DECK- EPOXY
ANCHOR AT TOP OF
EXISTING WALL

EXISTING PIPE HANDRAIL
TO REMAIN

SEE 4/6 SHEET A6.2
FOR GROUND FLOOR
FRAMING DETAIL

3 X 3 X 12" FOOTING, 48"
MIN. BLW GRADE AT
BASE, PINNED TO 12 X
12 PIER W/ (2) #4 REBAR
BENT PINS

NEW FIRE DEPT.
CONNECTION AT
DRIVEWAY CORNER
36" ABOVE GRADE

B01- BEDROOM

B03- BEDROOM

B06- STAFF

B
0
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B05- FURNACE

B06

B
1

0

B08-  BATH

B04- HALL

UP

B09- NEW EGRESS
STAIR

AREA OF NEW RENOVATION

B03B

BASEMENT FLOOR GENERAL NOTES

1. REFER TO SPEC. FOR INFO REGARDING
DEMOLITION, ELECTRICAL, MECHANICAL,
SPRINKLER & INSUL. PROGRAM

2. ALL NEW PARTITIONS 5/8" GWB EA. SIDE

AT SUMP DRAIN
AREA,
PROVIDE LOOSE
CRUSHED STONE
TO 18" DEPTH
LINED W/ GEOTEX
FABRIC

GRADED AREA UNDER DECK

LANDING
24"
ABOVE
FURNACE
ROOM
FLOOR
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31
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E CONC. SLAB ON 8"
NE-PITCH SLAB TO

ERALL-SAWCUT INTO
ND SEAL

AT SHADED FLOOR
AREA, INSTALL SLAB
SHIELD VAPOR BARIER
OVER EXISTING CONC.
SLAB AND CAST  A 2
1/2"  CONC. SLAB - LAP
SLAB SHIELD 8" UP
SIDEWALLS AND
STRUCTURES TYPICAL

EXIT SIGN

LIFE SAFETY SYMBOLS

EMERGENCY LIGHTING

SMOKE DETECTOR

FIRE EXT. WALL MTD.

FE

B07

B03A

B08- LAUNDRY

B06

B02- BEDROOM

B10- LOUNGE B07- BATHROOM

CONC. PAVERS
AT GRADE
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B09- MECHANICAL
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2

2

APPROX. SPRINKLER
EQUIPMENT LOCATION

NEW FLIGHT OF STAIRS
TO BSMT.

DOUBLE DUPLEX OUTLET 18" A.F.F. UNLESS NOTED OTHERWISE
 "WP"  INDICATES WATERPROOF OUTLET
 PROVIDE GFI WHERE NOTED

SWITCH

C COMPUTER - CONSULT OWNER - RE INTERNET CONNECTION

WALL PHONE JACK 18" A.F.F. UNLESS NOTED OTHERWISE

ELECTRICAL SYMBOLS

CABLE TV IF REQ'D - ASK OWNER

THREE-WAY SWITCH

DUPLEX OUTLET 18" A.F.F. UNLESS NOTED OTHERWISE
 "WP" INDICATES WATERPROOF OUTLET
 PROVIDE GFI WHERE NOTED

SPECIAL PURPOSE POWER OUTLET - CONSULT OWNER - RE

STOVE, MICROWAVE, DISPOSAL
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LIGHTING SYMBOLS

DUPLEX FLOOR OUTLET

RECESSED CAN FIXTURE

WALL SCONCE

EXTERIOR WALL SCONCE

UTILITY LIGHT

CEILING FAN

EXHAUST FAN

5 SURFACE MOUNTED FIXTURE

6 PENDANT
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NEW FENCE

EXISTING FOOTPRINT OF
SHED

8' SIDEYARD SETBACK IN
R-5 ZONE

"BIGFOOT"  FOOTING 48"
MIN. DEPTH W/ POST
BASE  BY SIMPSON

"BIGFOOT"  DECK
FOOTING 48" MIN. DEPTH

3 X 3 X 12" FOOTING, 48"
MIN. BLW GRADE AT
BASE, PINNED TO 12 X
12 PIER W/ (2) #4 REBAR
BENT PINS

NEW CAST IN PLACE CONC. SLAB ON 8"
MIN. CRUSHED STONE-PITCH SLAB TO
DRAIN- 4" MIN. OVERALL-SAWCUT INTO
100 S.F. PANELS AND SEAL

CONC. PAVERS
AT GRADE

TOTAL S.F. OF
INSULATED SLAB ON
GRADE- 608 S.F.
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NEW GARAGE STUD WALL

(2) 2 X PLATE- BOTTOM P.T.

STANDARD CMU BLOCK W/
FILLED CELL TYP.

6" THREADED PIN 48" O.C.

ANCHOR BOLTS

2" HI DENSITY RIGID POLYSTYRENE
INSULATION- EXTEND 24"

2 # 4 BARS CONTINUOUS

#4 BAR CROSSED AT 24" O.C.

SCALE: 1/4"   =    1'-0"
1 Foundation
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SCALE: 1/4"   =    1'-0"
2 Garage Slab
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SCALE: 1"       =    1'-0"
3 Slab Edge
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BASEMENT PLAN


