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FLR. THREE

GROUND FLR. TYP

PTD. 5/8" GWB

2 X 4 STUDS AT 16" O.C. W/ P.T. SILL PLATE
TYPICAL

3" CLOSED CELL FOAM INSUL.- R-20 MIN.

EXISTING FOUNDATION WALL CONSTRUCTION

NEW 2 X 4 STUD WALL

BLOWN IN DENS-PAK INSUL

NEW BASE BD. TO MATCH

EXISTING FLOOR TO REMAIN

EXIST 2 X 10 AT 16" O.C.

5/8" GYP. BOARD

2 X 4 WD. STUD

31/2" SOUND BATTS

5/8" QUIETROCK 528

NEW CLG. FINISH W/ GAPPED
CORNER CONCEALED WITH TRIM

TRACK SYSTEM AT TOP OF
WALL TYPICAL

31/2" SOUND BATTS

2 X 4 @ 16"

5/8" GYP. BOARD

EXISTING COLLAR TIE WITH (3) NEW
SCREW ANCHORS AT  EA. END TYP.

5/8" QUIETROCK 525

NEW OPEN CELL FOAM INSUL.-8" MIN. AT
ENTIRE ROOF DECK RIDGE TO SILL-
SPRAY WITH APPROPRIATE15 MIN.
RATED PAINT WHERE EXPOSED TYPICAL

TRACK SYSTEM AT TOP OF
WALL TYPICAL

NEW OPEN CELL FOAM INSUL.-8" MIN. AT
ENTIRE ROOF DECK RIDGE TO SILL

PTD. 5/8" GYP. BOARD

EXISTING 48" KNEE WALL
FRAMING TO REMAIN

CONTIN. FOAM CAP AT TOP OF WALLS
TYPICAL

NEW 5/8" TYPE "X" GWB @
BASEMENT TYPICAL

NEW MTL. RESILIENT
CHANNEL

NEW 5/8" GWB EA. SIDE

EXISTING WOOD FRAMING

SEE WALL TYPE 7 & 8 FOR FLR.
THREE

EXISTING PLASTER TO REMAIN

CONCEALED SPACE FOR NEW
PLUMBING AT GROUND FLR. & FLR.
2 KITCH/BATH- SPRINKLE AS
REQUIRED

SUSPENDED CEILING

EXIST. STUD TO REMAIN

BLOWN IN DENS-PAK INSUL

EXISTING PLASTER TO REMAIN

EXISTING BASE BD. TO REMAIN

EXISTING FRAMING TO REMAIN

EXISTING WOOD FRAMING

NEW 5/8" TYPE "X" GWB @
BASEMENT TYPICAL

NEW MTL. RESILIENT CHANNEL

EXISTING PLASTER TO REMAIN

EXISTING WOOD FRAMING

EXISTING PLASTER TO REMAIN

CONCEALED SPACE FOR NEW
PLUMBING AT GROUND FLR. & FLR.
2- SPRINKLE AS REQUIRED

SUSPENDED CEILING

NEW 5/8" GWB EA. SIDE

EXISTING 8 X 10 SOLID WD.
CENTER BEAM

NEW FIRESTOPPING AT
BASEMENT CEILING AT ALL
EGRESS STAIR WALLS ABOVE &
BELOW

SPRAY WITH APPROPRIATE 15 MIN. RATED
PAINT WHERE EXPOSED TYPICAL

EXISTING SLAB

NEW 2 1/2" CAST CONC. S;AB

CONTIN. SLAB SHIELD- TAPED AND
EXTENDED UP CONC. FACE OF FOUND. WALL

NEW 1 1/2" RND. PTD. STL.
HANDRAIL W/ LAGGED MOUNT 6'
O.C. MAX.

TREADS AND RISERS
FABRICATED FROM SUBFLOOR
MATERIAL (ADVANTECH, ETC.)

VINYL TREAD COVERS TYPICAL

NEW CLG. FINISH W/ GAPPED
CORNER CONCEALED WITH TRIM

EXIST. 4 1/2" O.D.
STEEL COLUMN
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BASEMENT EXTERIOR WALL TREATMENT
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EXISTING  WALL TREATMENT
QUIETROCK 525 REPLACED W/ 5/8" QUIETROCK DENSARMORPLUS 528 AT MOISTURE AREAS

4
NEW FRAMED WALL TREATMENT
QUIETROCK 525 REPLACED W/ 5/8" QUIETROCK DENSARMORPLUS 528 AT MOISTURE AREAS

6

NEW WALL AT FLOOR THREE
QUIETROCK 525 REPLACED W/ 5/8" QUIETROCK DENSARMORPLUS 528 AT MOISTURE AREAS

8

SOUNDDEADENING PARTITION W/ M.R. QUIETROCK
QUIETROCK 525 REPLACED W/ 5/8" QUIETROCK DENSARMORPLUS 528 AT MOISTURE AREAS

3

2
BASEMENT EXTERIOR WALL TREATMENT- NO FINISH

5
BASEMENT FLOOR

7
NOT USED

SPRAY WITH 15 MIN. RATED PAINT WHERE EXPOSED TYPICAL

UL DESIGN L517-
1 HR. RATED

NEW STAIR
9

10" ROUGH TREAD CUT W/ SOLID WD. TREAD

7 3/4" RISER

P.T. SILL TYP @ CONCRETE

EXIST. SLAB

(3) STRINGERS

42" GUARD- PLY. FIN @ INSIDE FACE ONLY

1 1/2" PIPE RAIL MTD. TO FRAMING

SUBFLOOR DECK @ 36" SQ. FIN. LANDING

2 X 4 FRAMED STRUCTURE

NEW STAIR @ FURNACE RM.
10

WALL DETAILS


