
DISPLAY THIS CARD ON PRINCIPAL FRONTAGE OF WORK

CITY OF PORTLAND

BUILDING PERMIT
This is to certify that ANDREW WATSON Located At 16 MABEL ST

Job 10: 20 11-05-1I84-HVAC CBL: 133 - - B - 014 - 001 - - - - -

has permission to install an HV AC System

provided that the person or persons, firm or corporation accepting this permit shall comply with all of the provisions of

the Statues of Maine and of the Ordinances of the City of Portland regulating the construction, maintenance and use of

the buildings and structures, and of the application on file in the department.
~-----------------------,

A final inspection must be completed by owner

before this building or part thereof is occupied. If a

certificate of upanc): is quired, it must be

Notification of inspection and written pennission procured

before this building or part thereof is lathed or otherwise

closed-in. 48 HOUR NOTICE IS REQUIRED.

___----6-""T__-7'''--_-''<:- 06103/20 I I

Fire Prevention Officer nforcement Of Icer / Plan Reviewer
THIS CARD MUST BE POSTED ON THE STRE SIDE OF THE PROPERTY

PENALTY FOR REMOVIN THIS CARD



BUILDING PERMIT INSPECTION PROCEDURES

Please call 874-8703 or 874-8693 (ONLY)
or email: buildinginspections@poI1Iandmaine.gov

With the issuance of this pennit, the owner, builder or their designee is required to provide

adequate notice to the city of Portland Inspections Services for the following inspections.

Appointments must be requested 48 to 72 hours in advance of the required inspection. The

inspection date will need to be confinned by this office.

• Please read the conditions of approval that is attached to this permit!! Contact this
office if you have any questions.

• Permits expire in 6 months. If the project is not started or ceases for 6 months.

• If the inspection requirements are not followed as stated below additional fees may
be incurred due to the issuance of a "Stop Work Order" and subsequent release to
continue.

1. Close-In: (Electrical, Plumbing)

2. Final Inspection

The project cannot move to the next phase prior to the required inspection and approval to continue,

REGARDLESS OF THE NOTICE OF CIRCUMSTANCES.

IF THE PERMIT REQUIRES A CERTIFICATE OF OCCUPANCY, IT MUST BE PAID FOR AND

ISSUED TO THE OWNER OR DESIGNEE BEFORE THE SPACE MA Y BE OCCUOPIED.



City of Portland, Maine - Building or Use Permit Application
389 Congress Street, 0410 I Tel: (207) 874-8703, FAX: (207) 8716

Job No:
201 1-05-1 184-HVAC

Date Applied:
5/2412011

CBL:
133- -B-014-ool- - - --

Location of Construction:
16 MABELST

Owner Name:
ANDREW WATSON

Owner Address:
16 MABELST

PORTLAND, ME - MAINE 04103

Phone:

Business Name: Contractor Name:

Zion Mechanical Heating
Solutions Inc

Contractor Address:

PO Box 129, Buxton, ME 04093
Phone:

232-7525

Lessee/Buyer's Name: Phone: Permit Type:
BLDG - Building

Zone:

R-5 Prime

Past Use: Proposed Use: Cost of Work:
$15,000.00

CEO District:

Proposed Project Description:
14 Mabel Street- install heating system

Two Family Dwelling Same: Two Family Dwelling-­
To install Prestige heating
system

Fire Dept:
_ Approved

_ QlIflied
_.::/N_N//AA

Signature:

Pedestrian Activities District (P.A.D.)

Inspection:
Use Group:

Type: HlP1 <.....
.t1b'~ ("..t ')

~(~~~~1~
Signflfuy/t·Y

Permit Taken By: Gayle Zoning Approval

CERTIFICAnON

_ Approved

_ Approvl:d w/Conditiolls

- Denied C
Date:.~

_ I:ljulres Rl:viev.

_ Docs not Require Review

Historic Preservation

L Dist or Landmark

_ Conditional Usc

_ Miscellaneous

_ Approved

_ Interpretation

Zoning Appeal

_ Variance

_Maj _,Min _MM r
Y ---><- Denied

Date: C

0
-

L 7 Date:

btl' /1

_ Subdivision

_Wetlands

Special Zone or Reviews

_Flood Zone

_Site Plan

_ShorelandI. This permit application does not preclude the
Applicant(s) fTom meeting applicable State and

Federal Rules.
2. Building Permits do not include plumbing,

septic or electrial work.
3. Building permits are void if work is not started

within six (6) months of the date of issuance.

False informatin may invalidate a building
permit and stop all work.

I hereby certifY that I am the owner of record of the named property, or that the proposed work is authorized by the owner of record and that I have been authorized by
the owner to make this application as his authorized agent and I agree to conform to all applicable laws of this jurisdiction, In addition, if a permit for work described in
thl: appication is issued, J certifY that the code official's authorized representative shall have the authority to enter all areas covered by such permit at any reasonable hour
to enforce the provision of the code(s) applicable to such permit

SIGNATURE OF APPLICANT ADDRESS DATE PHONE

RESPONSIBLE PERSON IN CHARGE OF WORK, TITLE DATE PHON
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Jtrengthenin,g tl Ref1larkflbfe Cit)', Building rl Community/or Life. II)WJI'.portl.lndm.1int'.go/'
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Job 10: 2011-05-1 I84-HVAC

Conditions of Approval:

Located At: 16 MABEL CBL: 133 - - B - 014 - 001 - - - - -

Building
I. The installation must comply with UL, the Manufacturers' Listing, and State of Maine Gas

Regulations.

2. Separate pennits are required for any electrical, plumbing, sprinkler, fire alalln HV AC systems,

commercial hood exhaust systems and fuel tanks. Separate plans may need to be submitted for

approval as a part of this process.

3. Maintain proper setback(s) from property lines/buildings and proper clearances from vertical

openings when direct venting

4. A photoelectric Carbon Monoxide (CO) detector shall be installed in each area within or giving

access to bedrooms. That detection must be powered by the electrical service (plug-in or

hardwired) in the building and battery.

5. R302.4 Dwelling unit rated penetrations. Penetrations of wall or floor/ceiling assemblies

required to be fire-resistance rated in accordance with Section R302.2 or R302.3 shall be

protected in accordance with this section.



FILL IN AND SIGN WITH INK

APPLICATION FOR PERMIT
HEATING OR POWER EQUIPMENT

\~:s bC)i
To the INSPECTOR OF BUll...DINGS, PORTLAND, ME.

The undersigned hereby applies for a permit to install the following heating, cooking or power equipment in
accordance with the Laws of Maine, the Building Code of the City of Portland, and the following specifications:

Lo"tion I CBL /.;,.,,, ? / V- U"" of Building D,te ;p:f;//
Name and address of owner of appliance ,AYU!y"(Il.-\,/ 1/v-c-tt=SCf / AI' ~be / 5'7 J?o./f ;<-/~"-7 1"1-7 o(?

~£/fry~.

Location-oT1lJ!Pliance:­

~Basement

o Attic

o Floor

o Roof

Type of Chimney:

o Masonry Lined

Factory built _

Type of Fuel:

~ o Oil o Solid

o Metal

Factory Built V.L Listing # _

~ect VentAppliance Name: 0e.~t'('qt?· rtr'tc".-?q# r ....Gcr I
UL Approved p.---Yes 0 No

Will appliance be installed in a~dance with the manufacture's

installation instructions? a Yes 0 No
1

Type -+-p_\.<x."'_I"""'==- _

Type of Fuel Tank

o Oil

~
MAY 2 4 tOl1

IF NO Explain: Dept. of B.J Id'1g Inspections
Size of Tank ----=C::...:j.:..ltv'--o=-f:.....;P'--o=-rt'-'-,=a:.....;n=dc...:t=./'--'~'_·'1,-",SL....

Number of Tanks _

Distance from Tank to Center of Flame feet.

7

S ------'\-----'--"'<--- 0()Permit Fee:

Cost of Work:

The Type of License of Installer:

o Master Plumber # . _

o Solid Fuel # _

o Oil #__:=--_---:;;;:------=--=- _

o Gas# P,tYr~~
o Other _

Date Approved

Gold - Assessor's Copy

Inspector's Signature

Approved with Conditions

o See attached letter or requirement

Pink - Applicant's

Approved

Fire: _

Ele.: _

Bldg.:

.4k-~~~Signature of Installer __"'""7"«::~:::::::"Lt:2---.:/:.........::~t:/7:.....:.- _

Wh~ - Inspection Yellow - File



FILL IN AND SIGN WITH INK

APPLICATION FOR PERMIT
HEATING OR POWER EQUIPMENT

To the INSPECTOR OF BUILDINGS, PORTLAND, ME.
The undersigned hereby applies for a pemlit to install the following heating, cooking or power equipment in

accordance with the Laws ofMaine, the Building Code of the City ofPortland, and the following specifications:

Use of Building .,.--- Date ----'__~--Location / CBL '-- _

Name and address of owner of appliance ---':..:.....::...:........::---'-=--_----"-=--'---'- ---'_~_=__ _'_____' _

Installer's name and address

Location of appliance:

o Basement

o Attic

o Floor

o Roof

Type of Chimney:

o Masonry Lined

Factory built _

Type of Fuel:

o Gas o Oil o Solid

o Metal

Factory Built U.L. Listing # _

Appliance Name: "-- --:;- _

U.L. Approved 0 Yes 0 No

o Direct Vent

Type UL# _

Will appliance be installed in accordance with the manufacture's

installation instructions? 0 Yes 0 No

Type of Fuel Tank

o Oil

o Gas
IF NO Explain: _

Size of Tank _

The Type of License of Installer:

o Master Plumber # _

o Solid Fuel # _

o Oil #-----:::---r--=--~------
o Gas # _ __'-'-- ~ _

o Other _

Number of Tanks _

Distance from Tank to Center of Flame feet.

Cost of Work: S_":'-~--'-_-=---=--

Permit Fee: S "'---__

Approved with Conditions

o See attached letter or requirement

Approved
Fire: _

Ele.:
Bldg.: ------:

Inspector's Signature Date Approved

Signature of Installer _----!.._.-:.-_,/::..-.- _

White - Inspection Yellow - File Pink - Applicant's Gold - Assessor's Copy



.,. Triangle

prestige _
Solo 110 ~~{;~n

Water Boiler

*INSTALLATION
M A

AND MAINTENANCE*
N U A L

NOTICE

WARNING

Series III

Warranty Registration Card must be filled out by the customer and mailed within thirty (30) days of installa­
tion in order to gain warranty coverage.

When receiving the PRESTIGE Solo unit, any claims for damage or shortage in shipment must be filed
immediately against the transportation company by the consignee.

Leave all documentation received with appliance with owner for future reference.

H the infonnation in this manual is not followed exactly, a fire or explosion may
result causing property damage, personal injury or death.

FOR YOUR SAFETY
• Do not store or use gasoline or other flanunable vapors and liquids in the vicinity of

this or any other appliance.

• WHAT TO DO IF YOU SMELL GAS
- Do not try to light any appliance
- Do not touch any electrical switch; do not use any phone in your building.
- Immediately call your gas supplier from a neighbor's phone. Follow the gas

supplier's instructions.
- If you cannot reach your gas supplier, call the fire department.

Installation and service must be performed by a qualified installer, service agency or the
gas supplier.

2005-4 Manual Prestige Solo - Revised 10/8/09



Combustion Air and Venting ~ Triangle
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Gas Vent

Opening

Alternate
opening
location

Not less than the sum of the areas of all
vent connectors in the space.

Two Permanent Openings Method.

Two permanent openings. one commencing
within J2 in. of the top and one commencing
within 12 in. of the bottom of the enclosure.
shall be provided. The openings shall commu­
nicate directly, or by ducts, with the outdoors
or spaces that freely communicate with the out­
doors. as follows:

Where directly communicating with the
outdoors or where communication to the
outdoors is through vertical ducts. each
opening shall have a minimum free area
of I sq. in./4000 Btu/hr of total input rat­
ing of all equipment in the enclosure.
See Fig.3.

Where communicating with the out­
doors is through horizontal duch. each
opening shall have a minimum free
area of not less than I sq.in.l2000
Btu/hI' of total input rating of all equip­
ment in the enclosure. See Fig. -J..

Fig. 4: All Combustion Air from Outdoors
through Horizontal Ducts

Combination of Indoor and Outdoor
Combustion Air

Inlet air duct

Outlet air dul'!

Gas vent

All Combustion Air from Outdoors
Through Ventilated Attic

Indoor Openings: Where u"ed. openings con­
necting the interior spaces "hall comply with
the Indoor Comhustion Air section on page 7.

i F;g. 3,

All Combustion Air from Outdoors
Through One Permanent Air
Opening

Fig. 2:

•



Unit Preparations

SECTION III . Unit Preparations

Handling Instructions

The PRESTIGE Solo is generally easier to
handle and maneuver once removed from the
shipping carton and pallet.

To remove the shipping carton and pallet:

CAUTION

Use care not to lift the unit from, or place
the unit on the front plastic control
panel, damage can occur. Use care not to
drop, bump or rotate the boiler upside
down, as damage to the boiler will result.

I. Remove any shipping straps and open the
side of the shipping carton.

2. Slide the unit with the foam inserts out of
the carton.

3. Discard all packing materials.

Wall Mounting Installation

The PRESTIGE Solo should be wall mounted
using the bracket kit provided with the boiler.
The PRESTIGE is not designed for floor instal­
lation. If floor installation is required an
optional floor stand is available through
Triangle Tube.

WARNING

The wall used for mounting the PRES­
TIGE Solo must be vertically plumbed
and capable of supporting a minimum
130 pounds [59 Kg]. Failure to comply
with these requirements could result in
personal injury, death or substantial
property damage.

Wall Mounting Guidelines

I. The wall-mounting bracket is designed for
stud spacing of 12 inch or 16 inch o~ cen­
ters. For unconventional stud spacmg. a
solid I secure mounting surface must be
provided for installation of the bracket.

2. For applications using wood studs. install
the bracket using the lag screws provided
with the boiler. Ensure both lag screViS are
installed securely in the studs.

3. For applications using metal studs. install
the bracket to the studs using 3116" toggle
bolts and washers.

4. DO NOT mount or attempt to mount the
wall bracket to hollow sheet rock or lathe
walls using anchors. Only install boiler to
studs or equivalent wood structure.

5. For applications using solid walls (rock.
concrete. brick. cinder block. etc.). install
the wall bracket using anchors (double
expansion shields) and bolts with washers
provided with the boiler.

6. The boiler is too heavy and bulky for a sin­
gle person to lift and attempt to mOllnt~ a
minimum of 2 people is required for
mounting the boiler.

WARNING

Use extreme care not to drop the boiler
or cause bodily injury while lifting or
mounting the boiler onto the bracket.
Once mounted verify that the boiler is
securely attached to the bracket and
wall. Failure to comply with the above
guidelines could result in property dam­
age, personal injury or death.

Wall Bracket Installation - Stud Walls

1. Locate the studs in the general area of the
boiler placement.

') Place the wall-mounting bracket on the
wall centerina the mounting slots with thee .
stud centers and ensuring the upper edge oj
the bracket is away from the wall.

3. Level the bracket. while maintaining It s
centering with the studs and use a pencil to
mark th; location of the mounting slots.

II


