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6x8x16 CMU, FILLED

WITH CONCRETE
REPLACED ROTTEN
STUDS AND RAISES

FRAMING ABOVE GRADE |/

—

PROSPECT

DESIGN

58 FORE ST. PORTLAND, ME
www.prospectdesign.me

I. 207 - 749 - 7400

REPLACE ROTTEN FASCIA AND ROOF

TRIM AS NEEDED

EXISTING GARAGE STRUCTURE,
REPLACE IN KIND AS NEEDED

REMOVE ROTTING WOOD,
REPLACE AS NEEDED

ANCHOR BOLTS,
SEE STRUCTURAL
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WALL DETAIL

NEW DOOR AND INFILL WALL

NEW FOUNDATION,
SEE STRUCTURAL

12" = 10"

NEW WINDOW IN EXISTING DOOR FRAME —

MATCH EXISTING WINDOWS
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NEW GARARAGE DOOR
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30" X 6-8"

INSTALL CONDUIT IN FOUNDATION
@\ FOR FUTURE ELECTRIC VEHICLE

CHARGING STATION

NEW 9-0" X 8-0"
OVERHEAD DOCR
INSPECT EXISTING
HEADER, REPLACE AS
NEEDED WITH 3-2X10 #2
SPF HEADER WITH TWO
JACK STUDS EA. SIDE

NEW CONCRETE SLAB
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PROPOSED GARAGE

1/4" = 1'-0"

PROPOSED GARAGE PLAN
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= NEW 3/4* PLYWOOD
CLIMBING WALL

|_—EXISTING WINDOW
INFILL (TYP 2)
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SCALE: 1/4" = 1'-Q"
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