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6” LOAM & SEED

VARIES — SEE SITE PLAN

1-1/4" HOT BITUMINOUS
PAVEMENT, 9.5mm HMA

1-3/4" HOT BITUMINOUS
PAVEMENT, 19mm HMA

3" AGGREGATE BASE,
CRUSHED TYPE B

15" MIN. AGGREGATE SUBBASE—
TYPE D
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————— —
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3" AGGREGATE MATCH EXISTING
PATH SURFACE AGGREGATE

15" MIN. AGGREGATE SUBBASE,

TYPE D

MAINTAIN EXISTING ROAD
SUBBASE FROM DEMOLISHED
PAVEMENT, AS APPLICABLE

TYPICAL PAVED ROAD SECTION
N.T.S.

NOTE: AGGREGATE TYPES PER MDOT SECTION 304.02

6" LOAM & SEED

<

¢ 6” LOAM & SEED
2% /
S ' ¢

TYPICAL GRAVEL PATH SECTION

N.T.S.
NOTE: AGGREGATE TYPES PER MDOT SECTION 304.02

1_1/2” HOT ,_ ”
BITUMINOUS PAVEMENT, | -0 I g:&g&igﬁ)gs(ﬂ\i\%E
9.5mm HMA ‘ SEE NOTE 1 ‘
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LI ——SEE TYPICAL STRAIGHT SAWCUT; q
— PAVED ROAD FULL DEPTH OF

SECTION DETAILS EXIST. PAVEMENT L EXISTING PAVEMENT

THICKNESS (VARIES)

NOTES:

— EXISTING GRAVEL

1. GRIND EXISTING PAVEMENT, TO 1-1/2" DEPTH. THICKNESS (VARIES)

2. PROVIDE BITUMINOUS TACK COAT ON VERTICAL AND HORIZONTAL
SURFACES PRIOR TO PAVING.

3. DETAIL APPLICABLE TO PAVEMENT BUTT JOINTS AT ROADWAY

WORK LIMITS. REFER TO PIPE INSTALLATION DTL. OR PAVED
ROAD SECTION DTLS. FOR TRENCH REPAIR REQUIREMENTS.

PAVEMENT BUTT JOINT DETAIL

N.T.S.

<

PROVIDE DETECTABLE
MARKING TAPE

~

OPEN TRENCH

‘ FINISH GRADE

8" MIN.
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EXISTING GROUND

COMMON BACKFILL

NON—WOVEN FILTER FABRIC

= ) &4
7 6" HDPE PERFORATED PIPE —

NS < PERFORATIONS DOWN

NS >

X %
- 7 \\// COMPACTED UNDERDRAIN TYPE B
s /Q\ Jasie: BACKFILL, MAINE DOT 703.22

&

/\\/\//\/é/ %/:// NN

NOTES:

1. MAINTAIN UNIFORM TRENCH WIDTH
TO 6” OVER PIPE.

2. PROVIDE RIGID INSULATION WHERE DRAIN
PIPE PASSES BENEATH OR OVER OTHER
BURIED UTILITY.

UNDERDRAIN TRENCH DETAIL

N.T.S.

CONTROL &

26.25
EXPANSION
JOINT, SEE
SHEET L—101 ‘
// |
R
‘L//'/ H

COLUMBARIUM
WALL, SEE
SHEET L-101

GRANITE
STEPS, SEE
SHEET L-101

EXPOSED AGGREGATE
SURFACE

\

‘ .

REINFORCED CONCRETE
PAVEMENT, SEE DETAIL
SHEET L-101

CONFIRM EXISTING
GRADE AT THIS
LOCATION, SEE
NOTE 1

|7

FLOW
DIRECTION

(TYP.) \
127

,%{

COLUMBARIUM GRADING DETAIL

SCALE: 1"=10'

PROVIDE
CROSS—PITCH FOR
CIRCULAR ROADWAY

800.426.4262 | www.woodardcurran.com

41 HUTCHINS DRIVE
PORTLAND, MAINE 04102

y N
y .

SEE
NOTE 1

NOTES:

1. COLUMBARIUM GRADES SHALL BE RELATIVE TO ELEVATION AT
LOCATION WHERE CONCRETE SIDEWALK TIES INTO PAVEMENT CIRCLE.
CONTRACTOR SHALL VERIFY GRADE AT TIE IN LOCATION AND AT SECOND
LOCATION BEHIND COLUMBARIUM AND SHALL PROVIDE ELEVATION TO THE
ENGINEER PRIOR TO START OF CONSTRUCTION OF COLUMBARIUM. GRADES
WILL BE ADJUSTED AS NECESSARY AT THAT TIME.

2. FIELD ADJUSTMENTS OF GRADES TO PROVIDE POSITIVE DRAINAGE MAY
BE MADE AS NECESSARY, WITH REVIEW BY ENGINEER.

WOODARD
&CURRAN

COMMITMENT & INTEGRITY DRIVE RESULTS

Reviewed for Code Compliance
Inspections Division
Approved with Conditions
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CITY OF PORTLAND, MAINE
PUBLIC SERVICES DEPARTMENT
ENGINEERING SECTION
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