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Porch (below)


House


Roof over Hoistway


Roof

over

Entry

Steps


2



4



Shingle drip-edge not to

extend beyond house corner


2x8 Rafters 16" O.C.


"Teco" clips tie each

Rafter to top plate


2x8 Ridge w/

metal joist hangers


Ledger on exist'g. wall

Fasten to studs w/ 


GRK lag screws

(2) every 16" O.C.


Roof sheathing (not shown)

5/8" Thick Advantec sheet,


Fasten to frame every 4" along

edge, 6" in field


NOTE: Structural specifications

provided by Builder John Libera, 

River Road, Abott, ME 876-3050


2



5



Finished Hoistway

Interior Dimensions


Shown


3
'-
6
" 
T
.O

.


3
'-
6
" 
T
.O

.


9
3
/4

"


7
3
/4

"


4
'-
2

3
/4

"


1
"


Hoistway Interior offset

1" from finish face of


porch column
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NOTES:


1. See Savaria Shop Drawings for lift and door details.


2. Lift Vendor, Site Contractor and Carpenter shall

coordinate details and requirements as needed to

ensure smooth assembly and hand-off of project.


Existing Stair - adjust

or replace as required


See Foundation Plan 

on Sheet 5 for Sitework


Existing Porch


House


Use Azec trim to form skirtboard 

for steps. Reshape hoistway 

bottom panels accordingly.


1 1/2" O.D. fabricated tube handrail


2x4 Pressure-treated sill,

fasten to foundation


w/ 1/2" J" anchor bolts


1/2" Thick Advantec sheathing

fasten every 6" along edge, 8" in field


2x4 Trusjoist Versaframe

engineered studs every 12"+/- O.C.


Patient Entry Lift


Ronald Cody DDS


487 Stevens Avenue


Portland, ME 04103
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Michael Kreindler Design


Arrowsic, Maine


207.442.7443


mkreindler@gmail.com
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