
SPRAY FOAM SASH
WEIGHT POCKET

REPLACE SASH
WEIGHTS WITH SASH
BALANCES

REMOVE SASH
WEIGHTS

GWB RETURNS AT
JAMB

REMOVE AND
REFURBISH
SASHES

RECAULK TRIM TO
MASONRY OPENING

NEW WINDOW
STOOL BELOW

EXISTING MASONRY
WALL

EXISTING WINDOW JAMB 1B - NEW WINDOW JAMB

BRICK SILL BELOW

NEW FURRED WALL
ASSEMBLY. NEW
FACE OF GWB TO
ALIGN WITH EXISTING
PLASTER FACE

FILL ANY CAVITIES IN
WINDOW FRAME WITH
CLOSED -CELL SPRAY
FOAM INSULATION

GWB FOLLOWS ARCH

REFURBISH SASH
RECAULK TRIM TO
MASONRY OPENING

EXISTING MASONRY
WALL

EXISTING WINDOW HEAD 1C - NEW WINDOW HEAD

REMOVE EXISTING
STORM WINDOW

NEW STORM
WINDOW -
REFERENCE
SPECIFICATION

1 
1/

2"

2X WD BLOCKING

NEW FURRED WALL
ASSEMBLY. NEW
FACE OF GWB TO
ALIGN WITH EXISTING
PLASTER FACE

PAINTED 3/4" BIRCH-
FACE PLYWOOD

EXISTING MASONRY
WALL

CLOSED CELL FOAM
INSULATION

3 5/8" METAL STUD
TRACK - HOLD 1/2"
OFF FACE OF
MASONRY

CAULK

1x4 WD BLOCKING
REMOVE EXISTING
STORM WINDOW

CATALOGUE,
NUMBER, REMOVE
AND REFURBISH
SASH

REINSTALL
REFURBISHED SASH

PAINTED HARDWOOD
BULLNOSE

EXISTING WINDOW SILL 1A - NEW WINDOW SILL

NEW FURRED WALL
ASSEMBLY. NEW
FACE OF GWB TO
ALIGN WITH EXISTING
PLASTER FACE

BOTTOM SASH SPRING
CATCH - APPLIED IN FIELD
AFTER INT. WINDOW TRIM

FILL ANY CAVITIES IN
WINDOW FRAME WITH
CLOSED -CELL
SPRAY FOAM
INSULATION

GWB RETURN AT HEAD

REFURBISH SASH
RECAULK TRIM TO
MASONRY OPENING

EXISTING MASONRY
WALL AND LINTEL

EXISTING WINDOW HEAD 1D - NEW WINDOW HEAD

REMOVE EXISTING
STORM WINDOW

NEW STORM
WINDOW -
REFERENCE
SPECIFICATION

NEW FURRED WALL
ASSEMBLY. NEW
FACE OF GWB TO
ALIGN WITH EXISTING
PLASTER FACE

REMOVE SASH
WEIGHTS

SPRAY FOAM SASH
WEIGHT POCKET
REPLACE SASH
WEIGHTS WITH SASH
BALANCES

REINSTALL WOOD TRIM

RECAULK TRIM TO
MASONRY OPENING

EXISTING MASONRY
WALL

NEW FURRED WALL
ASSEMBLY. NEW
FACE OF GWB TO
ALIGN WITH EXISTING
PLASTER FACE

NUMBER,
CATALOGUE, AND
REMOVE WOOD TRIM.
SAVE FOR
REINSTALLATION

DEMO PLASTER &
LATH AND WOOD
FURRING

2X WOOD BLOCKING
AND SHIM

EXISTING WINDOW JAMB 2B - NEW WINDOW JAMB

NUMBER, CATALOGUE
AND REMOVE SASH.
REFURBISH FOR
REINSTALLATION

REINSTALL EXISTING
WOOD TRIM

2x WD BLOCKING

CLOSED CELL FOAM
INSULATION

1/2" PLYWOOD

3 5/8" METAL STUD
TRACK - HOLD 1/2"
OFF FACE OF
MASONRY

5/8" GWB - INTERIOR
FACE TO ALIGN WITH
EXISTING FACE

ANGLED METAL
STUD AT SILL -
MATCH EXISTING
ANGLE

EXISTING MASONRY
WALL

EXISTING WINDOW SILL 2A - NEW WINDOW SILL

NUMBER, CATALOGUE
AND REMOVE SASH.
REFURBISH FOR
REINSTALLATION

REMOVE ALL WOOD
TRIM AND SALVAGE
FOR REINSTALLATION

DEMO PLASTER & LATH
AND WOOD FURRING

BOTTOM SASH SPRING
CATCH - APPLIED IN FIELD
AFTER INT. WINDOW TRIM

FILL ANY CAVITIES IN
WINDOW FRAME WITH
CLOSED -CELL SPRAY
FOAM INSULATION

NUMBER, CATALOGUE
AND REMOVE SASH.
REFURBISH FOR
REINSTALLATION

RECAULK TRIM TO
MASONRY OPENING

EXISTING MASONRY
WALL

EXISTING WINDOW HEAD 2C - NEW WINDOW HEAD

REMOVE EXISTING
STORM WINDOW

REINSTALL REFURBISHED
SASH

2X WD BLOCKING

NUMBER,
CATALOGUE, AND
REMOVE WOOD TRIM.
SAVE FOR
REINSTALLATION

DEMO PLASTER AND
FURRED WALL
FRAMING

NEW FURRED WALL
ASSEMBLY. NEW
FACE OF GWB TO
ALIGN WITH EXISTING
PLASTER FACE

NEW STORM WINDOW -
REFERENCE SPECIFICATION
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1 WINDOW DETAILS

 3" = 1'-0"
2 WINDOW DETAILS




