SUBMITTAL DATA: MXZ-3C24NAHZ

M S E RI ES MULTHINDOOR INVERTER HEAT-PUMP SYSTEM

Job Name

Inspections Division

Date:_09/05/17

System Reference: Date: J

Qutdoar Unit; MXZ-3C24NAHZ

ACCESSORIES

o 3/8" x 1/2" Port Adapter (MAC-A454 JP-E

o 1/2" x 3/8" Port Adapter (MAC-A455P-E
o 1/2" x 5/8" Port Adapter (MAC-A456JR-E)
o M-NET Adapter (PAC-IFOTMNT-E)

o Alrflow Guide (PAC-SH96SG-E)

{For data on apcame lndoor unm. seo the MXZ-C Technical and Service Manual.)

Sgeomcéﬂem' Model Name
Unit Type ; : > : : MXZ-3C24NAHZ
Rated Capacity Biu/h 22,000/ 23,600
Caoling* :
(Non~ducted / Ducted) c"’"m R-r_\of S Btuh . B,OOQ 5 23'600
Rated Total Input W 1,630/ 2,360
TRated Capacity | Bum 25,000 / 24,600
Heating at 47°F* e— c ’ — =
(Non-ducted / Ducted) Cmﬁﬂv Range ‘ LR B‘ﬂl[h . » 7,200 - 30,5.00.
Rated Total Input w 1,725/ 1,871
Rated Capacity Btwh i 14,000 / 14,000
Heating at 17°F* - . e
{Non-ducted/Ducted) Maxlmum 369“!!!_ . : Biuth . . = 25‘0,00 /24,600
Rated Total Input w 1,622 /1,838
Heating at 5°F* Maximum Capacity ; | Btwh 25,000
Energy Star® (ENER(:Y BTAR products are third-party eaﬂlﬁed by an EBA‘mmoqnlmd Centification aody) 4 ' Yes
Power Supply Vglhga, Phase, Hertz | 208/ 230V, 1-Phase, 60 Hz
Electrical Requirements Recommended { Fuse/Breaker Sl;n 40
MCA ; A 29.9
indeor » Quidoor 81-82 3 \ ? b AC 208 / 230
Voltage indoor » Qutdoer $2-83 \] DC +24 4
— . 5 TVERTER-orven T Fay
PSound Prossuro chol Cooling ; 54'
(Non-ductodlnuctcd) Hnting

Liguid (High Pressure) 1/4 /6. 35

Refrigerant Pipe 8ize 0.0. |5, (Lowgl‘renuto) In/ mm ATBT15.7 . B.C. 381952
Max, Refrigerant Line Length : Ftim ' 230/70
Max. Piping Length for Each Indoor Unit Ft/m 82/25
Max. Refrigerant Pipe Height | If IDU is Above ODU Bim 49/15
leferonco If IDU is Below ODU 49/18
Connection Method ;i ' i Flared/Flared
Rg_lorant ' ; R410A

* Rating Conditions pr AHRI Standard:

Coaling | Indoor: BG° F (27° C) DB/ 67° F 16° C) WE Healing 81 472F | Indoor; 70° F (21°C) DB /80° F (16° Q) W8 Heating 8t 17° F | Indoor: 70° F (21°G) DB

Cediing | Quidoor: 869 F (36°C) DB/ W.B, 23.9° G (76' F) Heating 8 479F | Quidoar; 47 F (8° ) DB /43° F (6° C) WB Heating at 17° F | Ouldoor; 179 F ¢8°C) DB/ 16° F (9°C) W8

Sipacifications are subject to ehange without notice, @ 2018 Mitsubishi Elsetrie US, ine,



SPECIFICATIONS: MXZ-3C24NAHZ

OPERATING RANGE:

Inspections Division

Date:_09/05/17

ENERGY EFFICIENCIES:
Outdoor Indoor Unit Type | SEER | EER | HSPF C:’.,‘:F@ cﬁ,’:F
Cooling D.B. 14 to 115° F [ D.B. =10 lo 46° C]*1
Ml 190 | 135 | 100 | 425 | 253
Heating W,B,-13t0 85° F [W.B. 25 t0 18°C] ( )
*1. D.B. 510 115° F [ D.B. =15 t0 46° C ], when an optional Air Qutiet Guide Ducted and
Medivoobo Pess o 173 | 175 | 95 403 | 252
Ducted
o 300+ 00) 15.5 10.0 9.0 380 | 251
NOTES:

+ Minimum of two Indoor Units must be connected to the MXZ-3C24NAHZ,

« Minimum installed capacity cannot be less than 12,000 Btu/h.

+ Total connected capacity must not exceed 130% of outdoor unit capacity.

+ System can operate with only one indoor Unit turned on,
« Information provided at 208/230V.
« For Reference:

- MXZ-C Technical & Service Manual for detailed specifications and additional information per Indoor Unit Combination.
- MXZ Series Multi-Zone Indoor/Qutdoor Combination Table for allowed unit combinations.

MVZ CONNECTION RULES:
» Only 1 MVZ may be used on any system.

+ When an MVZ is connected, total connected capacity must be 100% or less.
« When an MVZ is connected, no P-Series indoor units can be used (PCA, PLA, or PEAD),

Notes:

Specifications are subject to changae without notice,

© 2016 Mitsubishi Electric US, Inc.



