
(Part No. CA 2X4SR)

SEE INSTALLATION AND OPERATION MANUAL

(Section 3.2, Pages 1 1 and 12)


DUAL/WIDE-BAND ANTENNA


STANDOFF BRACKET

(4" - Use Part No. 8304)


   OPTIONAL IF NEEDED

(12" - Use Part No. 8312)

(18" - Use Part No. 8318)


DRILL 1 /8" WEEP HOLE


ATTACH TO STRUCTURE

AND CONDUIT PIPING


SWEEP PIPE


10" ALUMINUM

 MOUNTING PIPE


(Part No. 10 MTG PIPE)


TO SURGE ARRESTOR

ENCLOSURE


SURGE ARRESTOR

ENCLOSURE

(See Surge Arrestor Drawing)


TRANSMISSION WIRE  BE

PROTECTED IN CONDUIT FROM

ANTENNA TO RADIO BOX

CONTINUOUSLY IN

ACCORDANCE WITH

NFPA72 - 27.5.5.4 AND

I/O MANUAL PAGE 4


ASSEMBLY MUST BE GROUNDED

IN ACCORDANCE WITH

NEC ARTICLE 810 

ANTENNA INSTALLATION


12" x 12" NEMA RATED ENCLOSURE IS

RECOMMENDED FOR EXTERIOR

INSTALLATIONS OF COAX SURGE ARRESTOR

(SUPPLIED BY INSTALLER)


NOTE: 

SURGE ARRESTOR MUST BE

LOCATED IN ACCARDANCE

WITH NEC ARTICLE 810.19 (B)
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NO. HAMPTON, NH 03862


131  LAFAYETTE RD
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