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BOTTOM OF BOX


120V AC


HSP121BTIRU AC SURGE
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CONNECT  TO GREEN NUT

(GROUND AT RADIO BOX END ONLY)


MONITORED BY BLDG FACP

(SEE INSTALLATION AND OPERATION MANUAL

SECTION 3.4, PAGE 15)


USE A RING LUG CONNECTOR AND 18

GAUGE(MIN) COPPER WIRE TO CONNECT TO

SUITABLE EARTH GROUND


ZONE WIRES  BE

18-22 GAUGE TWISTED


 WIRE


XF-1640 PLUGIN TRANSFORMER

WITH 1640-ENC ENCLOSURE

(SEE INSTALLATION AND OPERATION MANUAL

SECTION 3.3, PAGE 14)


120VAC SUPPLY


DO NOT POWER UP RADIO WITHOUT

ANTENNA CONNECTED


DAMAGE TO TRANSCEIVER WILL OCCUR


CASETOP ANTENNA (IF USED)


SUBSCRIBER UNIT INSTALLATION


ANTENNA CABLE

IN CONDUIT TO

SURGE

ARRESTOR


TRANSFORMER WIRES

 BE IN CONDUIT


(Per I/O Manual Page 4)


JUMPER TO CASETOP ANTENNA (IF

USED)
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