S

DUAL/WIDE-BAND
ANTENNA

DUAL/WIDE-BAND ANTENNA

(Part No. CA 2X4SR)

N-FEMALE CONNECTION
(Part No. 11-39-T65)

PRIOR TO FINAL ASSEMBLY WRAP CONNECTION —/
1. ELECTRICAL TAPE ADHESIVE SIDE OUT
2. MOISTURE SEALING RUBBER TAPE

3. ELECTRICAL TAPE ADHESIVE SIDE IN

—

COAX CABLE CONNECTORS ——>[—1

RG8U-9913 CABLE WITH
(Part No. 12-0101 N-MALE CONNECTOR)

COAX CABLE
Use. RG8U-9913 (up to 100")

%

DETAIL "A"

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Date: 05/04/15

AFTER FINAL ASSEMBLY COVER THIS SECTION
WITH MOISTURE SEALING RUBBER TAPE AND
21" OF SHRINK TUBE

SEE INSTALLATION AND OPERATION MANUAL
(Section 1, Page 8)

SET SCREW ——> L]
10" ALUMINUM MOUNTING PIPE
(Part No. 10 MTG PIPE) ——>
TRANSMISSION WIRE MUST BE
PROTECTED IN CONDUIT FROM
ANTENNA TO RADIO BOX
CONTINUOUSLY IN
ACCORDANCE WITH
2" METAL RACEWAY & FITTINGS — NFPA72 - 27.5.5.4 AND
(As Required - Furnished by Others) g I/l0 MANUAL PAGE 4
(Weatherproof when Exterior) —
SEE INSTALLATION AND OPERATION MANUAL
(Section 3, Page 12) __ ‘ ANTENNA MAST ASSEMBLY MUST BE
q | <—— GROUNDED IN ACCORDANCE WITH NEC
NN 5 ARTICLE 810
(Mounting Brackets Not Shown
For Conduit Pipe Connection)
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