
FASTEN BLOCKING TO EACH

STUD WITH WOOD INSERTS &

(3) TEK SCREWS 

BLOCKING 

STUD


NOTES:

1.  45 LBS DEAD LOAD PER OPENING

   FOR LIQUID STORAGE OVER AND

   ABOVE THE CASEWORK ITSELF.

2.  A LIVE LOAD OF A PARTNER EITHER

   PULLING AND OR CLIMBING ON THE

   CASEWORK.


7'-5" - TOP OF CABINET


SCREW MENU HINGE TO TOP

OF SHELF.  ALIGH PIANO HINGE

JOINT TO SHELF EDGE


USE WINGNUTS AT BRACKET MOUNT

TO ADJUST VERTICAL HEIGHT OF MENU

AS NEEDED


MENU BOARDS ARE HINGED TO ALLOW

ACCESS TO SHELVES BEHIND


ATTACH PLASTIC MENU STOPS TO SHELF

EDGE (SUPPLIED BY CASEWORK

VENDOR)


I-5001 
5


+/- 3'-7 1/2" AFF


3
/4

"


R 3/8"


CONTINUOUS 18GA STAINLESS STEEL 

#10-1 3/4" SQ. DRIVE STAINLESS STEEL

PAN HEAD SCREW. REVERSE PUNCH

ALL HOLES. SPACE AT 24" OC.


1
 1

/2
"


1/2" 

1
/4

"


1"

FACE OF CABINET 

PROVIDE MARINE EDGE AT

ALL COUNTERTOP NOSING


CONTINUOUS 18 GA

STAINLESS STEEL


COUNTERTOP

SUBSTRATE


1-1/4" MEDEX SUBSTRATE


WHEN APPLICABLE


MATCH EXISTING COUNTER DEPTH


3/4" MEDEX 

FACE OF WALL


I-5004

3


I-5004

4


CORIAN SOLID SURFACING

BACKSPLASH


ALIGN HEIGHT OF SIDE

SPLASH TO MATCH THE

HEIGHT OF BACK SPLASH


ALIGN TO EDGE OF

COUNTERTOP


CORIAN SOLID SURFACING

COUNTERTOP 

CABINET NOTE: FOR REFERENCE

ONLY. MATCH EXISTING

COUNTERTOP EDGE DETAIL

WHEN APPLICABLE.


1" 

1/2" 

1
 1

/4
"


1 1/4" 

1/4" RADIUS, TYP.


1/4" DEEP DRIP EDGE

PER PLAN


CORIAN PER FINISH

SCHEDULE


1"


1/2"


1
 1

/4
"


CABINET
NOTE: FOR REFERENCE

ONLY. MATCH EXISTING

COUNTERTOP EDGE DETAIL

WHEN APPLICABLE.


CORIAN PER FINISH

SCHEDULE


FILTERED COLD

WATER FOR

ICE MACHINE


INDIRECT DRAIN

LINE FROM ICE

MACHINE TO

FLOOR DRAIN


SEE PLUMBING PLAN

FOR FINAL FLOOR

DRAIN LOCATION AND

TYPE


BACK WALL 

.
 8" (200 MM) MIN.

CLEAR TO BACK

WALL


6" (150 MM) MIN.

CLEAR


.


EQ EQ


BACK WALL


CARBONATION LINE TO COLD

BEVERAGE STATION.  COIL

AND PLUG 72" (1830 MM)

LENGTH OF GAS TUBING.  TIE

OFF TUBING HELD 6" (150 MM)

A.F.F.


*CLEAR 

1' - 0" (305 MM) 

*CLEAR


1' - 0" (305 MM)
3' - 0" (915 MM) 

BACK WALL


INDIRECT LINE FROM

WATER CHILLER TO

FLOOR SINK


WATER

CHILLER


3 7/8" (100 MM) DIA.

INSULATED WATER

LINE TO CHILLED

WATER TOWER AT

COLD BEVERAGE

STATION.

CONNECTION BY

STARBUCKS VENDOR


FILTERED COLD

WATER SUPPLY

FOR CHILLER


CLEARANCE

REQUIREMENT

SHOWN IS NOT

REQUIRED BELOW

MOUNTING HEIGHT

OF CHILLER (TYP.)


*

STATION REQUIRES FLOOR SINK WITHIN 120" (3050 MM)

ADJACENCY.  SEE PLUMBING PLAN FOR FINAL LOCATION.


NOTE: 
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INSULATED WATER LINE.

GC TO PROVIDE AND ROUTE

AS REQUIRED.


CEILING


MIN. 44" X 100" (1120 MM X 2540

MM) 5/8" FIRE-PROOF PLYWOOD

BACKER FASTENED TO

STRUCTURE


CHILLER


CHILLER BRACKET MOUNTED TO

WALL WITH BLOCKING


74" (1880 MM) HEIGHT

STORAGE RACK


ESCUTCHEON PLATE


COILED GAS TUBING 

4 TANK WALL BRACKET WITH

CHAIN


LOCATE AND INSTALL WALL

MOUNT BRACKETS PER

MANUFACTURER'S

INSTRUCTIONS


EQ EQ


CARBONATION TANKS (STORAGE)


ELEVATION VIEW


ABOVE CHILLER BRACKET


BELOW CHILLER BRACKET


EQUIPMENT SHOWN AS DASHED LINES TO BE INSTALLED BY

STARBUCKS VENDOR UNLESS NOTED OTHERWISE.


EQ. EQ.


CORIAN

COUNTERTOP 

CORIAN

BACKSPLASH


MIN. 1/8" GAP

FILLED WITH CLEAR

SILICONE, TYP. 

WOOD SHROUD

WD0077


CLEAR SILICONE BEAD AT

MATERIAL TRANSITION


MITER JOINT


34" MAX. A.F.F.


5
"


1 3/4"


6
"


NOTE:

ALL COMPONENTS

FURNISHED BY

OTHERS AND

INSTALLED BY G.C.

UNLESS NOTED

OTHERWISE.


34" MAX. AFF


METAL ANGLE,

TYP.


COUNTERTOP

SUBSTRATE


ALUM. Z-CLIPS,

TYP.


FINISH PANEL


DIEWALL


COUNTERTOP


LED STRIP LIGHTING

BY OTHERS


VARIES


M
I N

.


1
/2

"


4" (TYP.)


NOTE:

ALL COMPONENTS

FURNISHED BY

OTHERS AND

INSTALLED BY G.C.

UNLESS NOTED

OTHERWISE.
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THESE DRAWINGS AND SPECIFICATIONS ARE

CONFIDENTIAL AND SHALL REMAIN THE SOLE

PROPERTY OF STARBUCKS CORPORATION,


WHICH IS THE OWNER OF THE COPYRIGHT IN

THIS WORK.  THEY SHALL NOT BE REPRODUCED


(IN WHOLE OR IN PART), SHARED WITH THIRD

PARTIES OR USED IN ANY MANNER ON OTHER

PROJECTS OR EXTENSIONS TO THIS PROJECT

WITHOUT THE PRIOR WRITTEN CONSENT OF


STARBUCKS CORPORATION.  THESE DRAWINGS

AND SPECIFICATIONS ARE INTENDED TO


EXPRESS DESIGN INTENT FOR A

PROTOTYPICAL STARBUCKS STORE (WHICH IS


SUBJECT TO CHANGE AT ANYTIME) AND DO NOT

REFLECT ACTUAL SITE CONDITIONS.  NEITHER


PARTY SHALL HAVE ANY OBLIGATION NOR

LIABILITY TO THE OTHER (EXCEPT STATED


ABOVE) UNTIL A WRITTEN AGREEMENT IS FULLY

EXECUTED BY BOTH PARTIES.


STARBUCKS TEMPLATE VERSION  i2016.12.23


325 N. LaSalle St.   Suite 500   Chicago, IL 60654
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Scale:  1/2" = 1'-0"

1 

BLOCKING TO METAL STUD 
Scale:  3/4" = 1'-0"


2

CASEWORK MENU MOUNTING SECTION 

Scale:  6" = 1'-0"

3


BACKSPLASH DETAIL


Scale:  6" = 1'-0"

4


MARINE EDGE DETAIL 
Scale:  1 1/2" = 1'-0"


5

STAINLESS STEEL COUNTERTOP 

Scale:  1/2" = 1'-0"

6


CORIAN SIDE SPLASH


Scale:  6" = 1'-0"

7 

TYP. CORIAN DRIP EDGE - BACKLINE 
Scale:  6" = 1'-0"


8

TYP. CORIAN EDGE - FRONTLINE 

Scale:  3/4" = 1'-0"

9


ICE MACHINE - PLUMBING


Scale:  3/4" = 1'-0"

10


CBE CHILLER - PLUMBING


Scale:  6" = 1'-0"

11


ESP SHROUD - WOOD 
Scale:  6" = 1'-0"


12

FINISH PANEL - BUILT-UP COUNTERTOP OVERHANG
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