
SET SCREW


NO-HUB OUTLET AIR

BREAKER.  SIZE VARIES

ACCORDING TO WASTE

LINE SIZE


NO-HUB CONNECTION OR

SPIGOT OUTLET AS ALLOWED


WASTE LINE TO RISER

OR GREASE INTERCEPTOR

AS REQ'D


INDIRECT WASTE LINE

FROM FIXT REF PLAN


1 
2
"  DIA

OF INLET MIN


ICE BIN WITH 1-1/2" INDIRECT

DRAIN LINE TO HUB DRAIN


JR SMITH #3822T FUNNEL (OR

EQUAL). MAINTAIN MIN. 1"

CLEAR DISTANCE FROM TOP OF

FUNNEL TO BOTTOM

DISCHARGE OF INDIRECT

WASTE PIPING.


2" P-TRAP AND TRAP ARM TO

DROP IN WALL BEHIND, OR TO

TEE FITTING ON ADJACENT SINK


PIPE SUPPORTS AS REQUIRED


36"

AFF


3" TAIL PIECE


NO-HUB CONNECTION


CONCRETE SUBFLOOR


THIN-SET CERAMIC

TILE, TYP.


CAULK JOINT


FLOOR SINK SET FLUSH WITH

TOP FLOOR FINISH


SLOPE TO DRAIN


FLOOR SINK DETAIL
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 3 
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" COPPER LINE


HOT WATER TAP


WATER
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OPTIONAL ESPRESSO

MACHINE AT MAIN

BARISTA
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BALL VALVE @ STUB UP
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"FILTERED" =

A-SYSTEM - CWF

B-SYSTEM - CWN

C-SYSTEM - CWF


REFER TO SUPPLY

PIPING DIAGRAM


3 
8
" MALE

COMPRESSION


BALL VALVE
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8" MALE


COMPRESSION


BALL VALVE


ESPRESSO

MACHINE
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WATER MANIFOLD SCHEMATIC
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BRAIDED STAINLESS STEEL HOSE. 9/16-24 UNEF

COMPRESSION CONNECTION

150 PSIG MIN. RATING.  (TYP. 2)


BRAIDED STAINLESS STEEL

HOSE.  9/16-24 UNEF

COMPRESSION CONNECTION

150PSIG MIN. RATING.  (TYP. 2)


FLOOR


PUMP PUMP


FW FW


FW


FLOOR

SINK


COUNTER TOP


BACK FLOW PREVENTION

DEVICE WHERE REQUIRED.

VERIFY TYPE AND LOCATION

WITH LOCAL JURISDICTION.


HOLD PIPING TIGHT

TO BACK WALL. (TYP.)


AIR GAP PER CODE.

MINIMUM 1"


WATER PUMP.  INSTALL TO

ALLOW ACCESS TO INTEGRAL

PUMP FILTER. (TYP. 2)


MASTRENA MASTRENA


1

2" NPT TO HOSE COMPRESSION


CONNECTION. (TYP. 2)


1 
2
" BALL VALVE.  (TYP. 2)


5

8" WIRE REINFORCED DRAIN


HOSE TO INDIRECT PIPE

RISER. (TYP. 2)


3

4" BALL VALVE.


3

4" FILTERED WATER


STUB-UP FROM BELOW

FLOOR.


1-1/2" ABS DWV INDIRECT

WASTE PIPE TO FLOOR

SINK. SLOPE HORIZONTAL

AT 1
4" PER FOOT.  (TYP. 2)


3

4"


3

4"


DETAIL NOTES


1. THIS DETAIL IS SCHEMATIC ONLY. FOR THE

LOCATION OF THE COMPONENTS SHOWN, AND

EXTENT OF THE WORK REQUIRED, SEE THE

PLAN DRAWINGS.


2. ALL WATER HOSE SHALL BE THE MINIMUM

LENGTH NEEDED AND SUPPORTED AS

REQUIRED TO AVOID STRESSING

CONNECTIONS AND COILING EXCESSIVE HOSE.

ROUTE TO AVOID KINKING AND ALLOW SPACE

FOR UNDER COUNTER REFRIGERATOR AND

ACCESS TO EQUIPMENT AND VALVES.


3. ALL PIPING SHALL BE HELD TIGHT TO WALLS,

SLOPED WHERE REQUIRED AND ROUTED TO

ALLOW ACCESS TO EQUIPMENT AND VALVES.


4. ROUTE HORIZONTAL PIPING A MINIMUM OF 6"

ABOVE FLOOR.


5. INSTALL PUMP AS SHOWN ON PLANS.

COORDINATE LOCATION AND ELEVATION WITH

OTHER TRADES. ORIENT PUMP AS REQUIRED

TO ALLOW MAINTENANCE.


RELOCATED RELOCATED


DRAIN LINE


N2 SUPPLY

CONNECTION


TO FLOOR SINK


PURGE LINE


NITRO DRAIN DETAIL
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NOTES: N2 QUICK DISCONNECT & DRAIN


1. HOOK UP NITROGEN SUPPLY LINE TO

QUICK DISCONNECT


2. ROUND DRIP PAN DRAIN LINE AND

PURGE TUBE TO FLOOR DRAIN.


3. ENSURE DRAIN LINE IS NOT KINKED

OR OTHERWISE BLOCKED FOR

PROPER DRAINAGE.


MASTRENA GENERAL PIPING CONNECTION SCHEMATIC DETAIL
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