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WIRE LEGEND

B 2 COND 14 AWG FPL CABLE
E 2 COND 16 AWG TWISTED SHIELDED FPL CABLE

. E E E E E E E E E E E E E E N
s8R 6B A 6P A 6B A S Se S8 138 6B A\ [6B] 58 6B A\ [6R]
LEVEL THREE 75 M 75 75 75 |wp 75 75 /_\
CORRIDOR UNIT UNIT UNIT UNIT CORRIDOR  LAUNDRY COMMUNITY E. LOBBY UNIT UNIT CORRIDOR UNIT UNIT
3000 1300 1302 1304 1306 3000 3005 DECK 3003 1308 1310 3011 1312 1312
BEDROOM BEDROOM BEDROOM  BEDROOM 3004 BEDROOM  BEDROOM BEDROOM  MASTER
3 3 E E E E E 3 3 BEDROOM
A SX B B B B &&1. B /S B &) B B B B B
LEVEL THREE 15 15 /5 75
SITTING UNIT UNIT UNIT ANTE E. LOBBY FE. LOBBY E. LOBBY UNIT UNIT UNIT
AREA 1301 1303 1305 3006 3003 3003 3003 1307 1309 1311
3001 BEDROOM BEDROOM  BEDROOM BEDROOM BEDROOM  BEDROOM
E E E E E E E E E E E E
NS NS TN TN S et mam © s © s O s e\ [ PN [ P b € s mam S a6
LEVEL TWO 75 M 75 15 NEYY 75 75 15 177 110 177 15
CORRIDOR UNIT UNIT UNIT UNIT CORRIDOR TLT. ANTE TLT. E. LOBBY UNIT UNIT CORRIDOR UNIT UNIT UNIT UNIT UNIT
2000 1200 1202 1204 1206 2000 2005 2006 2007 2003 1208 1210 2011 1212 1212 1212 1212 121
BEDROOM BEDROOM BEDROOM  BEDROOM BEDROOM  BEDROOM BATH BEDROOM MASTER MASTER
FROM SPEAKER \E c c c c c c c c c c BEDROOM BATH
CIRCUIT #1 W
< SS1_B B B B SS1_B S B SS1_B SS1_B B B B
o LEVEL TWO 15 \/\/\/ 15 /5 75 75 \/\/\/
o 2 SITTING UNIT UNIT UNIT ANTE E. LOBBY E. LOBBY CORRIDOR UNIT UNIT UNIT
g 2 AREA 1201 1203 1205 2008 2003 2003 2011 1207 1209 1211
o 2| = ol o ol o 2001 BEDROOM BEDROOM  BEDROOM BEDROOM BEDROOM  BEDROOM
S 2 2 g . o -
Pz g % e S ST S
=
S r Q| O ol O
g g R 3 2 =
“ Z| 2| =B
z 5| b 5 NOTIFIER
=Re 5| FCPS-8
Lol
3% B POWER A
120VAC SUPPLY | ~——\SLC LOOP #1 oUT
FCM(| LooP #1
FROM N #3 | 7 1| ADDR ﬁs
DEDICATED \J— S N
LOCKING CIRCUIT + ‘ TVTAT T T2v7Ar ]| ———\SLC LOOP #1 IN
| | BATTERY | BATTERY
STAIR A
LEVEL TWO
£ £ E E E £ £ £ £ E E £ E —_
/B SS1-8 [SS|8 [SS—8 [SS-—8B _[SS|-B [SS1E8 _[SS1-B _[SS|-B8 [SS}8B _[SS}1-B _[SS|-B _[SS}I-B _[SS]1—B
GARAGE LEVEL 110 15 15 75 | CWP 75 | CWP 75 | CWP 15 15 75 | CcwP 75 | CWP 15 110 110
FIRE MACH. RM. E. LOBBY PARKING  PARKING  PARKING MACH. RM. E. LOBBY PARKING  PARKING EMERG. MAIN. MAIN.
PUMP A A GARAGE GARAGE GARAGE B B GARAGE GARAGE  ELEC. RM. ELEC. RM. ELEC. RM.
ROOM G005 G004 G001 G001 G001 G011 G010 G001 G001 G013 G013
G007
E E E E E E E E E E E E
/MNB_[SE1 B (S5 B (S8 B r&&1 B (881 B /SN B &8 B [&§1 B /SY B SN B [&&] B 8] B (&) B BBSSm
LEVEL ONE 75 15 15 75 75 15 15 75 \J5/ \J5/ 75 710 177 15 \75/
SOLARIUM MEN'S WOMEN’S  CORRIDOR MP ROOM MKT. MKT. CORRIDOR MKT. DIRECTOR BOARDROOM  UNIT UNIT UNIT UNIT ANTE LOBBY
136 145 143 141 149 COORD. SUITE 1000 CONF. 151—C 1006 1103 1103 1103 1105 1013 1010
151—A 151 151-B BEDROOM BATH BEDROOM
E E E E E E E E E E E E
B[S B [S§1 B /SY B SV B r&&1 B 5. B [S§] B &1 B (&8 B rSE1 B (&5 B [S§1 B €1 B SN B
LEVEL ONE 75 75 Y \15/ 75 15 15 75 75 75 75 15 75 15
CORRIDOR  MEDIA  WORKROOM ACTMITY  ACTIMITY MEN'S WOMEN’S ~ GARDEN PUB BISTRO BISTRO BISTRO MAIN  WORKROOM
0S0 ROOM 135—A MGR. 135 131 129 CONNECTOR 125 123 KITCHEN  KITCHEN STREET 121—A
AUDITORIUM 137 135-B 127 123—A 123—A 130—A
132
FROM SPEAKER CIRCUIT #2 £ 2 2 2 2 2 2 2 2
. BSBSSBmBSSBSSBSSL@LSSBWBSSBSSB@XBSSBSB@B
| LEVEL ONE 15 110 \J5/ 15 75 15 110] ¢ N5/ 75 75 N5/ 15 15 \J5/
o Q AUDITORIUM AUDITORIUM AUDITORIUM  EQUIP. MAIN BEAUTY SHARED  WELLNESS  SHARED MAIN RESIDENT OFFICE 3 CORRIDOR OFFICE 2  OFFICE 1
g2 132 132 132 132—A STREET SALON CONSULT  CENTER  CONSULT  STREET STORE 122-C 122 122-B 122-A
o 2 = ol o ol o 130—B 128 128-A 126 128—A 130—B 124
Q238 o o=
Pz g & SIS e S
=
S r Q| O ol O
g g R 3 2 =
“| Z| 2| &| B
zl 5 5 NOTIFIER
=Re 5|  FCPS-8
Ll
% B POWER A
120VAC SUPPLY | ~—\SLC LOOP #1 ouT
FCM(] Loor #1
FROM N #2 | 7 1| ADDR ﬁz
DEDICATED 5 S NG
LOCKING CIRCUIT + ‘ VAT T T2v7Ar ]| —\SLC LOOP #1 IN
| | BATTERY | BATTERY
FIRE 134

INSTALLATION NOTES:

FIELD WIRING SHALL BE INSTALLED FOLLOWING THE CURRENT EDITION OF NFPA 70: NATIONAL ELECTRIC
CODE(2014), ALL APPLICABLE MUNICIPAL, COUNTY, & STATE CODES, REQUIREMENTS, AND REGULATIONS, AS
WELL AS ALL MANUFACTURER GUIDELINES FOR INSTALLATION.

CONTROL PANELS, DEVICES, AND ALL OTHER SYSTEM COMPONENTS SHALL BE INSTALLED FOLLOWING THE

CURRENT EDITION OF NFPA 72: NATIONAL FIRE ALARM AND SIGNALING CODE(2013), ALL APPLICABLE
MUNICIPAL, COUNTY, & STATE CODES, REQUIREMENTS, AND REGULATIONS, AS WELL AS ALL MANUFACTURER
GUIDELINES FOR INSTALLATION.

THE INSTALLER SHALL FOLLOW CORRECT CONDUCTOR POLARITY, INDICATED CIRCUIT DIVISIONS, PROPER
GROUNDING AND SHIELDING WITHOUT EXCEPTION. IMPROPER INSTALLATION CAN RESULT IN INTERFERENCE,
TRANSIENT VOLTAGE, OR SHORT CIRCUITS CAUSING UNDESIRED OPERATION OR DAMAGE TO THE CONTROL

PANEL, DEVICES AND ANY OTHER INTEGRATED COMPONENTS.

WIRE FOR THE NOTIFICATION APPLIANCE CIRCUITS (IDENTIFIED AS “B” ON THIS PRINT), SHALL FOLLOW THE
SPECIFIC REQUIREMENTS OF THE WIRING LEGEND. THIS WAS DETERMINED BY THE AVAILABLE DIMENSIONED
OR SCALED FLOOR PLAN DEVICE LAYOUT. PLEASE REFERENCE THE VOLTAGE DROP CALCULATIONS LOCATED

ON SHEET FA-3 FOR DISTANCE LIMITATIONS. THE INDICATED DISTANCES IN THE VOLTAGE DROP CALCULATIONS
FOR EACH CIRCUIT SHALL BE CONSIDERED THE MAXIMUM LENGTH. ANY DISTANCES EXCEEDING THOSE IN THE
VOLTAGE DROP CALCULATIONS MUST BE BROUGHT TO THE ATTENTION OF NORRIS INC. TO ASSURE PROPER
FUNCTIONALITY AND COMPLIANCE OF THE NOTIFICATION APPLIANCE CIRCUITS.

THIS SYSTEM MEETS NFPA REQUIREMENTS FOR OPERATION AT 32-120°F AND A RELATIVE HUMIDITY OF 91-95%
AT 87-93°F. HOWEVER, THE USEFUL LIFE OF THE SYSTEM'S STANDBY BATTERIES AND THE ELECTRONIC
COMPONENTS MAY BE ADVERSELY AFFECTED BY EXTREME TEMPERATURE RANGES AND HUMIDITY.
THEREFORE, IT IS RECOMMENDED THAT THIS SYSTEM AND ITS PERIPHERALS BE INSTALLED IN AN
ENVIRONMENT WITH A NORMAL ROOM TEMPERATURE OF 60-80°F.

DESIGN NOTES:

SYSTEM DESIGN PERFORMANCE AND COMPLIANCE WITH ALL APPLICABLE CODES AND REQUIREMENTS IS THE
RESPONSIBILITY OF THE DESIGNING ENGINEER. PROPER INSTALLATION OF THIS SYSTEM AND ITS
COMPONENTS IS THE RESPONSIBILITY OF THE INSTALLING CONTRACTOR. ANY ALTERATIONS, CHANGES, OR
DEFICIENCIES MUST BE BROUGHT TO THE ATTENTION OF THE DESIGNING ENGINEER.

NORRIS INC. ASSUMES NO RESPONSIBILITY FOR ERRORS IN SYSTEM DESIGN OR INSTALLATION, AS WELL AS
ANY COSTS ASSOCIATED WITH CORRECTING THESE ERRORS, IF ANY EXIST. UNLESS SYSTEM DESIGN OR
INSTALLATION WAS PERFORMED BY NORRIS INC.
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