KEY: STEEL NOTES: =

DETAIL LETTER 1. ALL DESIGN, FABRICATION AND ERECTION OF STRUCTURAL
STEEL SHALL CONFORM TO THE LATEST AISC SPECIFICATIONS
SHEET DESIGN, FABRICATION, AND ERECTION OF COLD FORMED STEEL
24'-0" CANOPY OUT-OUT - SECTIONS SHALL CONFORM TO THE LATEST AlIS| SPECIFICATIONS.

S 2. STRUCTURAL MATERIALS:
—~ — 23'-8" GUTTER OUT-OUT - WIDE FLANGE SECTIONS - ASTM A992 OR A572 GR 50 (Fy = 50 KSI)

DRAINAGE SCUPPER \ ANGLES/CHANNELS- ASTM A36 (Fy = 36 KSI)

TYP. (4) PLACES HOLLOW STRUCTURAL SECTIONS (TUBE) - ASTM A500 GR B (Fy = 46 KSI)
5'-0" - 14'-0" 5-0" PIPE SECTIONS - ASTM A53, GR. B (FY = 35 KSI)
DIMENS,I.,ONS SiiLak PLATES - ASTM A36 (Fy = 36 KSI)
ON OPPOSITE SIDE ROOF DECK - ASTM A653, GR. 40 (FY = 40 KSI), GALVANIZED (G60) WITH
2 & WITH BAKED ENAMEL FINISH
— STEEL OUTRIGGERS - ASTM A653 GR. CS (FY = 25 KSI), GALVANIZED (GS0)

| O ‘ ] ~y PER ASTM 924
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2'-6" STRUCTURAL BOLTS - ASTM A325
ANCHOR BOLTS - ASTM F1554 GR. 36: OR ASTM A307 MATERIAL

(FY = 36 KSI)

[
| I 3. WELDING OF STRUCTURAL STEEL SHALL BE IN ACCORDANCE WITH
LATEST ANSIVAWS D1.1.

24'-0"
CANOPY
OUT-OUT

6'-4" 4, FIELD CONNECTIONS SHALL BE BOLTED CONNECTIONS UNLESS

1 L1}
12'-0 ! SPECIFIED ON DRAWING.
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5. ALL STRUCTURAL BOLTED CONNECTIONS SHALL USE ASTM 325 BOLTS.
| J ' , BOLTED JOINTS SHALL BE TIGHTENED TO SNUG TIGHT PER LATEST
= = = : = = = == RCSC SPECIFICATION.

i 6. STRUCTURAL STEEL SHALL BE SHOP COATED WITH A GRAY-OXIDE RUST
. : 19'-0" i INHIBITIVE PRIMER. FIELD TOUCH-UP, FINISH PAINTING, AND
538" 1 :E[ HSS 10X10X74 CROSSBEAM iL A MAINTENANCE SHALL BE THE RESPONSIBILITY OF THE OWNER (UNLESS

A E | Y L
GUTTER T_ : i.h TUBE COLUMNS LENGTH | | J‘ 6'-4 OTHERWISE SPECIFIED).

sormR Al ST LT e SPECIFIED DESIGN LOADS:

, ' DESIGN LOADS PER 2015 INTERNATIONAL BUILDING CODE
| \ REQUIREMENTS:

RISK CATEGORY |l

12'-Q" : ! | 64" ROOF LIVE LOAD = 50 PSF

BASED ON GROUND SNOW LOAD= 50 PSF

22'-9" PURLIN LENIGTIJ : }

J ' FLAT ROOF SNOW LOAD = 50 PSF

WIND LOADS:
LATERAL = 25 PSF (USING 0.6W FOR ASD)

~ W6X9 J ‘ f % on_g" UPLIFT = 20 PSF (USING C.6W FOR ASD)
N ; / J N BASED ON 120 MPH ULTIMATE WIND SPEED PER ASCE 7

EXPOSURE "B”

B-—I e PEF{IMETER GUTTER DEAD LOADS:
20 GA WHITE SMOOTH DECK / GUTTER / LIGHTS — 5 PSF

FASCIA WT — 15 PLF
ERpiEREtLE, FAER P-16 20 GA DECK PAN STRUCTURAL STEEL — SELF WT
LOCATION TYP (4) SMOOTH WHITE CONCRETE — 145 PCF
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