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12'-0"x26'-0" SHELTER
\ 4'-0"x8'-0" PROPANE
12" MIN %"¢ CRUSHED STONE
UNDISTURBED SOIL
PROOFROLL PRIOR TO

INSTALLATION OF CRUSHED STONE

TYPICAL EQUIPMENT SHELTER FOUNDATION

N.T.S.

DETAIL

EXISTING
PRECAST WALL

PROVIDE CABLE ENTRY

PANEL ON EA. SIDE OF
WALL

EXISTING E.F..S.
/_ OVER BRICK
EXTERIOR WALL

SEE NOTE 1

SEE NOTE 2
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FRONT VIEW

EXTERIOR
WAVEPORT
(THREE REQUIRED)
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WAVEPORT ENTRY DETAIL

N:T:8.

1. SEAL PERIMETER OF CABLE ENTRY TO SURFACE OF WALL W/
A ONE COMPONENT POLYURETHANE BASE ELASTOMERIC SEALANT.

2, FASTEN CABLE ENTRY TO WALL W/ STAINLESS STEEL SCREWS
W/ LEAD SHIELD INSERTS INTO BRICK, MASONRY, AND CONC.

USE TOGGLE BOLTS INT

0 STUD WALLS.

NOTE: PHOTOS OF ALL

VIEW

CONDUIT

INSTALLED TO BE TAKEN PRIOR TO
BACKFILL WITH CAUTION TAPE IN

4" DIA. SCHEDULE
40 PVC CONDUIT

UND

1" CONDUIT FOR 30 AMP SERVICE
TO BACK UP CSC CABINET

TO GROUND RING

PIPE CAP

24" EXTRA HEAVY DUTY
T

DOUBLE LEVEL d ' 3% SCHEDULE 40
CHANNEL ol
TRAPEESE HANGAR [Ta o o o o

T
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12"¢ SONOTUBE -4 ‘c?
NOTE: PHOTOS OF REBAR MAT & ©
FORMS TO BE TAKEN PRIOR TO POOR 1,-6"
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3'—4" MIN EMBED

IN. CONCRETE * ALL STEEL TO BE GALVANIZED

NOTES:
1. TYPICAL HANGER KIT SHOWN. CONTRACTOR MAY REPLACE WITH EQUAL AS
APPROVED BY CONSTRUCTION MANAGER.

2. SEE COAXIAL CABLE BRIDGE NOTES SHEET G—1

3. FOR BURIED LEDGE AT LESS THAN 3'—6", CORE LEDGE WITH 4-)%"#x8" DEEP
HOLES & GROUT. #3 REINFORCING STEEL WITH #3 TIES @ 6" O.C.

ICE BRIDGE DETAIL

| BOOT & CUSHION
ASSEMBLY,

PAVEMENT BUILDUP

PAVED OTHER AREAS
SURFACES
FINISH GRADE CLEAN BACKFILL — NO ROCKS LARGER THAN 4" DIA.

—— 4" LOAM (SEED & MULCH)

z| Z —_
= = PLASTIC MARKER TAPE PLACED APPROX. 8"
Y| ® T I BELOW FINISH GRADE
6’ - TELEPHONE CONDUIT(S) 4"¢ SCHED. 40 PVC CONDUIT
o o |
\ =P~ SAMD BEDDING

\ELECTRICAL CONDUITS 2k"¢ SCHEDULE 40 PVC CONDUIT
UNDER ALL UNPAVED AREAS. PROVIDE SCHEDULE 80 PVC
CONDUIT UNDER PAVED AREAS.

TYPICAL SECTION
& TELEPHONE SERVICE TRENCH

N.T:5.

ELECTRICAL

RISER DIAGRAM SYMBOLS

ALL ELECTRICAL WORK SHALL BE DONE IN ACCORDANCE
WITH THE LATEST NATIONAL ELECTRICAL CODE & ALL LOCAL
& STATE CODES, LAWS & ORDINANCES.

RISER DIAGRAM NOTES:

EQ U | P M ENT POWER SERVICES REQUIREMENTS SHALL BE COMMERCIAL
120/240 VAC NOMINAL, SINGLE PHASE & 3 WIRE W/200
AMP RATING.
SH ELTER 1. THE ELECTRICAL CONTRACTOR SHALL COORDINATE ALL CONDUIT ROUTING

WITH LOCAL UTILITY COMPANIES AND VERIZON CONSTRUCTION MANAGER.

ALL TELCO CONDUIT LINES SHALL BE 4" CONDUIT UNLESS

CIRERMSE INDIGATED, 2. UTILITY SERVICES SHOWN ARE PROPOSED, THE ELECTRIC CONTRACTOR

SHALL COORDINATE EXACT TELEPHONE AND ELECTRIC SERVICE
CONNECTION POINTS, ROUTING, ASSOCIATED REQUIREMENTS AND BACK
CHARGES WITH LOCAL UTILITY COMPANIES.

3. ALL CONDUITS ROUTED BELOW GRADE SHALL TRANSITION TO RIGID
GALVANIZED ELBOWS WITH RIGID GALVANIZED STEEL CONDUIT ABOVE
GRADE.

CONTRACTOR SHALL INSTALL ALL CONDUITS & WIRES AS
SHOWN AS SOLID LINES UNLESS OTHERWISE INDICATED.

CONDUIT AND PULL STRING SHALL BE INSTALLED BY
CONTRACTOR. 2 PULL STRINGS LEFT IN CONDUIT POST
INSTALL. 4.

> [> > > B

ALL METAL CONDUITS SHALL BE PROVIDED WITH GROUNDING BUSHINGS.

5. GENERAL CONTRACTOR SHALL PROVIDE ALL DIRECT BURIED CONDUITS

ERGROUND

TELCO PANEL

WITH PLASTIC WARNING TAPE IDENTIFYING CONTENTS. TAPE COLORS

\ SHALL BE ORANGE FOR TELEPHONE AND RED FOR ELECTRIC.
2 1/2" DIA. SCHEDULE 40 PVC

CONDUIT

d

@,..--— EXISTING UTILITY METER SOCKET

BY ELECTRICAL CONTRACTOR
INSTALL 200A 2 POLE BREAKER

GROUND PER NEC 250-24

TELCOM & POWER RISER DIAGRAM

N.T.8.

verizon wireless

400 FRIBERG PARKWAY
WESTBOROUGH, MA 01581

PHONE: (508) 330—-3300
FAX: (781) 481—1396

am

343 Gorham Road, South Portland ME 04106
P: (207)761-1770 F: (207) 774-1246 www.amec.com
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