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GENERAL NOTES:

o7/11/117
THE EXISTING BATHROOMS IN THE FACILITY ARE IN NEED OF REFURBISHING DUE TO THE AGE OF THE FINISHES. IN ADDITION THERE ARE A 1 CONSTRUCTION SHALL CONFORM TO THE “STATE OF MAINE FIRE LIFE SAFETY AND BUILDING CODE”, LATEST REVISION, THE STATE OF MAINE E— -
NUMBER OF PLUMBING ISSUES THAT NEED TO BE ADDRESSED. THIS PROJECT WILL UPGRADE THE FINISHES IN THE FIVE BATHROOMS ON THE UNIFORM BUILDING AND ENERGY CODE AN ANY OTHER CODES GOVERNED BY THE JURISDICTION IN WHICH THE PROJECT IS BEING CONSTRUCTED.
SECOND FLOOR IF BUDGET ALLOWS. IN THE EVENT THE TOTAL COST OF RENOVATION OF ALL BATHROOMS EXCEEDS THE AVAILABLE FUNDING, 2. CONSTRUCTION SHALL COMPLY WITH ALL LOCAL, STATE AND FEDERAL CODES, REGULATIONS, AND MANUAL OF PLANNING STANDARDS.
: THE PROJECT WILL BE REDUCED. THE FIXTURE COUNT WILL REMAIN UNCHANGED ON THIS FLOOR. 3. ALL DRAWINGS ARE GRAPHIC REPRESENTATIONS OF APPROXIMATE LOCATIONS OF NEW MATERIALS. IT IS THE CONTRACTOR'S RESPONSIBILITY
v TO FIELD VERIFY ALL CONDITIONS PRIOR TO COMMENCEMENT OF WORK.
4. CONTRACTORS ARE RESPONSIBLE FOR ALL MATERIALS, CONSTRUCTION METHODS AND CRAFTSMANSHIP.
EXIST'G AND PROP'D FIXTURE COUNT 5. CONTRACTORS ARE TO VERIFY ALL EXISTING CONDITIONS, REQUIREMENTS, NOTES, CODES AND DIMENSIONS, PRIOR TO THE START OF
CONSTRUCTION AND SHALL NOTIFY THE ARCHITECT IF CONDITIONS VARY FROM THOSE SHOWN ON THE DOCUMENTS.
ROOM NAME DWG SERIES EX. LAVS PROP'D LAVS EX TLTS PROP'D TLTS EX URINALS PROP'D URINALS 6. CONTRACTORS ARE TO PROVIDE ADEQUATE SUPPORT OF EXISTING FOUNDATION WALLS, LOAD BEARING WALLS AND PARTITIONS DURING
= DEMOLITION AND CONSTRUCTION.
ROWDER-RM- 208634 30 4 4 4 4 o 0 7. CONTRACTORS ARE RESPONSIBLE FOR COORDINATING WORK WITH OTHER TRADES WHEREVER THEY OVERLAP.
PROJECT 8. CONTRACTORS ARE RESPONSIBLE FOR COORDINATING AND DETERMINING THE EXACT ROUTE AND LOCATION OF UTILITIES, MATERIALS AND
LOCATION WOMENS 2N019 A31x 3 3 4 4 0 0 EQUIPMENT BEFORE FABRICATION AND INSTALLATION.
9. WHEN EXISTING CONSTRUCTION IS REMOVED, DISTURBED, DAMAGED, REPLACED OR RENOVATED IN ANY WAY, CONTRACTORS SHALL PROVIDE
: VENS 2N038 A32x 1 1 1 1 1 1 PATCHING, PAINTING AND MATERIALS OF SAME TYPE AND QUALITY AS TO MATCH ADJACENT EXISTING SURFACES, UNLESS OTHERWISE NOTED.
i 10.  CONTRACTORS SHALL PROVIDE ALL BLOCKING, FURRING AND SHIMMING FOR INSTALLATION AND COMPLETION OF WORK INCLUDING OWNER
: WONENS-HNEES A=33% 4 4 4 4 8 8 PROVIDED ITEMS AND EQUIPMENT.
PROJECT LOCATION 11, ALL NEW WORK SHALL BE PLUMB, LEVEL AND SQUARE. SCRIBE AND MAKE FIT ALL NEW TO EXISTING.
g ' MENS--NBO7 Al 2 2 2 2 2 2 12, CONTRACTORS VERIFY ALL DIMENSIONS BEFORE ORDERING MATERIAL OR DOING WORK. NO EXTRA COMPENSATION OR CHARGES WILL BE
1 ACCEPTED DUE TO DIFFERENCES BETWEEN THE ACTUAL MEASUREMENTS AND MEASUREMENTS INDICATED ON THE DRAWINGS.
13, ALL DETAILS ARE SUBJECT TO CHANGE DUE TO EXISTING FIELD CONDITIONS. CONTRACTOR MUST NOTIFY THE ARCHITECT AND OWNER OF SUCH
ENCOUNTERED CONDITIONS IN WRITING AND RECEIVE APPROVAL PRIOR TO MODIFICATION OF DETAILS.
. q E FE R E \I C E SYIVI B O LS - 14, THE CONTRACTOR SHALL ASSUME RESPONSIBILITY FOR CHANGES TO THESE DRAWINGS AND COMPLETION OF COMPLIANT WORK.
i 15, THESE DRAWINGS DO NOT PURPORT TO SHOW ALL ITEMS AND PROCEDURES REQUIRED FOR A COMPLETE INSTALLATION. THE INTENT IS TO
Ly A INDICATE THE GENERAL SCOPE OF THE PROJECT IN TERMS OF THE GENERAL ARCHITECTURAL DESIGN CONCEPT, THE LOCATION/DIMENSIONS OF
DETAIL NO THE CONSTRUCTION AND MAJOR ELEMENTS OF CONSTRUCTION.
| 16.  CONTRACTORS ARE RESPONSIBLE FOR OBTAINING AND PAYING FOR ALL PERMITS ASSOCIATED WITH THE WORK OF THEIR CONTRACT.
WALL SECTION (E - CENTER LINE 17, ITEMS NOTED AS 'BY OWNER' ARE TO BE FURNISHED AND INSTALLED BY THE OWNER OR THE OWNER'S VENDOR.
p SHEET NO 18.  'OWNER PROVIDED EQUIPMENT IS INDICATED FOR REFERENCE ONLY. VERIFY DIMENSIONS AND CLEARANCE REQUIREMENTS WITH THE ACTUAL
' { EQUIPMENT PROVIDED.
A CUT LINE 19, UNLESS OTHERWISE NOTED, ALL MASONRY DIMENSIONING IS NOMINAL FROM FACE OF MASONRY, ALL NON-MASONRY DIMENSIONING IS CENTER
TITLE OF PARTITION TO CENTER OF PARTITION.
# DRAWING TITLE 20.  SEALANT SHALL BE PROVIDED AT THE EXTERIOR AND INTERIOR PERIMETER OF ALL WINDOWS, DOOR FRAMES, LOUVERS OR OTHER ITEMS
SCALE /_@ @ KEYNOTE INSERTED IN AN EXTERIOR WALL.
21, WOOD USED FOR BLOCKING OR OTHER PURPOSES ON OR ABOVE THE ROOF DECK, WITHIN 2-0' OF GRADE AND OTHER LOCATIONS OUTSIDE THE
J ? BUILDING ENVELOPE WHERE EXPOSED TO THE WEATHER SHALL BE PRESSURE TREATED LUMBER OR PLYWOOD.
22, INSTALL WORK SUBSTANTIALLY AS INDICATED AND VERIFY EXACT LOCATION AND ELEVATIONS AT THE PROJECT SITE; DO NOT DIRECTLY SCALE
N ﬁ PLANS. CONTACT ARCHITECT IF ADDITIONAL DIMENSIONS ARE REQUIRED.
v ) REVISION SYMBOL ~ 23. [T IS THE INTENT OF THESE CONTRACT DOCUMENTS TO HAVE THE GENERAL CONTRACTOR PROVIDE A LICENSED ASBESTOS ABATEMENT
*MAJOR ROADWAYS AND THRUWAYS SHOWN AS REFERENCE ! NORTH ARROW AND CLOUD SUB-CONTRACTOR TO PERFORM ALL ASBESTOS ABATEMENT WORK SHOWN OR NOTED ON THESE DRAWINGS UNDER PROVISIONS OF THE
GENERAL CONSTRUCTION CONTRACT.
24, ITIS THE INTENT OF THESE CONTRACT DOCUMENTS TO HAVE THE GENERAL CONTRACTOR COMPLETE ALL PCB RELATED WORK SHOWN OR
NOTED ON THESE DRAWINGS UNDER PROVISIONS OF THE GENERAL CONSTRUCTION CONTRACT.
25, EACH PRIME CONTRACTOR SHALL COMPLETE ALL LEAD RELATED WORK NECESSARY FOR THE COMPLETION OF THEIR WORK UNDER THE
PROVISIONS OF THEIR RESPECTIVE CONTRACT. EACH CONTRACTOR SHALL BE EPA LEAD CERTIFIED AND SHALL UTILIZE ONLY EPA CERTIFIED
LEAD RENOVATORS.
1. ITIS THE INTENTION OF THE CONTRACT DOCUMENTS TO HAVE THE GENERAL CONTRACTOR PROVIDE AN APPROVED CERTIFIED ASBESTOS
ABATEMENT CONTRACTOR TO PERFORM ALL ASBESTOS ABATEMENT WORK.
2. UNLESS OTHERWISE NOTED, ALL COSTS FOR ASBESTOS ABATEMENT WORK SHALL BE INCLUDED IN THE GENERAL CONTRACTOR'S BID.
3. READILY MOVABLE ITEMS IN THE WORK AREAS WILL BE REMOVED BY THE OWNER, PRIOR TO THE BEGINNING OF WORK.
4. COORDINATE THE FOLLOWING WITH SITE MAINTENANCE PERSONNEL:
o LOCATION OF PERSONAL AND WASTE DECONTAMINATION UNITS AND DISPOSAL DUMPSTER
o LOCATION OF WATER HOOK-UP/DRAINAGE
e SHUT DOWN OF UTILITIES/EQUIPMENT AND LOCK OUT OF ELECTRIC POWER. THE ABATEMENT CONTRACTOR SHALL EMPLOY A LICENSED
ELECTRICIAN TO PERFORM ALL REQUIRED ELECTRICAL WORK. ELECTRICAL POWER LOCKOUTS SHALL NOT AFFECT PORTIONS OF THE
BUILDINGS THAT NEED TO REMAIN IN USE.
3. ALL ASBESTOS ABATEMENT WORK TO BE DONE UNDER THIS CONTRACT SHALL BE IN COMPLIANCE WITH PART 56 OF TITLE 12 OF THE OFFICIAL
COMPILATION OF CODES, RULES AND REGULATIONS OF THE STATE OF NEW YORK (CITED AS 12 NYCRR PART 56), AND ALL OTHER APPLICABLE
FEDERAL, STATE AND LOCAL REGULATIONS. WORK SHALL ALSO COMPLY WITH ALL REQUIREMENTS OF THE PROJECT SPECIFICATIONS.
4. INLIEU OF COMPLIANGE WITH THE ABOVE REFERENCED REGULATIONS, THE ABATEMENT CONTRACTOR MAY ALSO APPLY FOR SITE SPECIFIC
VARIANCES, HOWEVER THE APPLICATION/APPROVAL OF SUCH VARIANCES SHALL NOT COMPROMISE THE OVERALL PROJECT SCHEDULE. ALL
COSTS ASSOCIATED WITH THE APPLICATION OF SITE SPECIFIC VARIANCES SHALL BE BORNE BY THE ABATEMENT CONTRACTOR. ALL PROPOSED
SITE SPECIFIC VARIANCES SHALL BE REVIEWED BY THE OWNER AND THE ENGINEER, PRIOR TO USE ON THE JOB.
5. THE ABATEMENT CONTRACTOR SHALL PROPERLY REMOVE AND DISPOSE OF ALL ASBESTOS-CONTAINING MATERIALS AS INDICATED ON THE
CONTRACT DRAWINGS AND AS DESCRIBED IN THE PROJECT SPECIFICATIONS.
6. THE OWNER WILL EMPLOY AN INDEPENDENT AIR MONITORING/PROJECT MONITORING FIRM. THE ABATEMENT CONTRACTOR SHALL BE REQUIRED
T0 COOPERATE WITH THE AIR MONITORING/PROJECT MONITORING FIRM.
7. ITIS THE RESPONSIBILITY OF THE ABATEMENT CONTRACTOR TO DETERMINE CURRENT WASTE HANDLING, TRANSPORTATION AND DISPOSAL
REGULATIONS FOR THE WORK SITE. THE ABATEMENT CONTRACTOR MUST DISPOSE OF ALL ASBESTOS MATERIALS REMOVED AND COMPLY
FULLY WITH THESE REGULATIONS, ALL APPROPRIATE U.S. DEPARTMENT OF TRANSPORTATION, EPA AND FEDERAL, STATE AND LOCAL ENTITIES'
REGULATIONS, AND ALL OTHER CURRENT LEGAL REQUIREMENTS.
8. IFADDITIONAL SUSPECT ASBESTOS-CONTAINING MATERIAL IS DISCOVERED DURING THE COURSE OF THE WORK, THE ABATEMENT CONTRACTOR
SHALL STOP WORK AND NOTIFY THE ENGINEER IMMEDIATELY. THE ABATEMENT CONTRACTOR SHALL COOPERATE WITH THE ENGINEER WITH
I REGARD TO CONDUCTING ADDITIONAL BULK SAMPLING.
POWDER ROOM (2003} 9. PROTECT ALL EXISTING FINISHES, NON-MOVABLE ITEMS AND UTILITIES REMAINING IN THE WORK AREAS. FINISHES OR ITEMS DAMAGED DURING
ASBESTOS REMOVAL SHALL BE REPAIRED OR REPLACED BY THE ABATEMENT CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER.
— | 10.  MAINTAIN SECURITY IN THE BUILDING AND THE WORK AREAS AND ALLOW FOR LAWFUL EGRESS OF BUILDING OCCUPANTS AT ALL TIMES.
11, CONDITIONS SHOWN ON THESE DRAWINGS ARE BASED ON FIELD OBSERVATIONS AND AVAILABLE CONSTRUCTION DRAWINGS AND ARE NOT
GUARANTEED TO BE ACCURATE. ABATEMENT CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS PRIOR TO SUBMISSION OF BID. NOTE
THAT ALL ASBESTOS-CONTAINING MATERIALS TO BE REMOVED UNDER THIS CONTRACT MAY NOT BE GRAPHICALLY DEPICTED. CONSEQUENCES
OF ABATEMENT CONTRACTOR TO FAIL TO VERIFY CONDITIONS SHALL BE BORNE SOLELY BY THE ABATEMENT CONTRACTOR.
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