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S Luminaire Schedule
%o B0 o B0  bo G Symbol Label oty Lum. Watts Lum. Lumens LLF Arrangement Description
. A 3 81 9385 0.850 SINGLE VP-S-36L-80-4K7-2
D B o 2 181.3 22683 0.850 | SINGLE VP-L-80L-180-4K7-3
S0 B b e b —1=1 | E 2 221.83 17181 0.850 | SINGLE VP-L-80L-180-4K7-4-BC-B
S F 2 181.3 22686 0.850 BACK-BACK VP-L-80L-180-4K7-50M
R —1=1 | ¢ 2 186.059 21627 0.850 | SINGLE VP-L-80L-180-4K7-4W
o Calculation Summary
Do o he Behe Label CalcType Units Avg Max Min Avg/Min Max/Min
o e Employee Parking Lot Illuminance Fc 2.04 3.7 0.0 N.A. N.A.
o Fuel Tank Area Illuminance Fc 3.08 4.1 0.8 3.85 5.13
b B0 bo b0 o b Outside Perimeter Illuminance Fc 0.00 0.1 0.0 N.A. N.A.
S Shed Area Illuminance Fc 1.24 4.9 0.0 N.A. N.A.
. . . . . . HQAUAme"
S Calculation Grid (10ft X 10ft) @ Ground Level for all
calculation except salt shed area (5ft X 5ft).

bo b b b o b Luminaires are mounted @ 30ft from the Ground Level.

GRAPHIC SCALE
50 0 25 50 100 200

o (INFEET)

1inch =50 - FT.

1. THIS LIGHTING DESIGN IS BASED ON LIMITED INFORMATION SUPPLIED BY OTHERS TO HUBBELL LIGHTING. SITE DETAILS PROVIDED HEREON ARE REPRODUCED ONLY AS A VISUALIZATION AID. FIELD DEVIATIONS MAY SIGNIFICANTLY AFFECT PREDICTED PERFORMANCE. PRIOR TO INSTALLATION,
CRITICAL SITE INFORMATION (POLE LOCATIONS, ORIENTATION, MOUNTING HEIGHT, ETC.) SHOULD BE COORDINATED WITH THE CONTRACTOR AND/OR SPECIFIER RESPONSIBLE FOR THE PROJECT.

2. LUMINAIRE DATA IS TESTED TO INDUSTRY STANDARDS UNDER LABORATORY CONDITIONS. OPERATING VOLTAGE AND NORMAL MANUFACTURING TOLERANCES OF LAMP, BALLAST, AND LUMINAIRE MAY AFFECT FIELD RESULTS.

3. CONFORMANCE TO FACILITY CODE AND OTHER LOCAL REQUIREMENTS IS THE RESPONSIBILITY OF THE OWNER AND/OR THE OWNER'S REPRESENTATIVE.
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