r )
. EXISTING PROPOSED
1. THE RECORD OWNER OF ALL THREE (3) PARCELS IS THE CITY OF PORTLAND. BY DEED DATED OCTOBER B, 1. CONSTRUCTION MANAGEMENT PRINCIPLES: THE FOLLOWING PLAN PROVIDES AN OVERVIEW OF THE
2004 AND RECORDED AT THE CUMBERLAND COUNTY REGISTRY OF DEEDS IN BOOK 21872, PAGE 312 AND CONSTRUCTION MANAGEMENT PRINCIPLES THAT THE PORTLAND PUBLIC WORKS DEPARTMENT HAS 9. SITE MANAGEMENT AND CONTROLS: THE FINAL CONSTRUCTION MANAGEMENT PLAN WILL ADDRESS = == == == PROPERTY LINE/ROW. = = = e
CITY OF PORTLAND BY DEED DATED JUNE 29, 2017 AND RECORDED AT THE CUMBERLAND COUNTY REGISTRY IDENTIFIED TO MINIMIZE IMPACTS FROM THE CONSTRUCTION, SUCH AS NOISE, VIBRATIONS, GROUND MAINTAINING THE SITE IN A SAFE CONDITION AND WILL INCLUDE THE FOLLOWING: —— — — —— ABUTTER LINE/R.O.W
OF DEEDS IN BOOK 34124, PAGE 125. MOVEMENT, TRUCK TRAFFIC, AND OTHER CONSTRUCTION RELATED FACTORS TO THE SURROUNDING O W
. THE FOLLOWING DETAILS DEFINE THE INTENDED APPROACH TO THE s oAl ab TbacU ANRK MERDIS BEMAVAI DEED LINE/R.O.W.
1T PROPCTES A5 SHOWA 15 LOTS 148405, 154-51, AND 1S4-5-45 I THE 4 ZONE o Y ) TR T o Dt sEUOUA /
PORTLAND TAX MAPS 148 & 154. PLAN WILL ADDRESS THE GENERAL CONDITIONS CONTAINED BELOW. B.  STREET CLEANING AND DAMAGE CONTROLS , — —— — —TELNE _—— — —
3. SPACE AND BULK CRITERIA FOR THE (IM) AND (IL) DISTRICTS ARE AS FOLLOWS: C. DUST CONTROLS- THE CONSTRUCTION SHALL COMPLY WITH PORTLAND’S REQUIREMENTS UNDER SETBACK
2. PERFORMANCE GUARANTEES, INSPECTION FEES, PRECONSTRUCTION MEETING, AND PERMITS: PRIOR TO SECTION 25-129 ON NOISE, DUST AND DEBRIS (ATTACHMENT 2). EASEMENT
SCHEDULING A PRECONSTRUCTION MEETING AND THE ISSUANCE OF ANY CITY REQUIRED PERMITS, D. NOISE: THE CONSTRUCTION SHALL COMPLY WITH PORTLAND'S REQUIREMENTS UNDER SECTION BN\ /
REQUIRED (IM/IL PROVIDED PORTLAND PUBLIC WORKS DEPARTMENT SHALL MEET ALL OF THE REQUIREMENTS CONTAINED IN SECTION _ ) BUFFER © ~
VINMOM LOT SIZE NONE (CORRECTIONAL 10,000 SF) N/A 14-530. DEVELOPMENT REVIEW FEES AND POST APPROVAL REQUIREMENTS AND 14-532. GENERAL LYFT?C:JEEEZ?TY CODE (ATTACHMENT 1) AND SECTION 25-129 ON NOISE, DUST AND DEBRIS _ FLOODPLAIN N ©
' ’ REQUIREMENTS AND ENFORCEMENT OF PORTLAND'S LAND USE CODE. E.  RODENT CONTROL WILL BE PROVIDED, IF APPLICABLE, BY A PROFESSIONAL EXTERMINATOR AND _ FLOODWAY L £
MINIMUM STREET FRONTAGE: 60 FT N /A 3 OTHER PERMITS. AS APPLICABLE. INCLUDE: CONSISTENT WITH CHAPTER 22 OF THE CITY CODE. o o
VINMUM FRONT YARD: \ FT/1 FT OF BUILDING HEIGHT/25 FT N/A ' ' ' ' F.  SNOW REMOVAL: PURSUANT TO SECTION 25-173 CONTRACTORS TO ENSURE A SAFE MEANS OF - CENTERLINE — - =
' A.  STREET OPENING AND STREET OCCUPANCY PERMITS: CONSTRUCTION ACTIVITY IN THE PUBLIC TRAVEL WITHIN THE WORK ZONE. ) O MONUMENT | )
MINIMUM SIDE YARD: 1 FT/1 FT OF BUILDING HEIGHT/25 FT 25 FT + RIGHT-OF-WAY ARE CONTROLLED BY CHAPTER 25 AND SEWER AND STORMWATER SYSTEM 1)  SNOW/ICE REMOVAL OR COMMENCE AUTOMATICALLY FROM (1”7 OF SNOW AND UP) OR ICE © IRON PIPE/ROD { L
CONNECTIONS ARE CONTROLLED BY CHAPTERS 24 AND 32 OF THE LAND USE CODE. ALL 2) REMOVE SNOW AS NEEDED WITHIN THE WORK ZONE, INCLUDING PARKING SPACES & NOT TO O
MINIMUM REAR YARD: 1 FT/1 FT OF BUILDING HEIGHT/25 FT 25 FT + REQUIRED PERMITS SHALL BE OBTAINED THROUGH THE DEPARTMENT OF PUBLIC WORKS AND THE BLOCK ANY DRIVEWAYS OR SITE LINES WITH THE PILES OF SNOW. © DRILL HOLE @® x
REQUESTS SHALL CONFORM WITH THE APPROVED CONSTRUCTION MANAGEMENT PLAN. o1 /L4 DEED CALL o
MAXIMUM BUILDING HEIGHT: 75 FT/45 FT 25 FT + B. BLASTING: BLASTING, IF REQUIRED, SHALL CONFORM WITH ALL MEASURES OF ARTICLE M. " SANDZ%R gi?RASALEE\gQ'E-gS & RAMPS WITH THE WORK ZONE o ; ¥ CURVE /LINE NO o1 i
REGULATION OF EXPLOSIVES IN THE LAND USE CODE AND SECTION 3.7 STANDARDS FOR BLASTING . <
PAVEMENT SETBACK FROM LOT BOUNDARY: 10 FT/15 FT 10 FT/15 FT AND REGULATION OF EXPLOSIVES IN PORTLAND'S TECHNICAL MANUAL. 5) CLEAR ALL BASIN OR DRAINAGE TO HELP SNOW MELT —— S0 _S o
. % /65% 4% 6) THIS WOULD INCLUDE MONDAY-FRIDAY SAT/SUNDAY/HOLIDAYS =
MAXIMUM IMPERVIOUS SURFACE RATIO: 75%/65% 62.4% 4.  CONSTRUCTION ADMINISTRATION AND COMMUNICATION: THE PORTLAND PUBLIC WORKS DEPARTMENT ) / / - = = = — ZONE LINE = ; ¢
* SEE ORDINANCE FOR MORE SPECIFIC INFORMATION WILL WORK DILIGENTLY TO IMPLEMENT A COMMUNICATION STRATEGY AS OUTLINED BELOW. THE ) S=— === =—== 7ONE LINE ON PL (&)
COMMUNICATION STRATEGY IS INTENDED TO ENSURE THAT ALL CONSTRUCTION OPERATIONS ARE 10. EROSION CONTROL AND PRESERVATION OF TREES: - DESIGNED CHECKED
PERFORMED IN ACCORDANCE WITH ALL AGREEMENTS, ORDINANCES AND SPECIAL PERMITS APPLICABLE BENCHMAR KJR CAB
4. TOTAL AREA OF ALL THREE (3) PARCELS IS APPROXIMATELY 650,767 SQUARE FEET OR 14.94 ACRES. TO THIS PROJECT. THE CONSTRUCTION MANAGER WILL WORK CLOSELY WITH ADJACENT ABUTTERS, A. THE CONTRACTOR SHALL INSTALL ALL EROSION AND SEDIMENTATION CONTROLS AS DEPICTED ON DESCRIPTION BENCHMARK
BUSINESSES AND ALL PARTIES INFORMED, AS FAR IN ADVANCE AS POSSIBLE, OF SCHEDULED WORK, THE APPROVED EROSION AND SEDIMENTATION CONTROL PLAN PRIOR TO THE PRE-CONSTRUCTION WITH ELEVATION GO
5. TOPOGRAPHIC INFORMATION SHOWN HEREON IS BASED UPON FIELD WORK PERFORMED BY SEBAGO TECHNICS, MEETING FOR INSPECTION BY THE CITY. THE CONTRACTOR SHALL REGULARLY INSPECT THE z =
PARTICULARLY WORK ANTICIPATED TO CAUSE SIGNIFICANT NOISE, VIBRATIONS, OR DUST. THE FINAL . =
INC. IN AUGUST 2015. TO CONVERT TO THE CITY OF PORTLAND DATUM ADD 0.67 FEET IN THIS LOCATION, . CONTROL MEASURES., NO LESS THAN WEEKLY AND AFTER SIGNIFICANT STORM EVENTS. AND A SURVEY CONTROL o -
CONSTRUCTION MANAGEMENT PLAN SHALL PROVIDE FOR THE FOLLOWING: : , S
THIS IS COMPUTED UTILIZING THE U.S. ARMY CORPS CORPSCON 6.0.1 SOFTWARE. MAINTAIN ANY INSTALLED TEMPORARY OR PERMANENT STORMWATER MANAGEMENT SYSTEMS IN . Tpo1 TEST PIT =0
6. PLAN ORIENTATION IS GRID NORTH, MAINE STATE PLANE COORDINATE SYSTEM, WEST ZONE 1802-NAD83, A.  CONTACT PERSON AND CONTACT INFORMATION FOR THE ACADIA LENDING GROUP AND WHO IS WORKING ORDER. THE CONTRACTOR SHALL DOCUMENT ALL INSPECTION ACTIVITIES AND J@ M
ELEVATIONS DEPICTED HEREON ARE NAVD88, BASED ON DUAL FREQUENCY GPS OBSERVATIONS. AVAILABLE 24 HOURS. EPTF\{rREr\%/I:r\\J/E /Sggg\lTSM Q\'IITD oBFE EF,’\IFilElFF{’éNRhEAENTTaLPggg?EECTTlgﬁngD?ELEJME%TSEESEQSHEFEIE\EEEN BY THE MW-1 MONITORING WELL 28
7. UTILITY INFORMATION DEPICTED HEREON IS COMPILED USING PHYSICAL EVIDENCE LOCATED IN THE FIELD. B.  CONSTRUCTION SIGNAGE POSTED ON THE SITE WITH CONTACT INFORMATION FOR CONTRACTOR PROTECTION AGENCY UPON REQUEST e @ B8-1  BORING Zo
C. DESCRIBE ANY ADDITIONAL COMMUNICATION STRATEGIES . i z3
UTILITIES DEPICTED HEREON MAY NOT NECESSARILY REPRESENT ALL EXISTING UTILITIES. CONTRACTORS A BUILDING 2
AND/OR DESIGNERS NEED TO CONTACT DIG-SAFE SYSTEMS, INC. (1-888-DIG-SAFE) AND FIELD VERIFY D.. ALL CONSTRUCTION SITE SIGNAGE IS TEMPORARY AND SHALL BE REMOVED AT PROJECT @
/ - » INC. (1-888-DIG- ) COMPLETION. B. THE CONTRACTOR SHALL MAINTAIN ALL TREE AND LANDSCAPING PRESERVATION MEASURES AS  DECK/STEPS/ S
EXISTING UTILITIES PRIOR TO CONSTRUCTION AND/OR EXCAVATION. DEPICTED ON THE LANDSCAPING PLAN WITHIN THE AREA OF CONSTRUCTION. | OVERHANG Z5
8. PLAN REFERENCES: 5. CONSTRUCTION SCHEDULE: EDGE WETLAND 8‘:
C. THE STORAGE OF MATERIALS SHALL BE IDENTIFIED AND AVOID BEING LOCATED UNDER/NEAR =
A. SITE PAVING AND GRADING PLAN OF WAREHOUSE ADDITION FOR SELTZER AND RYDHOLM, INC. BY WILLIAM CONSTRUCTION SITE IMPROVEMENTS WILL MOST LIKELY BEGIN IN JULY/ AUGUST 2017, DEPENDING UPON TREES / WETLANDS £5
HENDRICH, P.E. DATED MAY 7, 1984 : O
FINAL PROJECT APPROVAL. UPLANDS o2
B. STANDARD BOUNDARY & TOPOGRAPHIC SURVEY OF 212 CANCO ROAD FOR NELSON & SMALL BY OWEN 1. CONSTRUCTION STAGING AREA o
HASKELL, INC. DATED AUGUST 28, 1996 A.  HOURS OF CONSTRUCTION: CONSTRUCTION WILL OCCUR DURING THE DAYTIME HOURS AS DEFINED . STREAM 85
IN SECTION 17-18. CONSTRUCTION ACTIVITIES FOR BUILDING PERMIT AND SECTION 25-129. o)
C. PLAN OF LAND ON QUARRY ROAD AND CANCO ROAD FOR J.B. BROWN & SONS BY OWEN HASKELL, INC. NOISE,  DUST AND DEBRIS (ATTACHMENT 2). A, THE CONSTRUCTION MANAGEMENT PLAN SHOWS THE LOCATION OF THE MATERIAL STAGING AREAS, ) LEDGE QE
DATED NOVEMBER 19, 2012 THE LOCATION ON ONSITE TEMPORARY CONSTRUCTION TRAILERS, THE LOCATION OF ONSITE TRUCK EDGE PAVEMENT oo .
9. ALL SEDIMENT AND EROSION CONTROL MEASURES SHALL BE INSTALLED IN ACCORDANCE WITH "MAINE B. EXTENDED HOURS OR NIGHT WORK: PURSUANT TO SECTION 17-18, THIS SECTION NOT APPLY TO DELIVERY HOLDING AREAS, THE LOCATION ONSITE TRUCK WASHING STATIONS, MASONRY MIXING . 5)\VEMENT SAWCUT — — — — — — — 2o
EROSION AND SEDIMENT CONTROL BMPS” MANUEL PUBLISHED BY THE BUREAU OF LAND AND WATER EMERGENCY UTILITY WORK OR “SITUATIONS WHERE THE PUBLIC WORKS AUTHORITY OR THE OFFICE OF STATIONS, THE GENERAL LOCATION OF THE CONSTRUCTION SECURITY FENCE AND THE GENERAL PAVEMENT SAWCUT e . = 2
BUILDING INSPECTIONS DETERMINES THAT THE CONSTRUCTION ACTIVITY IS OF A UNIQUE CHARACTER WHICH LOCATION OF TEMPORARY CONSTRUCTION DUMPSTERS. AN OPEN STORAGE AREAS SHALL BE EDGE CONCRETE PR LT PP Z
QUALITY, MAINE DEPARTMENT OF ENVIRONMENTAL PROTECTION, OCTOBER 2016 OR LATEST EDITION. IT SHALL 3
TIMES OF A RECURRING NATURE, PROVIDED THAT PRIOR TO ENGAGING IN SUCH ACTIVITY THE CONTRACTOR OR 0=
: HIS REPRESENTATIVES GIVES NOTICE OF THE TIME AND SCOPE OF SUCH PROPOSED ACTIVITY, THE NOTICE _QITE- — o __ EDGE GRAVEL - S u
10. THE CITY OF PORTLAND HAS A LEASE AGREEMENT ON THE NELSON SMALL PROPERTY WITH A PURCHASE TO BE GIVEN IN A MANNER APPROVED BY THE PUBLIC WORKS AUTHORITY.” B. ?E'E'VFEEIN TEHSKS,:',?'[E 'ﬁ%TAEEASLSQKEE%U;TﬁGDgg'ﬁg?gug%ﬂ_“‘;oﬁR%ﬁ\Y%HCV%E,E’ ET:EH OWN'ON CURB LINE ﬁ%
OPTION. THE BOTTLING GROUP, LLC PARCEL IS UNDER PURCHASE OPTION BY THE CITY OF PORTLAND AND CONSTRUCTION ACTIVITIES REQUIRE MULTIPLE TRUCK DELIVERIES, THESE DELIVERIES WILL BE ~ 0
AN AGREEMENT WITH J.B. BROWN FOR LAND ACQUISITION. C. gégggml- DELIVERIES: SCHEDULE AND DESIGNATED LOCATION FOR DELIVERY OF MATERIALS AND BOXED CAREFULLY SCHEDULED SO THAT THERE IS ALWAYS ADEQUATE ON-SITE AREA FOR THE HOLDING —— —————FEDGE OF WATER —_—  ——— Eé
11. THIS SITE PLAN IS INTENDED SOLELY TO DEPICT AND FACILITATE IMPROVEMENTS NECESSARY FOR THE ) SEOL%EI_”TRV&IJ'%?Q UTEELFEH(E:E EIQI\EI BAEIDU%%EE%EEREOESEER\/?T&?EEMSITTET C/)\LkvglEgllngESUEVlVﬁéLoiE Y Y Y Y Y Y YY" TREELINE YYYYYYYY Y > 'é:
y EigiﬁuscEDsuBr\;Jh;frlei? EXPANSION. 6. SECURITY AND PUBLIC SAFETY: PUBLIC STREETS. 90— - 118—— CONTOURS 120 % SE
’ ’ A. THE CONSTRUCTION MANAGEMENT PLAN DEPICTS ALL PROPOSED FENCING OR OTHER BARRIERS X120.00 SPOT GRADE +120.00 2 o
REQUIRED: INDUSTRIAL - 1 PARKING SPACE / 1,000 S.F. (68,224 S.F. SPACE) = 69 SPACES AND ACCESS GATES WITH THE INTENT OF SEPARATING PEDESTRIAN AND VEHICLE CIRCULATION C. DELIVERY TRUCK HOLDING AREAS OFF-SITE: IN THE EVENT THAT ADEQUATE ON-SITE AREA FOR o CHAIN LINK FENCE o > E
OFFICE - 1 PARKING SPACE / 400 S.F. (4,165 S.F. SPACE) = 11 SPACES FROM THE CONSTRUCTION SITE. HOLDING OF TRUCKS IS NOT AVAILABLE, AN OFF-SITE MARSHALLING AREA WILL BE UTILIZED FOR % =m
TOTAL - 80 SPACES TRUCKING. THE DESIGNATED OFF-SITE LOCATION WILL BE IDENTIFIED IN THE CONSTRUCTION X BARB WIRE FENCE X n|8la-
) B B. STRUCTURES UNDERGOING CONSTRUCTION, ALTERATION, OR DEMOLITION OPERATIONS, INCLUDING MANAGEMENT PLAN. 5 o ElE=
PROVIDED: 146 SPACES (4 MARKED HANDICAP SPACES, 2 OF 4 = VAN ACCESSIBLE) THOSE IN UNDERGROUND LOCATIONS, SHALL COMPLY WITH NFPA 1 CHAPTER 16. SAFEGUARDING T STOCKADE FENCE T .>__' <|8&
*W%%[EJEODNE@'-A;TA&\‘ED'\'@AP SPACES TO BE DETERMINED AND STRIPED BY THE PORTLAND PUBLIC CONSTRUCTION, ALTERATION, AND DEMOLITION OPERATIONS. 13. SPECIAL MEASURES AS NECESSARY: FOR CONSTRUCTION WORK THAT WILL TAKE PLACE OVER A LONG GUARD RAIL Oln| =y
: PERIOD ( E.G. 12 MONTHS OR MORE), INVOLVE MAJOR DEMOLITION/ DEEP EXCAVATION/ PILING AND/OR STONE WALL - OO0 - o=
12. BIKE PARKING SUMMARY: C. FIRE SAFETY PROGRAM: AN OVERALL CONSTRUCTION OF DEMOLITION FIRE SAFETY PROGRAM © x
ShALL BE DEVELOPED. PRIOR TO CONSTRUCTION. ESSENTIAL ITEMS. 10 BE EMPHASIZED. INCLUDE SPECIAL CONSTRUCTION TECHNIQUES, OR ARE LOCATED NEAR SENSITIVE USES ( E.G. MEDICAL CARE RETAINING WALL <lul5E
REQUIRED: (2) BIKE SPACES FOR EVERY (10) REQUIRED VEHICULAR SPACES = 16 BIKE SPACES THE FOLLOWING: : FACILITIES, SCHOOLS), THE CONSTRUCTION MANAGEMENT PLAN SHOULD PROVIDE DETAILS AND =
PROVIDED: (44) BIKE SPACES, INCLUDING (28) AT 212 CANCO RD. AND (16) AT 250 CANCO RD. a. GOOD HOUSEKEEPING DEMONSTRATE THAT ALL APPROPRIATE SPECIAL MEASURES HAVE BEEN TAKEN TO AVOID, MINIMIZE, OR O DECIDUOUS TREE ZI=2
b ON-SITE SECURITY POSSIBLY COMPENSATE FOR POTENTIAL IMPACTS. THIS MAY INCLUDE TAKING BASELINE MEASUREMENTS - Iz
: BEFORE CONSTRUCTION, SUCH AS ARRANGING TO PHOTOGRAPH THE FOUNDATIONS OF NEARBY - 7
12. E\r\}% SHALL BE REMOVED BY PORTLAND PUBLIC WORKS DEPARTMENT IMMEDIATELY FOLLOWING EACH SNOW 3: gleIETS/AEl_F%OX%NogFNE)\(A(SE:EE Féiggﬁgo[r)\lu I%LSGT%NSA cﬁﬂgﬁNSTRUCﬂON PROGRESSES PROPERTIES UPON CONSENT OF THE OWNERS. IN ORDER TO ASSESS ANY FUTURE IMPACTS OF EEB CONIFEROUS TREE @ ol; 5@
e. ORGANIZATION AND TRAINING OF AN ON-SITE FIRE BRIGADE VIBRATION, NOISE, ETC. ULCH LINE S|m|Fg
f.  DEVELOPMENT OF A PRE-FIRE PLAN WITH THE LOCAL FIRE DEPARTMENT MR LN e e T
GRADING & EROSION NOTES g. RAPID COMMUNICATION ) BOLLARD ° <|olZ2
h.  CONSIDERATION OF SPECIAL HAZARDS RESULTING ROM PREVIOUS OCCUPANCIES x
i.  PROTECTION OF EXISTING STRUCTURES AND EQUIPMENT FROM EXPOSURE FIRES RESULTING PH AS'NG NOTES o T SIGN -
SIDESLOPES SHALL NOT BE STEEPER THAN 3:1 (H:V) EXCEPT AS OTHERWISE IDENTIFIED ON THIS PLAN. FROM CONSTRUCTION, ALTERATION, AND DEMOLITION OPERATIONS SHASE 1. L1 RAILROAD
ALL SIDESLOPES STEEPER THAN 3:1 (H: V) SHALL BE LINED WITH EROSION CONTROL BLANKET, OR .
ADDITIONAL MEASURES AS INDICATED. D. BLASTING, IF REQUIRED, SHALL CONFORM WITH ALL MEASURES OF ARTICLE VIll. REGULATION OF s GAS #
EXPLOSIVES IN THE LAND USE CODE AND SECTION 3.7 STANDARDS FOR BLASTING AND INCLUDES CONSTRUCTION OF FUELING STATIONS, CONSTRUCTION OF TEMPORARY SAND/SALT SHEDS, GAS GATE VALVE ﬁ‘
2. ALL SEDIMENT AND EROSION CONTROL MEASURES SHALL BE INSTALLED IN ACCORDANCE WITH "MAINE REGULATION OF EXPLOSIVES IN PORTLAND’S TECHNICAL MANUAL. ASSOCIATED PARKING/VEHICULAR TRAFFIC AREAS, AND ASSOCIATED SITE IMPROVEMENTS. Q GAS METER 0
EROSION AND SEDIMENT CONTROL BMPS” MANUAL PUBLISHED BY BUREAU OF LAND AND WATER QUALITY ' L
MAINE DEPARTMENT OF ENVIRONMENTAL PROTECTION, OCTOBER 2016 OR LATEST EDITION. IT SHALL BE THE E. ANY PROPOSED TEMPORARY SECURITY LIGHTING SHALL BE SHOWN ON CMP AND ALL FIXTURES 2. PHASE 2 © GAS MANHOLE
) SHALL BE FULL CUTOFFS.
RESPONSIBILITY OF THE CONTRACTOR TO POSSESS A COPY OF THE EROSION CONTROL PLAN AT ALL TIMES INCLUDES CONSTRUCTION OF POLE BARN AND ASSOCIATED SITE IMPROVEMENTS. W WATER w 0] % .
3. ALL AREAS DISTURBED DURING CONSTRUCTION AND NOT RESTORED WITH IMPERVIOUS SURFACES (BUILDINGS, 7. CONSTRUCTION PERMITTING AND TRAFFIC CONTROL PLANS: 3 PHASE 3: &l WATER GATE VALVE “ 8 S g
PAVEMENT, WALKS, ETC.) SHALL RECEIVE LOAM AND SEED PER DETAIL. : : 5 & - Q
) A.  CONSTRUCTION ACTIVITY IN PUBLIC STREETS: CONSTRUCTION ACTIVITY IN THE PUBLIC Ao WATER SHUT OFF ‘e L ® ©o
RIGHT-OF-WAY IS CONTROLLED BY CHAPTER 25 ARTICLE VIl OF THE CITY CODE OF ORDINANCES. INCLUDES CONSTRUCTION OF EMPLOYEE PARKING LOT ON NORTHEAST SIDE OF SITE AND ASSOCIATED SITE < HYDRANT - ]Z: _.2 gc?l
REQUIRED LICENSES AND PERMITS, RESTRICTIONS ON ACTIVITY, AND FEES & AREA ARE OUTLINED IMPROVEMENTS. @ WATER MANHOLE Zls 83”9
UT||_|TY NOTES IN THAT CHAPTER. RULES AND REGULATIONS FOR EXCAVATION ACTIVITY ARE AVAILABLE THROUGH W 8,9
THE STREET OPENING CLERK AT THE DEPARTMENT OF PUBLIC WORKS. AT NO TIME CAN 4. PHASE 4 D) WELL ® S X5
UTILITY INFORMATION DEPICTED HEREON IS COMPILED USING PHYSICAL EVIDENCE LOCATED IN THE FIELD. CONSTRUCTION ACTIVITY INCLUDING DELIVERY VEHICLES CLOSE OR BLOCK STREETS OR AFFECT S SANITARY SEWER s I|o caLto
UTILITIES DEPICTED HEREON MAY NOT NECESSARILY REPRESENT ALL EXISTING UTILITIES. CONTRACTORS PUBLIC SAFETY ACCESS WITHOUT PRIOR NOTICE AND APPROVAL OF THE DEPARTMENT OF PUBLIC CONSTRUCTION OF PERMANENT SAND/SALT STORAGE SHED AND ASSOCIATED SITE IMPROVEMENTS. < § Q?N
AND/OR DESIGNERS NEED TO CONTACT DIG-SAFE SYSTEMS, INC. (1-888-DIG-SAFE) AND FIELD VERIFY WORKS. FM FORCE MAIN ™ N .
EXISTING UTILITIES PRIOR TO CONSTRUCTION AND/OR EXCAVATION. PROTECT EXISTING ONSITE SEWER PIPE Ol v s+
AND ADJUST MANHOLE RIMS TO GRADE WHERE APPLICABLE. B. SEWER AND STORMWATER: SEWER AND STORMWATER WATER SYSTEM CONNECTIONS ARE ® SANITARY MANHOLE = 3
CONTROLLED BY CHAPTERS 24 AND 32 OF THE CITY CODE OF ORDINANCE. REQUIRED PERMITS = n
2. ALL GRAVITY CONDUIT PIPES SHALL BE INSTALLED USING A PIPE LASER AND TARGET SYSTEM THROUGH FOR NEW CONNECTIONS AND/OR ABANDONMENT OF EXISTING CONNECTIONS ARE AVAILABLE SD STORM DRAIN SD wl=
THE PIPE. ON PIPE RUNS 50 FEET OR LESS, THE CONTRACTOR SHALL REQUEST ENGINEER'S APPROVAL TO THROUGH THE STREET OPENING CLERK AT THE DEPARTMENT OF PUBLIC WORKS. RULES AND uD UNDER DRAIN —_———p———
USE A GROUND LASER. REGULATIONS FOR THESE UTILITY SYSTEMS ARE AVAILABLE THROUGH THE CITY ENGINEER'S OFFICE -
OF THE DEPARTMENT OF PUBLIC WORKS AND IN SECTION Il OF THE TECHNICAL MANUAL. © DRAINAGE MANHOLE
3. STORMDRAIN PIPE SHALL BE ADS N-12 DUAL WALL HDPE PIPE WITH SMOOTH-WALLED INTERIOR OR
APPROVED EQUAL UNLESS NOTED OTHERWISE ON THE UTILITY PLANS. 8. IRAFFIC CONTROL PLANS: CONSTRUCTION ACTIVITY THAT IMPACTS THE EXISTING PUBLIC STREET e = CATCH BASIN
SYSTEM MUST BE CONTROLLED TO PROTECT THE SAFETY OF THE CONSTRUCTION WORKERS AND ALL
8. COORDINATE FOUNDATION UNDERDRAIN LOCATIONS WITH ARCHITECTURAL AND STRUCTURAL DRAWINGS. MODES OF THE TRAVELING PUBLIC. PROJECTS THAT WILL OCCUR ALONG ARTERIAL AND OR COLLECTOR OHU OVERHEAD UTILITY ORU
STREETS ARE REQUIRED TO SUBMIT A SATISFACTORY 'MAINTENANCE OF TRAFFIC' (MOT) PLAN PRIOR TO
9. THE CONTRACTOR SHALL NOTIFY THE ENGINEER OF ANY GRADE CHANGES THAT WILL IMPACT STORM ANY SITE PLAN, SUBDIVISION, OR STREET OPENING PERMIT APPROVAL. MOT PLANS MAY BE REQUIRED uGU UNDERGROUND UTILITY [1e 1]
DRAINAGE INFRASTRUCTURE OR OTHER UTILITIES. FOR PROJECTS THAT HAVE IMPACTS ON LOCAL STREETS. TRANSFORMER PAD
10. CONTRACTOR OWNS TRENCHING, MATERIALS AND BACKFILL FOR ALL UTILITIES. ® ELECTRICAL MANHOLE =
MAINTENANCE OF TRAFFIC (MOT) PLANS SHALL PROVIDE FOR THE SAFE PASSAGE OF THE PUBLIC ELECTRIC METER =
11. CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF EXISTING UTILITIES UNLESS NOTED THROUGH OR ALONG THE CONSTRUCTION WORK ZONE. ON A CASE-BY-CASE BASIS, APPLICANTS MAY —
OTHERWISE. BE ALLOWED TO CLOSE A STREET AND/OR DETOUR A MODE OF TRAFFIC WHEN ABSOLUTELY HVAC UNIT —J
NECESSARY FOR SAFETY. MOT PLANS SHALL EMPLOY THE APPROPRIATE TECHNIQUES AND DEVICES AS @ TELEPHONE MANHOLE (a
12. UTILITIES WITHIN 5 FEET FROM FACE OF BUILDING ARE COORDINATED ON RELEVANT M.E.P. DRAWINGS. CALLED FOR N THE LATEST EDITION OF THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD). -
CONTRACTOR SHALL COORDINATE INVERTS, CONNECTIONS AND MATERIALS WITH ALL DRAWINGS. IN ADDITION: Yol LIGHT POLE % o—mm W o o
o UTILITY POLE - Lol s
13. CONTRACTOR OWNS TRENCHING, MATERIALS AND BACKFILL FOR ALL UTILITIES. ELECTRICAL AND A. CONSTRUCTION SPEED SIGNING MAY BE USED AS NEEDED TO SLOW TRAFFIC — o
TELECOM /DATA PROVIDERS WILL PULL PRIMARY SERVICE TO TRANSFORMER AND PANEL. CONTRACTOR B. TRAFFIC CONTROL SIGNS SHALL NOT BE PLACED WHERE THEY ARE AN OBSTRUCTION TO BICYCLES — GUY WIRE 7))
RESPONSIBLE FOR TIMING AND COORDINATION WITH UTILITES AND DRAWINGS. COORDINATE WITH " OR PEDESTRIANS. DRAINAGE DITCH - < 2
ELECTRICAL DRAWINGS FOR CONDUIT SCHEDULE, TYPE AND SIZES. C. IN EXTREME SITUATIONS, FLAGGERS MAY BE REQUIRED. EROSION CONTROL = <
D. POLICE DETAIL IS REQUIRED AT LIGHTED INTERSECTIONS AND MAY BE REQUESTED BY THE CITY'S BLANKET W >
TRANSPORTATION ENGINEER OR HIS DESIGNEE. C
DEM OL|T|ON NOTES FILTER BARRIER FB Q Q
PROTECT EXISTING BOUNDARY LINE MONUMENTATION. IF DISTURBED, EXISTING MONUMENTATION TO BE ALL EXISTING MODES OF TRAVEL IN WORK ZONE AREA SHALL BE ACCOMMODATED IF IMPACTED BY THE W RIPRAP W e 0
RESET BY A PROFESSIONAL LAND SURVEYOR. ACTIVITY. THE SAFE PASSAGE OF PEDESTRIANS, BICYCLISTS, TRANSIT PROVIDERS, AND MOTORISTS ARE CHECK DAM &> a o 0
OF EQUAL IMPORTANCE WHEN PLANNING OUT THE WORK ZONE; NO PRE-EXISTING TRAVEL MODE MAY = Y
2. DEMOLITION OF UTILITIES REQUIRING TREE REMOVAL SHALL BE COORDINATED WITH THE OWNER AND IN BE ELIMINATED WITHOUT THE EXPRESS APPROVAL OF THE DEPARTMENT OF PUBLIC WORKS. THE MOT INLET PROTECTION 7 Z =X
ACCORDANCE WITH PROJECT PLANS. SHOULD ALSO ADDRESS ON-STREET PARKING IMPACTS, INCLUDING DELIVERIES AND PARKING FOR L x
ADJOINING BUSINESSES AND PROPERTY OWNERS, ANALYSIS OF ROADWAY CAPACITY OR DIVERSION O Oo <C g
3. UTILITY DEMOLITION SHALL BE COMPLETED IN COORDINATION WITH NEW INFRASTRUCTURE. CONTRACTOR CAPACITY IF STREET CLOSURE OR CHANGE TO ROADWAY CAPACITY IS REQUIRED, AND COORDINATION (I =5 —
SHALL ENSURE EXISTING SURFACE DRAINAGE IS MAINTAINED DURING CONSTRUCTION. WITH OTHER ON-GOING OR FUTURE CONSTRUCTION OR UTILITY PROJECTS IN THE VICINITY. e 2 Fos
~— - —
4.  EXISTING STORM DRAINAGE INFRASTRUCTURE TO REMAIN ACTIVE DURING CONSTRUCTION AND UPON A. TRAFFIC CONTROL BICYCLE AND PEDESTRIAN FACILITIES OR ROUTES THROUGH WORK ZONES SHALL 38 g %% g
COMPLETION OF PROJECT. DEMOLITION /CONSTRUCTION ACTIVITIES SHALL NOT INTERFERE OR IMPEDE BE MAINTAINED UNTIL THE BICYCLE AND PEDESTRIAN FACILITES OR ROUTES ARE READY FOR SAFE O 0oz o
EXISTING FLOWS. CONTRACTOR SHALL PROVIDE BYPASS PUMPING AS REQUIRED DURING STORMDRAIN OPERATION. TRAFFIC CONTROL WILL NOT BE REMOVED TO ALLOW AUTO TRAVEL AT THE EXPENSE =z = A
DEMOLITION AND NEW CONSTRUCTION. DAMAGE TO EXISTING SEWER INFRASTRUCTURE SHALL BE REPAIRED OF BICYCLE AND PEDESTRIANS. < O°Z oz
BY CONTRACTOR AT THEIR EXPENSE. B. BARRIER SYSTEMS UTILIZED TO SEPARATE THE CONSTRUCTION ACTIVITY FROM THE PUBLIC STREET Z8=> L=
- z .
5. PROTECT EXISTING UTILTIES UNLESS NOTED OTHERWISE. AND /OR SIDEWALK SHALL NOT INHIBIT SIGHT DISTANCES, PARTICULARLY FOR VISIBILITY OF N <Qo OZs
PEDESTRIANS AND BICYCLISTS. Ol _132 £S
6. DEMOLITION SHOWN IS FOR MAJOR SITE ELEMENTS TO BE DEMOLISHED. OTHER MINOR DEMOLITION MAY BE C. ADA COMPLIANCE SHALL BE MAINTAINED. — o< > B
REQUIRED AS PART OF CONSTRUCTION AND SHALL BE CONSIDERED INCIDENTAL TO THE COST OF xldeE .. —<E
CONSTRUCTION. COORDINATE ALL DEMOLITION WORK WITH SITE AND BUILDING DRAWINGS. USE OF PUBLIC PARKING SPACES OR THE BLOCKAGE OF ANY PORTION OF SIDEWALK FOR THE PURPOSE O . ON % x _ 0 %
OF CONSTRUCTION ACTIVITY SHALL REQUIRE AN OCCUPANCY PERMIT AND APPROPRIATE FEE AS Zsasz 2047
7. PRIOR TO ANY DEMOLITION, THE CONTRACTOR SHALL SUBMIT A SEQUENCE OF DEMOLITION PLANS TO THE ASSESSED BY THE DEPARTMENT OF PUBLIC WORKS. \ J
OWNER. THIS PLAN SHALL DEPICT LOCATIONS OF PROPOSED TERMINATIONS AND ANY TEMPORARY p
SERVICES THAT WILL BE NEEDED. PROJECT NO. SCALE
8. CONTRACTOR REQUIRED TO CONFIRM/MAINTAIN BENCHMARKS. IF IMPACTED CONTRACTOR IS RESPONSIBLE [ 15056 N.T.S.
FOR NOTIFICATION /RELOCATION AND COORDINATION WITH PROJECT TEAM.
9. CONTRACTOR TO REMOVE PAVEMENT WITHIN LIMITS OF SAWCUT LINES AND AS INDICATED ON PLANS.
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