Remove existing walls outline——

in Red. Support as needed.
Re-finish ceiling. Replace
carpeting in this new open
area with VCT Tile. Color

Evenely distributed lighting in
new open space.

NEW WALL-only 8'
high with 42" Door
Solid Wood with
passage lock set.
Not soundproofed.

———~Add windows in existing walls to match window
unit in First office.

— -

with Double sheetrock on Studio side, sound
deadening insultation and perefectly smooth. At
the bottom, 3'-6" h from floor will start a curve to
the floor that is a smooth arc to 3-6" out from wall.
Where it meets the floor, needs to be a seamless
transition. Must be sturdy. This is just along the
50'w wall. Otheres to be standard wall.

——NEW WALL to roof. Needs to be at least 8" wide
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First Floor Plan
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NEW WALL- only 8" high with 42" Door Solid
Wood with passage lock set. Not soundproofed.-

New Studio Wall - Floor to roof. Same as Cyc /
‘wall, with no curved section at bottom.———

42"w Solid Core Door.——
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DESCRIPTION

Permit

I 2x6 Steel Stud

roposed Renovation

«— 2 Layers 5/8" Sheetrock
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/— Batt Insulation
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1 Layer 5/8" Sheetrock

83 Bell Street
Portland, Maine
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