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INSTALLATION:

1. EXCAVATE A 6"x 6" TRENCH ALONG THE LINE OF PLACEMENT FOR THE FILTER BARRIER.

2. UNROLL A SECTION AT A TIME AND POSITION THE POSTS AGAINST THE BACK (DOWNSTREAM)

WALL OF THE TRENCH.

3. DRIVE POSTS INTO THE GROUND UNTIL APPROXIMATELY 2" OF FABRIC IS LYING ON THE

TRENCH BOTTOM.

4. LAY THE TOE-IN FLAP OF FABRIC ONTO THE UNDISTURBED BOTTOM OF THE TRENCH,
BACKFILL THE TRENCH AND TAMP THE SOIL. TOE-IN CAN ALSO BE ACCOMPLISHED BY
LAYING THE FABRIC FLAP ON UNDISTURBED GROUND AND PILING AND TAMPING FILL AT
THE BASE, BUT MUST BE ACCOMPANIED BY AN INTERCEPTION DITCH.

5. JOIN SECTION AS SHOWN ABOVE.
6. BARRIER SHALL BE MIRAFI SILT FENCE OR EQUAL.
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EROSION CONTROL MIX SHALL BE MANUFACTURED ON OR OFF THE PROJECT SITE SUCH THAT ITS
COMPOSITION IS IN ACCORDANCE WITH THE MDEP MAINE EROSION AND SEDIMENT CONTROL BMP MANUAL,
LAST REVISED 3/2003 OR LATER. IT MUST CONSIST PRIMARILY OF ORGANIC MATERIAL, SEPARATED AT THE

POINT OF GENERATION, AND MAY INCLUDE: SHREDDED BARK, STUMP GRINDINGS, COMPOSTED BARK, OR
ACCEPTABLE MANUFACTURED PRODUCTS. WOOD AND BARK CHIFPS, GROUND CONSTRUCTION DEBRIS OR
REPROCESSED WOOD PRODUCTS WILL NOT BE ACCEPTABLE AS THE ORGANIC COMPONENT OF THE MIX.

INSTALLATION:

1. THE BARRIER MUST BE PLACED ACROSS THE SLOPE, ALONG THE CONTOUR.
2. EXISTING GROUND SHALL BE PREFARED SUCH THAT THE BARRIER MAY LIE NEARLY FLAT ALONG THE
GROUND TO AVOID THE CREATION OF VOIDS AND BRIDGES IN ORDER TO MINIMIZE THE POTENTIAL OF

WASH OUTS UNDER THE BARRIER.

3. THE BARRIER SHALL BE A MINIMUM OF 1 FOOT HIGH (AS MEASURED ON THE UPHILL SIDE) AND 2 FEET
WIDE FOR SLOPES LESS THAN 5% IN GRADE AND SHALL BE WIDER TO ACCOMMODATE THE ADDITIONAL

RUNOFF.

4. EROSION CONIROL MIX CAN BE INSTALLED WHERE SILT FENCE IS ILLUSTRATED ON THE DESIGN PLANS IN
AREAS EXCEPT IN, BUT NOT LIMITED TO, THE FOLLOWING AREAS. WETLAND AREAS, AT POINTS OF
CONCENTRATED FLOW, BELOW CULVERT OUTLET APRONS, AROUND CATCH BASINS AND CLOSED STORM
SYSTEMS AND AT THE BOTTOM OF STEEFP SLOPES THAT ARE MORE THAN 50 FEET FROM TOFP TO BOTTOM.

EROSION CONTROL MIX BERM

NOT TO SCALE

LEGEND

EXISTING

PROPOSED

— e e em— PROPERTY LINE/R.O.W. e—

—— — — ——— ABUTTER LINE/R.O.W.

——————— DEED LINE/R.O.W.
SETBACK

EASEMENT

BUFFER

— —— CENTERLINE

A BUILDING

| DECK/STEPS/
OVERHANG

PAVEMENT SAWCUT
EDGE PAVEMENT

EDGE CONCRETE e

PAVEMENT PAINT

— EDGE GRAVEL

CURB LINE
-—-120—— -—-118—— CONTOURS 120
X 120.00 SPOT GRADE +120.00
O DECIDUOUS TREE
W WATER W
WV, WV
WATER GATE VALVE >
& WATER SHUT OFF ‘o
o HYDRANT -
) WATER MANHOLE
D SANITARY SEWER D
® SANITARY MANHOLE @
sD STORM DRAIN sD
® DRAINAGE MANHOLE @
=) = CATCH BASIN @
OHU OVERHEAD UTILITY OHU
uGu UNDERGROUND UTILITY = e e « /G U/ e o
o UTILITY POLE -

:,'u','il.l.l I |‘|‘j,|,|

G PIPE AND TRENCH

——— PAVED AREAS

FINISH GRADE \\

UNPAVED AREAS —

PAVEMENT BUILDUP
AS REQUIRED- MATCH
TYP. ROAD SECTION
REQUIREMENTS

BACKFILL WITH

SIDE OF TRENCH
MAY BE SLOPED
BACK TO MEET
SAFETY
REQUIREMENTS
WHERE EXTRA

EXCAVATED MAT'L WIDTH IS

OR SELECT BACKFILL POSSIBLE
DEPTH IN

5 ACCORDANCE
/ : TO PIPE DEPTH

12" SELECT

BACKFILL MAINTAIN TRENCH
WIDTH TO TOP OF

PIPE SIZE AS SELECT BACKFILL

NOTED ON PLANS

" —/
3/4" CRUSHED
STONE PIPE BEDDING

30"

PAY LIMITS OF
EXCAVATION AND
LEDGE REMOVAL

TYP. TRENCH SECTION WITHIN CITY R.O.W.

NOT TO SCALE

A

N/F
MARK LEGERE
PLAN BOOK 31724 PAGE 180

-
——
—_
——
-
—_
—_——
—_

-~
-

/ BUILDING FOUNDATION

24"

A\

4" DEPTH OF
3/4" CRUSHED STONE

\ FINISH GRADE
FILTER FABRIC

STONE DRIP EDGE

NOT TO SCALE

DECK

10X10'

TO REMAIN

EXISTING TREE TO
BE REMOVED

<

1.2

282 HARVARD
STREET
FFE=84.25

4's
[ INV.=76.00+/-

— 2' WIDE STONE
DRIP EDGE

81.75

X
81.30

BARKRIER

INSTALL FILTER

COVERED
PORCH

/

pp——

INSTALL 4" PVC SEWER
AT A 2% MIN. SLOPE

>

¢
80.65

X
81.85

— 4'r) |
INV.=73.854/- A

/
/
/ /
/ /

-

T80~

N/F
ABDI ABU
BOOK 30203 PAGE 219

INSTALL 4" PVC
FOUNDATION DRAIN
AT A 1% MIN. SLOPE

———

P/OLE

—d

SMH 2005
RIM 78.56'
SHELF: 71.36
21" INVERT IN: 70.26

21" INVERT OUT: 70.06

CONNECT 4" SANITARY SERVICE TO EXISTING

SANITARY SEWER LINE IN COORDINATION WITH

PORILAND PUBLIC SERVICES WASTEWATER DIVISION

-

S

W/
\AJ

77.36

APPROXIMATE LOCATION OF
EXISTING 21" RCP SEWER MAIN

WYE FOUNDATION DRAIN
INTO EXISTING 18" STORMDRAIN

INSTALL FILTER

|

——__
- BagkiER
\ SET NEW UTILITY

INSTALL STABILIZED
CONSTRUCTION
ENTRANCE

NEW OVERHEAD ELECTRIC AND
COMMUNICATIONS SERVICE.
COORDINATE WITH CENTRAL
MAINE POWER FRIOR TO
INSTALLATION

SD

)
-~ ACCEPTED CITY STREET /// ' 4 ' sD SD
@ “ PN o e ! 5o : S —40;
D
yd 7 ||| NOTE: WORK WITHIN CITY
D 2003 v ] v} RIGHT OF WAY SHALL ,
/// ‘S8H 'E'k\F/:g?Nz\jERT IN: 72.39 APPROXIMATE LOCATION OF—/ // CONFORM TO CITY OF L -
7 18" PVC INVERT OUT 72.14 EXISTING 20" WATER MAIN 7 PORTLAND SPECIFICATIONS
WATER SERVICE WO/?KJ

BENCHMARK

POLE
ELEV.=80.45

SPIKE SET IN UTILITY

SHALL CONFORM
7O PORTLAND WATER

DISTRICT SPECIFICATIONS

AND REQUIREMENTS

SD—

&R Y
Gly P>
On

LOCATION MAP

CONSTRUCTION NOTES

N.T.S.

1. ALL WORK SHALL CONFORM TO THE APPLICABLE CODES AND ORDINANCES.

2. CONTRACTOR SHALL VISIT THE SITE AND FAMILIARIZE HIM OR HERSELF WITH ALL CONDITIONS AFFECTING THE PROPOSED
WORK AND SHALL MAKE PROVISIONS AS TO THE COST THEREOF. CONTRACTOR SHALL BE RESPONSIBLE FOR FAMILIARIZING HIM
OR HERSELF WITH ALL CONTRACT DOCUMENTS, FIELD CONDITIONS AND DIMENSIONS AND CONFIRMING THAT THE WORK MAY
BEACCOMPLISHED AS SHOWN FPRIOR TO PROCEEDING WITH CONSTRUCTION. ANY DISCREPANCIES SHALL BE BROUGHT TO THE
ATTENTION OF THE ENGINEER PRIOR TO THE COMMENCEMENT OF WORK.

3. CONTRACTOR SHALL NOTIFY ENGINEER OF ALL PRODUCTS OR ITEMS NOTED AS "EXISTING” WHICH ARE NOT FOUND IN THE
FIELD.

4. INSTALL ALL EQUIPMENT AND MATERIALS IN ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS AND OWNER'S
REQUIREMENTS UNLESS SPECIFICALLY OTHERWISE INDICATED OR WHERE LOCAL CODES OR REGULATIONS TAKE PRECEDENCE.

5. CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS IN THE FIELD PRIOR TO FABRICATION AND ERECTION OF
ANY MATERIAL. ANY UNUSUAL CONDITIONS SHALL BE REPORTED TO THE ATTENTION OF THE ENGINEER.

6. CONTRACTOR SHALL CLEAN AND REMOVE DEBRIS AND SEDIMENT DEPOSITED ON PUBLIC STREETS, SIDEWALKS, ADJACENT
AREAS, OR OTHER PUBLIC WAYS DUE TO CONSTRUCTION.

7. CONTRACTOR SHALL INCORPORATE PROVISIONS AS NECESSARY IN CONSTRUCTION TO PROTECT EXISTING STRUCTURES,
PHYSICAL FEATURES, AND MAINTAIN SITE STABILITY DURING CONSTRUCTION. CONTRACTOR SHALL RESTORE ALL AREAS TO
ORIGINAL CONDITION AND AS DIRECTED BY DESIGN DRAWINGS.

8. SITE CONTRACTOR SHALL OBTAIN ALL REQUIRED PERMITS PRIOR TO CONSTRUCTION.

9. ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSTALLED IN ACCORDANCE WITH "MAINE EROSION AND
SEDIMENT CONTROL BMPS" PUBLISHED BY THE BUREAU OF LAND AND WATER QUALITY OF THE MAINE DEFARTMENT OF
ENVIRONMENTAL PROTECTION, MARCH 2003 OR LATEST EDITION. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
POSSESS A COPY OF THE EROSION CONTROL PLAN AT ALL TIMES.

10. THE CONTRACTOR IS HEREBY CAUTIONED THAT ALL SITE FEATURES SHOWN HEREON ARE BASED ON FIELD OBSERVATIONS BY
THE SURVEYOR AND BY INFORMATION PROVIDED BY UTILITY COMPANIES. THE INFORMATION IS NOT TO BE RELIED ON AS BEING

EXACT OR COMPLETE. THE CONTRACTOR SHALL CONTACT DIG SAFE (8117) AT LEAST THREE (3) BUT NOT MORE THAN THIRTY (30)

DAYS PRIOR TO COMMENCEMENT OF EXCAVATION OR DEMOLITION TO VERIFY HORIZONTAL AND VERTICAL LOCATION OF ALL
UTILITIES.

77. CONIRACTOR SHALL BE AWARE THAT DIG SAFE ONLY NOTIFIES ITS "MEMBER" UTILITIES ABOUT THE DIG. WHEN NOTIFIED, DIG
SAFE WILL ADVISE CONTRACTOR OF MEMBER UTILITIES IN THE AREA. CONTRACTOR IS RESPONSIBLE FOR IDENTIFYING AND
CONTACTING NON-MEMBER UTILITIES DIRECTLY. NON-MEMBER UTILITIES MAY INCLUDE TOWN OR CITY WATER AND SEWER
DISTRICTS AND SMALL LOCAL UTILITIES, AS WELL AS USG PUBLIC WORKS SYSTEMS.

12. CONTRACTORS SHALL BE RESPONSIBLE FOR COMPLIANCE WITH THE REQUIREMENTS OF 23 MRSA 3360-A. IT SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR TO COORDINATE WITH THE APPROFRIATE UTILITIES TO OBTAIN AUTHORIZATION PRIOR TO
RELOCATION OF ANY EXISTING UTILITIES WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THESE PLANS. IF A
UTILITY CONFLICT ARISES, THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE OWNER, THE MUNICIPALITY AND APPROFPRIATE
UTILITY COMPANY PRIOR TO PROCEEDING WITH ANY RELOCATION.

13. ALL PAVEMENT MARKINGS AND DIRECTIONAL SIGNAGE SHOWN ON THE PLAN SHALL CONFORM TO THE MANUAL OF
UNIFORM TRAFFIC CONIROL DEVICES (MUTCD) STANDARDS.

74. ALL PAVEMENT JOINTS SHALL BE SAWCUT PRIOR TO PAVING TO PROVIDE A DURABLE AND UNIFORM JOINT.

15. NO HOLES, TRENCHES OR STRUCTURES SHALL BE LEFT OPEN OVERNIGHT IN ANY EXCAVATION ACCESSIBLE TO THE PUBLIC
OR IN PUBLIC RIGHTS-OF-WAY.

16. ALL WORK WITHIN THE PUBLIC RIGHT-OF-WAY SHALL REQUIRE A PERMIT FROM THE CITY OF PORTLAND PUBLIC SERVICES.

17. THE PROPOSED LIMITS OF CLEARING SHOWN HEREON ARE APPROXIMATE BASED UPON THE PROPOSED LIMITS OF SITE
GRADING. THE APPLICANT RESERVES THE RIGHT TO PERFORM NORMAL FOREST MANAGEMENT ACTIVITIES OUTSIDE OF THE
CLEARING LIMIT AS SHOWN. TREE REMOVAL OUTSIDE OF THE LIMITS OF CLEARING MAY BE NECESSARY TO REMOVE DEAD OR
DYING TREES OR TREE LIMBS. THIS REMOVAL IS DUE TO POTENTIAL SAFETY HAZARDS AND TO PROMOTE PROFER FOREST
GROWIH.

18. IMMEDIATELY UPON COMPLETION OF CUTS/FILLS, THE CONTRACTOR SHALL STABILIZE DISTURBED AREAS IN ACCORDANCE
WITH EROSION CONTROL NOTES AND AS SPECIFIED ON PLANS.

18. THE CONTRACTOR SHALL BE FULLY AND SOLELY RESPONSIBLE FOR THE REMOVAL, REPLACEMENT AND RECTIFICATION OF ALL
DAMAGED AND DEFECTIVE MATERIAL AND WORKMANSHIP IN CONNECTION WITH THE CONTRACT WORK. THE CONTRACTOR
SHALL REPLACE OR REFPAIR AS DIRECTED BY THE OWNER ALL SUCH DAMAGED OR DEFECTIVE MATERIALS WHICH APPEAR
WITHIN A PERIOD OF ONE YEAR FROM THE DATE OF SUBSTANTIAL COMPLETION.

20. ALL WORK PERFORMED BY THE GENERAL CONTRACTOR AND/OR TRADE SUBCONIRACTOR SHALL CONFORM TO THE
REQUIREMENTS OF LOCAL, STATE OR FEDERAL LAWS, AS WELL AS ANY OTHER GOVERNING REQUIREMENTS, WHETHER OR NOT
SPECIFIED ON THE DRAWINGS.

21. WHERE THE TERMS "APPROVED EQUAL", "OTHER APPROVED", "EQUAL TO', "ACCEPTABLE" OR OTHER GENERAL QUALIFYING
TERMS ARE USED IN THESE NOTES, IT SHALL BE UNDERSTOOD THAT REFERENCE IS MADE TO THE RULING AND JUDGMENT OF
SEBAGO TECHNICS, INC.

22. THE GENERAL CONTRACTOR SHALL PROVIDE ALL NECESSARY PROTECTION FOR THE WORK UNTIL TURNED OVER TO THE
OWNER.

23. THE GENERAL CONTRACTOR SHALL MAINTAIN A CURRENT AND COMPLETE SET OF CONSTRUCTION DRAWINGS ON SITE
DURING ALL PHASES OF CONSTRUCTION FOR USE OF ALL TRADES.

24. THE CONTRACTOR SHALL TAKE FULL RESPONSIBILITY FOR ANY CHANGES AND DEVIATION OF APPROVED PLANS NOT
AUTHORIZED BY THE ARCHITECT/ENGINEER AND/OR CLIENT/OWNER.

25. DETAILS ARE INTENDED TO SHOW END RESULT OF DESIGN. ANY MODIFICATION TO SUIT FIELD DIMENSION AND CONDITION
SHALL BE SUBMITTED TO THE ENGINEER FOR REVIEW AND APPROVAL PRIOR TO ANY WORK.

26. BEFORE THE FINAL ACCEPTANCE OF THE PROJECT, THE CONTRACTOR SHALL REMOVE ALL EQUIPMENT AND MATERIALS,
REFPAIR OR REPLACE FPRIVATE OR PUBLIC PROPERTY WHICH MAY HAVE BEEN DAMAGED OR DESTROYED DURING
CONSTRUCTION, CLEAN THE AREAS WITHIN AND ADJACENT 1O THE PROJECT WHICH HAVE BEEN OBSTRUCTED BY HIS/HER
OPERATIONS, AND LEAVE THE PROJECT AREA NEAT AND PRESENTABLE.

27. ALL SUBSURFACE UTILITY LINES SHOWN HEREON ARE BASED SOLELY ON THE FIELD LOCATION OF VISIBLE STRUCTURES, SMH'S,
CBS, HYDRANTS, ETC.. IN CONJUNCTION WITH DESIGN AND OR AS-BUILT PLANS SUPPLIED TO SEBAGO TECHNICS INC. BY
OTHERS. PRIOR TO ANY CONSTRUCTION, EXCAVATION, TEST BORINGS, DRILLING, ETC.. DIG SAFE MUST BE NOTIFIED AND A SITE
IDENTIFICATION NUMBER ALONG WITH A SAFE TO DIG DATE OBTAINED. THE SITE CONTRACTOR SHALL BE RESPONSIBLE FOR FIELD
VERIFYING THE LOCATION, DEPTH AND MATERIAL OF ALL SUBSURFACE UTILITY LINES SHOWN HEREON AND ANY AND ALL
OTHERS LOCATED ON SITE WITHIN THE CONSTRUCTION AREA.

NOIJE:

ALL WORK WITHIN HARVARD STREET RIGHT OF WAY SHALL BE
COORDINATED WITH PORTLAND PUBLIC SERVICES AND SHALL CONFORM
TO CITY OF PORTLAND SPECIFICATIONS AND REQUIREMENTS.
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THIS PLAN SHALL NOT BE MODIFIED WITHOUT WRITTEN PERMISSION FROM SEBAGO TECHNICS, INC. ANY ALTERATIONS,
AUTHORIZED OR OTHERWISE, SHALL BE AT THE USER'S SOLE RISK AND WITHOUT LIABILITY TO SEBAGO TECHNICS. INC.
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