PO Box 200

6 Winding Way
Alpha Heatlng Standish.Me 04084 Invoi
Name: Sallie Rich
Street: 39Matst 7 Method Of Payr
City: Portland, Maine . oo
Cel:2529468 e Cash Check Drivers Lic. Nurr
Work Phone: 8313583 e Credit Card ___________ Date: 0910115
Techi nician:Gary Wilkins o TMe Visa Amex L
Work to be performed: Exp
BQSC—A 100 71-9.&:057"»4?" Comé 5 Materials and Services
‘Remavaf of olf tank, furnace & water heater with componants
G'A’-S F‘M X 'év bAS ow i as specified and msta!l N i
Corserefe bﬁ"(e WA“?"‘L alr handler conversion wnth New components spec. in 6 10 15

~ »
QDM %PMIH o m"\'N“- IEM Install 1" gas piping from meter with disconnect & shut off,
f”mj‘-“'f "y !E “nstall line voltage Input by ficensed electrician

A Abandon chimney flue and seal as 4.2.3.2 requires

fé‘“’d“( Lb‘“f Vet new. 7 ater through box sill as specified h
Work Descrﬂf)ed E# otﬁzdf)pe% 10.15 will '_

be completed to the approval of project | degFyarer T Handler [non alr condltloning]
manager with City of Portland, Cumberfand wlth humidif‘er, ﬂlter, Circulating pump and freeze protect
County Housing Rehabilitation Program in Il components to create a complete working

compliance to all local, state and national Hot water heater intigated/hydronic alr handler hea_t_l_r_)g syste‘rp‘
codes, New return ducts to be Instailed and connected to existing _ =
Work will be completed in timely manner that Insulate supply ducts with silver bubble wrap and seal with |
will have the least impact upon the S|Iver foil tape, Retape all duct joints then insulate.

homeowner and in a timely manner. All labor Install a new TCI and continfous flow sprinkler head as spec |
is warrenteed and manufacturers warrantees Thermostat— Honeywell RTH221B1021/A 1 week programable )
apply. Any necessary replacement of | i
warranteed material replaced within the 'All material and lahor prowded by Alpha Heatlng and will
manufacturers warrantee period will be done comply to the scope of work required in 6.10,15 revised

with no additional labor charged. ‘
Major components listed will be installed as | i
per manufactures recornmendations. _Labor rate Amount
Positioning of heating system is designed to ?
accommodate a solar auxiliary pane! on the
rear portion of roof facing the south not

included in this bid.

Recommendations:

UAL  QuisTing  dued work

W
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5.8.2 Approved examples of horizontal and vertical
venting installation

“» Place pipe supports every & feet {1525 mm)

: 2 NOTICE:
===wd . of horizontal and vertical run, beginning with

stpport near hoiler,

The condensate must be disposed of in
accordance with applicable rules,

Periodic cleaning of the vent terminal and
air-intake screens is mandatory.

Avoid locating vent terminals near equipment
or building features which can be subject to
degradation from exhaust gases,

If multiple boilers are instalied in a row, allow
at least 1 foot (305 mm) clearance between
the vent termination of one and the
combustion air intake of the other.

[ ; 6720 641 831610

Fig. 27 Horizontal venting system (rcom air only)
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b (102 mm)

6 720 641 933-62.10

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

= 12"

Date: 09/10/15

G720 641 833-63.10

Fig. 28 Horizontal venting system—fsea!edw.fon)

Fig. 28 Horizontal venting system (room air only)

Key to Fig. 27 and Fig. 28:

1 Intake

2 Exhaust

Fig. 30 Horizontal venting system (sealed combustion)

Key to Fig. 29 and Fig. 30:

1 Intake, behind exhaust
2 Exhaust
3 Wall termination

6 720 643 068 {2011/086)



