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SolarEdge Single Phase Inverters

For North America

SE3000A-US / SE3800A-US / SE5000A-US / SE6000A-US /
SE7600A-US / SE10000A-US / SE11400A-US
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Single Phase Inverters for North America
SE3000A-US / SE3800A-US / SE5000A-US / SE6000A-US/

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

17
SE7600A-US / SE10000A-US / SE11400A-US Date:_05/05/
SE3000A-US | SE3800A-US | SE5000A-US | SEG000A-US | SE7600A-US | SE10000A- US | SE11400A-US |
OUTPUT
) 9980 @ 208V
_Nominal AC Power Output |39 .. B0 000 L S 769 | 10000 @240y | M40 ] b
5400 @ 208V 10800 @ 208V
Max. ACPower Output 1B 30 | saso@2a0v | 0 | 830 | 10950 @240v | M0 | .
AC Output Voltage Min.-Nom.-Max.¥ ) ) v ) ) v
J183-208-229Vac L
AC Output Voltage Min.-Nom.-Max.!
m-20-26avac | T D R ol i i i
. ACFrequency Min-Nom-Max." | 59.3-60-60.5 Hz
: 24 @ 208V 48 @ 208V
 Max. Continuous Output Current 1. s |l 2ieaov | 2 2 2@20v | MO A
CGFDIThreshold OSSR UUUPUPPRUPUPRPRRIRY PO A
Utility Monitoring, Islanding Protection, Country Configurable Thresholds Yes Yes
INPUT
Maximum DC Power (STC) | 4050 | . 5100 | ... 6750 |.... 8100 | 10250 [ 13500 | ... 15350 | W
........................................................... YOS
TSRO UUUUUURRRSRRPRRIS 500 vde
ST 325 @208V /350 @240V vde
16.5 @ 208V 33 @ 208V
15.5 @ 240V 18 23 345

Nighttime Power Consumption

<25

ADDITIONAL FEATURES

Supported Communication Interfaces

Rapid Shutdown — NEC 2014 690.12

RS485, RS232, Ethernet, ZigBee (optional)

STANDARD COMPLIANCE

Emissions

FCC part15 class B

INSTALLATION SPECIFICATIONS

AC output conduit size / AWG range

3/4” minimum / 16-6 AWG

() For other regional settings please contact SolarEdge support.

) A higher current source may be used; the inverter will limit its input current to the values stated.
() Revenue grade inverter P/N: SExxxxA-USOOONNR2 (for 7600W inverter:SE7600A-USO02NNR2).
@40 version P/N: SExxxxA-USOOONNU4 (for 7600W inverter:SE7600A-USO02NNU4).
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