A bbb ikt sy i bbby e i bbb ved e b e v e L L e

B - 2 >
pe

@erttfuateuf Flame Registn ..
.4 & = Inspections Division
‘:} <] Ao REGISTERED Approved with Conditions
- ISSUED BY Date {

2 APPLICATION Academy Tent & Canyas menu Date: 05/31/13

8 CONGERN N 5035 Gliford Ave. 07/24/20uv .
g E419-01 Los Angeles, CA 90058 o e
B (323) 277-8368 5
g Tm's is to certify that the materials described below hereof have been flame rerardant o
8| treated (or are Inherenﬂ nonflammable). ot
% FOR THE EXETER RENT-ALL ADDRESS 238 PORTMOUTH AVENUE 3
:j CIty R STATE _m'l 03833 »F:
: Certificatlon is hereby made that: (Check “a” or “b ¢ : =
4 (a) The articles described below this certificate have boen treated with a !Iame-retardanl chemical ;g_

approved and reglistered by the State Fire Marshal and that the application of sald chemical
was done In conformance with the laws of the State of California and the Rules and Reguta-
tions of the State Fire Marshal.

Name of chemlcal used............. s v Chem, Reg NOL i,
Method of application.....coummnimemmminnasmm, R S R s SR LRSS reH A

X |(b) The articles described below hereot are made from a flame-resistant fabric or material regls-
tered and approved by the State Fire Marshal for such use; Fabric has been tested and passes

NFPA701-96. VINYL F-419. 01
Trade name of flame-resistant fabric or material used ......cceienien rten—— Reg. NO. i

The Flame Retardant Process Used, (\;,I}.“-f;;‘:;'?ff’.,‘-m; Be Removed by Washing
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David Bradley By __Tom Shapiro - President

Name of Applicator or Production Suparintendent Title
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THIS FABRIC WAS USED IN THE MANUFACTURING OF THE FOLLOWING.

3EA 16X16 UW 1PC QWIK TOP ONLY 10EA 8X20 PANORAMA SIDEWALL
_ 10EA 7X20 PANORAMA SIDEWALL 12EA 7X20 WHITE SIDEWALL

CONTROL NO.

‘ 42989
CUSTOMER ORDER NO.

42205

CUSTOMER INVOICE NO.
YARDS OR QUANTITY
COLOR
STYLE

- DATE PROCESSED

u

s+ ALL MATERIALS ARE CERTIFIED BY THE CALIFORNIA STATE FIRE
MARSHAL AND MEET THE REQUIERMENTS OF;NFPA 701 AND UL 214




