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GRAY TPO ROOFING TO MATCH EXISTING, VIF
2" POLY ISO RIGID INSULATION
%" FIRE TREATED PLYWOOD SHEATHING

10" STEEL ROOF RAFTERS, SEE STRUCT
DWG'S

FORM BENT METAL ROOF EDGE TRIM

1x_ PVC ROOF EDGE TRIM
TO MATCH EXISTING

L 10" FG BATT INSULATION

6 MIL POLY VAPOR BARRIER
%" TYPE "X" GWB TAPED AND ONE COAT MUD

STEEL BEAM, SEE STRUCT DWG'S

3" CLOSED CELL SPF INSULATION

%" TYPE "X" GWB
(THERMAL BARRIER)

COLD FORMED STUD HEADER, SEE STRUCT DWG'S

ACT CEILING GRID & TILE

RETURN GWB INTO WINDOW HEAD

2 X 4 FURRING AROUND WINDOW OPENING

FINISH FLOORING ‘\

VINYL CLAD AWNING UNIT\

RETURN GWB @ WINDOW JAMBx
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1x_ PVC ROOF EDGE TRIM

VINYL SOFFIT MATERIAL

2x8 FIRE TREATED WOOD EAVE
FRAMING MATERIAL

6" METAL STUD WALL

%" FIRE TREATED PLYWOOD

SHEATHING

SELF ADHESIVE AIR & WATER BARRIER

1" RIGID INSULATION

VINYL CLAPBOARD SIDING

FORM BENT MTL HEAD FLASHING
% x 6 PVC HEAD TRIM

2" SQ ALUM HORIZONTAL SUNSHADE W/
WHITE POWDER COATED FINISH

)

4 x4 TOP PVC FRAME MEMBER
——— 3" THICK PVC CURVED BRACKET

2" THICK PVC BACK BOARD
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PTD WOOD WINDOW SILLx

PTD WOOD WILL SKIRT

VINYL COVE BASE

VINYL CLAD FIXED CASEMENT

FULL PAN FLASHING WITH BACK DAM
UNDER EACH WINDOW UNIT

EXTENDED PVC TRIM PROFILE

Y% x 4 PVC BOTTOM TRIM

VINYL CLAPBOARD SIDING
WHITE ALUM FORMBENT

FLASHING

PVC WATERBOARD TRIM

-

FLOOR LEVELING COMPOUND
TO LEVEL SLOPE FLOOR SLAB

GRIND PAINT FINISH OFF
EXISTING SLAB

EXISTING REINF CONCRETE
EXTERIOR PORCH SLAB

DOUBLE PRESSURE
TREATED WILL
PLATE POUR STOP

\ ICE & WATER SHIELD FLASHING

2" RIGID INSULATION BELOW GRADE TO
TOP OF PILE CAP

EXIST CONC GRADE BEAM

/ EXIST CONC PILE CAP

GRAY PVC ROOFING TO MATCH EXISTING, VIF
2" POLY ISO RIGID INSULATION
%" FIRE TREATED PLYWOOD SHEATHING

10" STEEL ROOF RAFTERS, SEE STRUCT
DWG'S

10" FG BATT INSULATION
6 MIL POLY VAPOR BARRIER

%" TYPE "X" GWB TAPED AND ONE COAT MUD Ew‘

2x8 FIRE TREATED WOOD EAVE
FRAMING MATERIAL

FORM BENT METAL ROOF EDGE TRIM

2x8 FIRE TREATED WOOD EAVE
FRAMING MATERIAL

1x_ PVC ROOF EDGE TRIM

STEEL BEAM, SEE STRUCT DWG'S
WHITE VINYL SHINGLE SIDING TO MATCH EXISTING

ARCHITECTURAL ASPHALT

\— VINYL SOFFIT MATERIAL

SHINGLES TO MATCH EXISTING
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5/8" TYPE lell GWB
(THERMAL BARRIER)

3" SPF INSULATION

6" METAL STUD WALL

%" FIRE TREATED PLYWOOD
SHEATHING

SELF ADHESIVE AIR & WATER BARRIER

1" RIGID INSULATION

VINYL CLAPBOARD SIDING

FINISH FLOORING

FLOOR LEVELING COMPOUND
TO LEVEL SLOPE FLOOR SLAB

GRIND PAINT FINISH OFF

EXISTING SLAB VINYL COVE BASE

EXISTING REINF CONCRETE

EXTERIOR PORCH SLAB ‘\
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2x6 WOOD SILL
2x6 PT WOOD SILL
COMPRESSIBLE SILL SEAL

2" RIGID INSULATION BELOW GRADE TO
TOP OF PILE CAP

EXIST CONC GRADE BEAM

ﬁ EXIST CONC PILE CAP
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REUSE OR REPRODUCTION OF THE CONTENTS OF
THIS DOCUMENT IS NOT PERMITTED WITHOUT
WRITTEN PERMISSION OF FORESIDE ARCHITECTS

GENERAL NOTES:

1. REPORT AN DISCREPANCIES TO THE ARCHITECT.
CONTRACTOR SHALL PROCEED WITH WORK ONLY AFTER
DISCREPANCIES HAVE BEEN RESOLVED BY THE ARCHITECT.

2 .EXISTING BUILDING COMPONENTS AND WORK CURRENTLY
COMPLETED AND IN PLACE DURING CONSTRUCTION WHICH IS
AFFECTED BY NEW WORK AND DEMOLITION, OR WHICH MAY

BE DAMAGED BY THE CONTRACTOR OR ANY SUBCONTRACTOR,
SHALL BE REPLACED OR RESTORED TO THE ORIGINAL CONDITION
AND COLOR AS APPROVED BY THE ARCHITECT.

3. THE BUILDING SHALL BE CONSTRUCTED TO CONFORM W/

ALL GOVERNING CODES INCLUDING 2009 IBC (MUBEC), NFPA 101 2009,
MAINE HUMAN RIGHTS COMMISSION GUIDELINES, STATE OF

MAINE PLUMBING CODE, NEC 2005, AND ANSI.

4. ALL EXISTING CONDITIONS ARE TO BE FIELD VERIFIED BY
THE CONTRACTOR PRIOR TO FABRICATION. THIS INCLUDES
DELIVERY PROCEDURES, DIMENSIONS AND MATERIALS.

5. DRAWINGS ARE NOT TO BE SCALED. CONTRACTOR SHALL
VERIFY DIMENSIONS AND CONDITIONS. APPARENT DISCREPANCIES
REQUIRING CLARIFICATION SHALL BE DIRECTED TO THE ARCHITECT
PRIOR TO COMMENCEMENT OF THE WORK IN QUESTION.

6. DEMOLITION MAY REQUIRE SELECTIVE REMOVAL OF EXISTING
MATERIALS, TEMPORARY BRACING AND STRUCTURAL SHORING.
REMOVAL OF ALL MATERIALS DISMANTLED NOT INTENDED

FOR RE-USE SHALL BE DISPOSED OF IN COMPLIANCE WITH LOCAL
REGULATIONS.

7. THIS PROJECT SHALL NOT CONTAIN HAZARDOUS MATERIALS
OF ANY OF TYPE, INCLUDING BUT NOT LIMITED TO ASBESTOS.

8. THE CONTRACTOR SHALL OBTAIN ALL REQUIRED PERMITS FROM
THE APPROPRIATE OFFICIALS PRIOR TO COMMENCING THE WORK AND
INSPECTIONS AND APPROVALS UPON COMPLETION OF THE WORK.

9. WHERE ONLY A SINGLE PRODUCT OR MANUFACTURER

IS NAMED, PROVIDE THE PRODUCT INDICATED.

SUBSTITUTIONS SHALL BE PERMITTED ONLY WHEN APPROVED
BY THE OWNER OR THE OWNER'S AUTHORIZED REPRESENTATIVE
THROUGH WRITTEN DIRECTIVE.

10. THE LOCATION OF ALL DOOR FRAMES NOT DIMENSIONED
SHALL BE 4" FROM ADJACENT WALLS UNLESS OTHERWISE
INDICATED.

11. ALL PARTITIONS SHALL EXTEND FROM FLOOR TO
UNDERSIDE OF SUPPORTING STRUCTURE ABOVE
UNLESS OTHERWISE NOTED.

12. INSTALL BLOCKING BEHIND ALL SURFACE APPLIED
FIXTURES, TRIM, GRAB BARS, SHELVES, CHAIR RAILS,
PICTURE RAILS AND BASE MOLDINGS.

13. AT PROJECT CLOSEOUT, SUBMIT SPECIFIC WARRANTEES,
WORKMANSHIP BONDS, MAINTENANCE AGREEMENTS, FINAL
CERTIFICATIONS AND SIMILAR DOCUMENTS.

14, COMPLETE FINAL CLEANUP AT PROJECT CLOSEOUT.
TOUCH-UP, REPAIR AND RESTORE ALL MARRED EXPOSED
FINISHES.

15. I[F TWO CONFLICTING CONDITIONS OR DETAILS EXIST IN
THIS DRAWING SET OR ASSOCIATED SPECIFICATIONS THE
CONTRACTOR SHALL MAKE THEM KNOWN TO THE ARCHITECT,
IT SHALL BE THE ARCHITECTS CHOICE TO DECIDE WHICH
CONDITION OR DETAIL APPLIES, AT NO ADDITIONAL COST.
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