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. Vacuum gauge

. Lifting ring (x4)

. Prilning port for fuel/water separator

.17, full port valve (Outlet Side)
. Flow meter sensor
Pump

. SWK-2000/130MK-G fuel/water

separator

8

9

. Flow meter remote display

. Emergency stop button

10. Control panel -

11. Dry contacts

12. 174" full port valve (Inlet Side)

3. Inlet

14. Outlet

5. Spill sensor

16. Drip pan

17. Water sensor

18. Drain valve

19. Serial number plate

20. Drain valve

1. Filter vent

22. Vacuum sensor
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Control Panel

Digital Timer
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10.

Power button

Digital timer

Manual timer mode button
Circuit breaker

Start button

Alarm reset button

Power on light - indicates when
system is on

Service system light - indicates
an alarm has been triggered and
user must service the system
Pump active light - indicates fuel
polishing system is running
Manual timer mode active light
- indicates system is operating
in manual timer mode (not
scheduile timer mode)

Left key

Up key

Right key

Down key

OK key

Escape key

Inspections Division

Control Panel

Digital Timer
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Flow Rate

Dimensions
(Width x Depth x Height)

Circuit Breaker
Motor Amp. Draw

System Max. Amp.

Pump

Suction Capability (primed)
Timer

Inlet

Outlet

Piping

Filter Torgue Vaiues

Approximately 1,600 GPH (6,056 LPH)

36" x 24" x 46" (914mm x 610mm x 1,168mm)

15 Amps
9.5 Amps Full Load

12A 120V @ 60 Hz
6 A 220V @ 50 Hz

Sintered steel rotor with resin vanes

15 ft vertical lift (1 '/, lines)

Digital PLC

11/2" 4-boit flange x 1 1/2" Female NPT
11/2" 4-bolt flange x 1 1/2" Female NPT
Stainless steel

Bowl Retainer Ring

Lid ca. 20 Nm (177 in-lbs)

(; i‘iﬁ Reverso Pumps. Inc.

ca. 20 Nm (177 in-Ibs)
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Primary Inspection

«  Upon delivery inspect the system for any damage The pickup line(s) (suction) should originate from the
that may have occurred during shipment. lowest point of the tank, approximately half the tube

« Inspect the interior of the unit for mechanical or diameter from the bottom, and should be connected .
electrical damage. ' directly to the inlet. For optimal performance. ensure

+ If the unit is damaged upon delivery, contact the that this line is free and nothing is restricting flow. It is
shipping company immediately. recommended to install a foot vaive to keep the system

primed. especially if the system is located above the

. lowest possible fuel level in the tank.
Electrical .

~ iy

If the system is mounted bejow tank top level, a
priming tee should be installed on the highest point of
the suction line to be able to easily prime the systems
suction line.

The return line(s) (discharge) should be connected to

the outlet and enter the tank as far as possible from

the pick up tube and extending 2/3 down into the

' tank. For optimal performance, ensure that the outiet,
£0 10 properly grounces PoWer SoUrces discharge or return, line(s) are free and nothing is

- Make sure that your unit and power supply are restricting their flow.

configured for the same voltage rating.
*  Dry contacts are for external use. The suction line of the system must be independent
+  External control voltage must be supplied by and separate from the suction line of the engine. Do
customer. not integrate into engine fuel system.
Piping When instaliing this unit, FLEXIBLE CONNECTIONS

MUST BE USED TO REDUCE STRESS on the

Use quality approved fuel line materials with at least ) ’
plumbing and prevent damage to the unit.

1 1/2" inner diameter line. Smaller plumbing will place
excessive load on the motor and shorten its life. A full
port ball valve should be installed on the inlet and outlet Refer to Diag. 2 on next page.
ports of the system.

E * ﬁ@ ! Reverso Pumps. Inc.  www.reversopumps.com | contact@reversopumps.com | Ph: (954) 522-0882
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Hoses, piping, solenoid valves and foot valves shown in the diagrams below are not provided with the system and
must be provided by the user/contractor, unless agreed upon otherwise.

Foot valve

Ball valve

Single Tank Diagram
Diag. 2

, ) Reverso Pumps, Inc.  www.reversopumps.com | contact@reversopumps.com | Ph: (954) 522-08872
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,_UOpen the fuel supply vaive.
Prime fuel system and ensure that there are no leaks.
Prime the filter through the priming port located on the
left side of the filter.

Closed Open

Push and turn to open priming
port and pump fuel into it.

This will prime the filter with T
fuel up to the level of the
priming port. f

| eandita)

_2._! Set gauge pressure indicator (red needie) slightly to
the left of the black needle prior to operation.

The gauge will indicate maximum vacuum pressure
during system operation. When the indicator reaches

/‘)‘"’:;;'*‘2\2

-

15 in-Hg. it is time to drain or change the filter element.

_§.l Choose timer mode:

Manual Timer Mode

«  Must press manual timer mode button to
activate / deactivate.

«  Manual timer mode light will be ON.

. Pump will start upon pressing the start button.

- Pump will automatically shut off after the
preset run time.

Operate in this mode if system will run one set time.

Schedule Timer Mode

Operate in this mode if system will start/stop
automatically on the programmed days of the
week and times.

. Must press manual timer mode button to
activate / deactivate.

. Manual timer mode fight will be OFF.

- Pump will automatically start and stop
according to the preset date and time.

4
—===J Press start button
Power on indicator will be lit.

If in manual timer mode. pump will immediately begin
running.

if in schedule timer mode, pump will only begin
running if within programmed date/time to run.

Verify the pump is cperating by checking vacuum
gauge located on the filter. Gauge will be reading
0-5 in-Hg of vacuum

Emergency Stop Button

The emergency stop button is jocated beside
the control panel

Turn clockwise and press down to shut down
the operation.

Press the reset button. Then press the start

button to resume operation.

é;‘ﬁw%% Reverso Pumps. Inc.

www.reversopumps.com | contact@re

versopumps.com | Ph: (854) 522-0882
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1]

Starting at the program screen, press DOWN key to
view current time screen. )

i
| MTwTESS .

| MIWTFSS |

joN 1m0 | ‘ b
= -+ i

2]
The current date and time is displayed. Time is shown
as 24 hr clock. Date is shown YYYY-MM-DD.

- Press ESC key.

L

P
v

& ok

3]

Use the DOWN arrow to move the cursor to Set.. option.
Press OK key to continue.

oy Sl
Stop i A
Set Param
ISet.. i i b
Prg Name 1 w
i e |
e e

Select Clock.. option. Press OK key to continue.

e o i |

B SR

%)cn@x.. ‘

{ Contrast .~

i Start Screen 7 { b
e
e

5]

Select Set Clock option and press OK key to continue.

P —
| 1
| ¥Set Clock s

| SIW Time..
bane

6]

Flashing black box indicates your selection. Use
LEFT/RIGHT key to move selection. Use UP/DOWN
key to change date and time. Press OK key when
finished and to return to previous menu.

= Sét’ Closk . | sl
h 19:35 ] i
YYYY-MM-DD ‘ b
2012 | h 4
Rt = |
el

7]

Press ESC key. Press ESC key again to return to
current time screen.

JEl

Now shown is the current time screen. Press UP
key to return to program screen.

Th19:35
2012-01-26

WwWW.reversopumps.com | contact@reversopumps.com | Ph: (954) 522-08%2
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Date: M

L_U When using this method, follow sequence
exactly or damage to program can occur (non-
warrantable sit_uation)v

A. Ensure the breaker is ON.

B. Move the red power switch to the ON position and
power indicator light is on.

C. Ensure timer mode is switched to Schedule Timer.

P
Run Days ——————-""%MTWTFSS ES
_ MTWIESS | € %
Start Time —"®0oN 1100 |
Stop Time ———#0FF 15:00 | L 4
e
MESC. oK.

._2J Hold the ESC key until flashing underline appears
under the first day of the week. This flashing
underline indicates your selection. Use the LEFT/
RIGHT keys to move hetween the dates, start time,
and stop time.

AR
| MTWTFSS | L.

i MTWTFSS i

ON 11300 | Q }
EOFF, 15:00 ! A 4

-?J Change the run days

With the flashing underline in the days row, press the
OK key until flashing box appears. Use the LEFT/
RIGHT key to move between days. Use the UP/
DOWN key to program run days. A dash(-) indicates

the system will not run on that day. Press OK key when
finished and the cursor will return to flashing underline.

Change the run time

With the flashing underline in the days row, use the
LEFT/RIGHT key to move to start time (ON).Press OK
key until flashing box appears. Use UP/DOWN key

to change time. Press OK key when finished and the
cursor will return to flashing underline. Repeat with
stop time (OFF).

-éj Press ESC to save. Flashing underiine will disappear.

i MTWTESS
foN. 0800 | 4« b
|OFF 14:00 | A 4

—6—l Setting the schedule timer is finished. In this example,
system will run on Monday, Wednesday and Friday.
System will start at 8:00 am and stop at 2:00 pm.

M-W-F--

L O

—7—-[ Every 5 seconds, screen will request user to push
Start button to activate program.

E,wa e

To Activate

Push the
E o Stast | { >
Button i h 4
ESC. LOKL

8 i -
-—] Afterwards, every 5 seconds screen will indicate the
schedule timer is active.

1 \’ Reverso Pumps. Inc.  www.reversopumps.com | contact@reversopumps.com | Ph: (954) 522-0882
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Top row indicates current time.
- Bottom row indicates program time.

~ Manual ’g F S
Current time B CURR  00:00 4 b
Program time ~————1 SET 10:00m | b 4

2]

Press and hold ESC key until flashing underiine.
appears. This indicates your selection.

% Manual 3 &
ICURR. 0:00 ‘ >
SET  10:00m | A 4

3

Use RIGHT arrow key to move underline to
program time (SET).

T e—— s
( Manual i S
[CURR  00:00 4 &
ISET  10:00m | -

(S am s o

Press OK key and flashing box appears.

Use UP/DOWN key to change time. The “‘m” indicates
minutes and can be changed to ‘h” for hours.

When finished, press OK key.

= i
i i
ICURR  00:00 ‘ b
jseT  Wooom | A 4
s

5]

in the screen shown below, the system is set to run for

Flashing box will return to flashing underline. Press
ESC to save. Flashing underline will disappear.

e ——————————

Manual PN

iéukk - 00:00 s ‘ ’
ESET - 20:00m A 4
BT ,..w,;r;j

20 minutes and will stop once the time has expired.

\1‘ Reverso Pumps, Inc.

Www.reversopumps.com | contact@reversopumps.com | Ph: (954) 522-0818;2
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There are three different alarms installed in the unit.

If one of the alarms should sound: De-energize system when servicing unit.

1. Follow the directions displayed on the screen. ; .
2. Press RESET/STOP button

3. Wait at least 2 minutes, then press START to restart the unit.

If you have successfully cieared the alarms, the unit should restart.

 hwar &
f SRS EOWL 4 ) High Water Alarm

High Vacuum Alarm

Backflushing procedure can be executed up to 5 times
before replacing the filter element.

=
SPILL ALARM 3 e .
, ‘ i Spill Alarm
v

; , Reverso Pumps, Inc.  www.reversopumps.com | contact@reversopumps.com | Ph: (854) 522-0882




Prior to s'ervicing the filters, ensure that the unit is OFF. Press the red, emergency stop button.
Backflushing is for particulate and water removal only and will not remove sludge once embedded

in the filter media.

1

’““jTurn the system off. Shut off the
fuel supply valve and isolate unit
before servicing the filter.

7]

Open the bleed valve.

particles to be released from the filter elements.

- bleed valve

Allow water and dirt to settle into bowl.
Large droplets of water/dirt will fail to
the bottom of the bowl.

PUSH in and turn counter- Closed Open

clockwise to open drain
vaive.

5]
Drain out the water/dirt that has
accumulated in the bottom of the bowi.

6]

Close drain valve by turning clockwise.

Allow dirt and water to settle again.

As the fuel is drained out of the separator in step 5, more
dirt and water will be flushed from the filter and will collect
in the bottom of the bowl.

7]

If necessary repeat step 5 t0 6.
Open fuel supply valve.

5]

Prime the filter and close the bleed valve.

bleed valve

S

%‘3} Reverso Pumps, Inc.

www.reversopumps.com | contact@reversopumps.com | Ph: (954) 522-0%82
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This will break the vacuum in the filter allowing water and small
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Prior to servicing the filters, ensure that the unit is OFF.

I | 2] : | o :
Turn the system off. Shut off the fuel supply valve Loosen the lid screws evenly in the following sequence.
and isolate unit before servicing the filter. Remove lid. 5 1

£

16—

12—+

o) 14
For easier element removal, open drain valve Lift out filter elements by the handles. it may be necessary to
(PUSH in and turn counter-clockwise) to lower fuel loosen the filter elements with a blade screwdriver.

level to bottom of filter elements. o Replace with new filter elements and re-fit the spring cassette.

This filter requires four elements.

drain valve ey .

5] 6]

Inspect lid gasket.
Replace if necessary.

Fit lid checking for correct positioning. Evenly tighten in the
sequence shown in step 1 (torque value ca. 20 Nm (177 in-1bs).

——7-—] Replacement Filter Element
If the fuel level is above the filter, open the fuel
supply valve and vent valve, prime fuel system and Element # Description
ensure there are no leaks. .
If the filter does not automatically fill with fuel, it will 21510 20 Mfcron 34 perpysiem
be necessary to fill the filter using the primary port 01830 30 M!cron %4 persysiemn
018860S 50 Micron (Stainless Steel) x 4 per system

on the side of the filter housing and slowly pump
fuel in the unit until it exits the vent valve.

A=l 2 @) Reverso Pumps, Inc.  www.reversopumps.com | contact@reversopumps.com | Ph: (954) 522-0882




Remote Display
1. LCD display
2. Reset button

3. CAL button

LCD Display

1. Volume dispensed from when the RESET button
was last pressed

_Indication of battery charge

N

3. Indication of calibration mode

Totals register that indicates 2 types of totals:
Total that cannot be reset (TOTAL)
Resettable total (TOTAL RESET)

s

5. Indication of multiplication factor (x10/x100)

Indication of type of measurement of Total

o

7. Indication of type of total (Total or Reset Total)

. Indication of Flow Rate mode

e8]

9. Indication of unit of measurement of Partial
Qts=Quarts
Pts=Pints
L=Liters
Gal=Gallons

www«mqa

Ga -
xmo L ..‘___{, 6:'

Cmvﬁﬁﬁﬁﬁ

[~

Qrs _____rﬂ
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Daily Operation

Reset Total:

indicates the quantity dispensed since the last RESET Total resetting. The RESET Total cannot be reset until the
Partial has been reset, while vice-versa, the Partial can always be reset without resetting the RESET Total. The
unit of measurement of the 2 Totals can be the same as the Partial or else different according to the factory or
user settings

General Total:
The General Total register (Total) can never be reset by the user. It continues to rise for the entire operating life of

the meter.

Switchover from Reset Total to General Total display is automatic and tied to phases and times that are factory set
and cannot be changed by user.

Partial register:
Positioned in the top part of the display indicates the quantity dispensed since the RESET key was last pressed.

Reset Total Display General Total Display

Notes: AR — Q) G a.)
6 Digits are available for Totals, plus ‘ ‘ _J LJ ':: " <& Partial —» ' __' ‘_. L_' E "

two icons x10 / x100. The increment ":: ‘J l‘-l register "_,"_I lJ

sequence is the following:

< 999999 x10 « 100000 x100 RESET - -
{ e Oa { on B
= O

+ 999999 x100

0.0 » 99999.9 » 999999 - 100000 x10
v, \ »,

\.

Meter is supplied with a factory calibration that ensures precise measuring in most operating conditions.

Configuration of Unit of Measurement

The meter features a menu with which the user can select the main measurement unit:
Qts=Quarts
Pts=Pints
L=Liters
Gal=CGallons

The combination of the unit of measurement of the Partial register and that of the Totals is predefined
according to the following tabie.

Combination Number

Unit of Measurement
Partial Register

Unit of Measurement
Totals Register

I Liters (L) Liters (L)
2 Galions (Gal) Gallons (Gal}
3 Quarts (Qts) Gallons (Gal)
4 Pints (Pts) Gallons (Gal)

Continued on next page...

. L,Ef% Reverso Pumps, Inc.
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Continuation of Configuration of Unit of Measurement.

To choose between the 4 available combinations:

Step 1
Wait for the meter to go to
standby.

Important:

Step 2

Press the CAL key and
RESET key together.
Keep them pressed until
‘UNIT” appears on the
screen together with the
unit of measurement set
at the time.

Step 3 .

Every short press of the
RESET key will change the
various combinations of the
unit of measurement.

Inspections Division

Date:_01/19/18

Step 4 g
Press the CAL key at
length to store the new
chosen setting. The meter
will pass through the start
cycle and will then be
ready to dispense the set
units.

S

The Reset Total and Total registers will be automatically changed to the new unit of measurement.
No new calibration is required after changing the unit of measurement.

Dispensing in Normal Mode

This is dispensing during which, while the count is made, the Partial and Reset Total are displayed at the same time.

Should one of the 2 keys RESET or CAL be accidentally pressed during counting, this will have no effect.

A few seconds after dispensing has ended, on the lower register, the display switches from Reset Total to General
Total: the word RESET above the word TOTAL disappears, and the Reset Total is replaced by the General Total.
This situation is called standby and remains stable until the user operates the meter again.

Resetting the Partial Register

Step 1
The Partial register can

be reset by pressing the

RESET key when the meter

is in standby, meaning
when the display screen
shows the word “TOTAL".

h
=_l I_II"O“

7
g o

Step 2
After pressing the RESET

key, during reset, the
display screen first of all

Step 3
At the end of the process,

a display page is first of all
show with the reset Partial

Step 4

fter a few moments, the
Reset Total is replaced by
the NON resettable Total

shows all the lit-up digits and the Reset Total. (Total).
and then all the digits are
not lit up.
-7 Qs (" -’- -r QYQ a \-ivrw Q\

D Oooe | Ameme | e

G G, Ll Ll L

FLOW RATE oy - |

cadBBEEBER) | R | 13

Reverso Pumps, Inc.
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Resetting the Reset Total - ~
. D:S .

The Reset Total resetting operation can only be performed after resetting n i-‘ n r-‘

the Partial register. The Reset Total can in fact be reset by pressing the - "‘lJ U '..!

RESET key at length while the display screen shows RESET TOTAL as on
the display shown to the right.

Schematically, the steps to be taken are:

Step 1

\Wait for the display to show

normal standby display
(with Total only displayed).

Inspections Division

| ed )

Step 2 Step 3 ‘ Step 4

Press the RESET key The display screen again Finally shows the display
quickly. The meter starts to shows all segments of the screen where the reset
reset the partial. display lit up followed by ali  Reset Total is shown.

the segments not lit up.

7

a0 (nnnne [EREnne (nnnne
Tabe b b S B I R AR TR TR [ N R R KA R
R | 23 |catBEEBREE) | I

Dispensing with Flow Rate Mode Display

it is possible to dispense fluids, displaying at the same time:
1. The dispensed partial
2. The Fiow Rate in [Partial Unit/minute]

Procedure to enter this mode:

Step 1

Wait for the remote display
to go to standby, meaning
the display screen shows
Total only.

( - - s Qv‘?
(0
IC, 212

\ g E|3 TOTAL Gi

Notes:

If one of the two keys RESET or CAL is pressed during th
Flow rate is updated every 0.7 seconds. Consequently, th
Even though in this mode they are not displayed. both the Reset
value can be checked after dispensing has terminated returning

Step 2
Quickly press the CAL key and
start dispensing.

To return to Normal mode. press
CAL key again.

(s

FLOW RATE

23 .

Important:

The flow rate is measured
with reference to the unit of
measurement of the Partial.

(e
'¢~-“

L" .

- T
-

-

/ FLOWRATE N

i ‘83 ) Ba

b [ ‘ ' < /__J
| aean g

e count. this will have no effect.

e display could be relatively unstable at lower flow rates.
Total and the General Total (Total) increase. Their
to Normal mode, by quickly pressing CAL.

| Reverso Pumps, inc.

www. reversopumps.com | contact@reversopumps.com | Ph: (954) 522-0882



Battery Replacement pecins s

Remote Display requires two AA batteries.

Step 1.
Step 2.
Step 3.
Step 4.
Step 5.

Step 6.
Step 7.

Remove remote display from system by loosening the two screws
Loosen the 4 screws that secure the rear lid.

Remove lid and gasket.

Remove batteries.

Place in new batteries ensuring the positive pole is positioned as indicated on the battery compartment and
shown below.

Place gasket and lid back on with the 4 screws.

Remote display will display the same Reset Total, same Total, and same Partial indicated before batteries
were changed and does not need to be recalibrated.

Reverso Pumps, InC.  Www.reversopumps.com | contact@reversopumps.com | Ph: (954) 522-0882
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Problem

Inspections Division

Possible Causes

No fuel delivery

"« Pump does not run

« Pump and filter are not primed

» Fuel supply or discharge line blocked. Check the alarm
« Lift is too high

<« Air leak in fuel supply to pump

inlet or outlet valve closed

Foot (check) valve installed backwards or plugged

Insufficient fuel delivered

Air leak at intet

Lift too high

Pump worn

inoperative foot valve

Piping improperly instalied or dimensioned
Filter/water separator plugged

Rapid pump wear

Pump has been run dry or insufficient fuel

Plumbing on inlet side not appropriately dimensioned.
Pump requires too much power

Air in plumbing lines

Liguid too viscous

.

Noisy operation

« insufficient fuel supply
- Air leaks in the inlet pipe
Air or gas on the suction side

Motor does not turn or turns intermittently

« Control power not av.ai!able

Tripped circuit breaker on control hoard
Pump failed and seized

Motor failure

Pump leaks fuel

Loose pump plumbing fittings

Worn pump shaft seai

Excessive heat from over head storage tank
Worn pump o-rings or seals

\fersion 10/13/14
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