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NOTE:

-REUSE FIXTURES TYFE B 4 C.

-PROVIDE NEW FIXTURES TYPE A ¢ D.

-RELOCATE SPRINKLER HEADS AS REQUIRED

-REWORK MECHANICAL AS REQUIRED, VERIFY IN FIELD PRIOR TO BIDDING.

-RELOCATE AND/OR REFPLACE RECEPTACLES, LIGHT SWITCHES AND OTHER DEVICES AS REQUIRED.

-RELOCATE AND/OR RECONNECT FIRE DETECTION OR ALARM DEVICES AS REQUIRED.

RCP AND ELECTRICAL PLAN
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SCOPE OF WORK

-DEMO EXISTING WALLS AND PROVIDE NEW WALLS INDICATED.

-REMOVE AND REPLACE FINISHES (SEE SCHEDULE).

-ASSOCIATED CUTTING AND PATCHING.

REFLECTED CEILING PLAN

SYMBOLS

NEW &" COMPACT FLUORESCENT
RECESSED CAN, MATCH EXISTING

RECESSED CAN, REUSE EXISTING

x4 FLUORESCENT FIXTURE,
WALL MOUNTED, REUSE EXISTING

NEW WALL MOUNTED
FLUORESCENT FIXTURE,
MATCH EXISTING

ACT

EX

EXISTING LIGHT FIXTURE TO REMAIN

GE

-REMOVYE AND REPLACE EXISTING LIGHTING, SEE RCF.
-ASSOCIATED MECHANICAL, SPRINKLER AND ELECTRICAL WORK

NERAL NOTES

.

DE

VERIFY ALL EXISTING CONDITIONS AND DIMENSIONS IN THE FIELD.
NOTIFY ARCHITECT OF ANY DISCREPANCIES.

EXISTING HANDRAILS AND DOOR ARE TO BE SAVED FOR REUSE.
SEE FINISH 8CHEDULE FOR PAINT, FINISHES, ETC.

DIMS TO FACE OF FINISH.

MOLITION NOTES

DEMOLITION WORK MAY BE SHOUWN ON PLANS, ELEVATIONS OR REFLECTED
CEILING PLANS.

CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE CAUSED TO EXISTING
CONSTRUCTION TO REMAIN. CONTRACTOR SHALL SEAL OFF AREA OF WORK
FROM DUST AND DEBRIS.

CONTRACTOR SHALL BE RESPONSIBLE FOR PROPER REMOVAL ¢ DISPOSAL
OFF SITE OF ALL CONSTRUCTION DEBRIS ¢ DEMOLISHED MATERIALS.

ALL SURFACES CREATED OR EXPOSED BY DEMOLITION WORK SHALL BE
FINISHED TO ALIGN WITH AND MATCH ADJACENT/PROPOSED FINISHED SURFACES
INCLUDING FLOORS, BASES, WALLS, CEILINGS ETC.

FIRE PROTECTION

RELOCATE AND REINSTALL/ADD SPRINKLER HEADS AS REQUIRED BY THIS
WORK AND NFPA-13. PROVIDE ANY ENGINEERING AND SUBMITTALS REQUIRED
FOR PERMITTING BY AUTHORITIES HAVING JURISDICTION.

HVAC

REMOVE, RELOCATE, REFPLACE DUCTS, GRILLES ¢ DIFFUSERS, AS REQUIRED BY
THIS WORK. VERIFY EXISTING CONDITIONS ABOVE CEILINGS IN THE FIELD.

ELECTRICAL

RELOCATE, REINSTALL, REPLACE FIRE DETECTION/ALARM DEVICES.

CODE NOTES

A

THE DESIGN AND CONSTRUCTION OF PROJECT SHALL CONFIRM TO CODES, LAWS,
REGULATIONS AND ORDINANCES OF ANY KIND REQUIRED BY GOVERNMENTAL
AUTHORITY OR OTHER REGULATORY AGENCY HAVING JURISDICTION OVER THIS
PROJECT AND SPECIFICALLY:

1. INTERNATIONAL BUILDING COE, 20203

2. ELECTRICAL: NATIONAL ELECTRICAL CODE (NFPA 12), LATEST EDITION

3. NFPA |2 FIRE PROTECTION SYSTEMS

STRUCTURE 15 CLASSIFICED AS 1-2, NURSING HOME, OF TYPE 2 CONSTRUCTION WITH ONE
HOUR FIRE RESISTANT BEARING WALLS, FLOOR AND ROCF STRUCTURE, FULLY
SPRINKLERED.

LEGEND

- - - - - = Um_l\_o_l_nﬁ_oz

EXISTING CONSTRUCTION

NEW CONSTRUCTION

Revisions No. Date
ROOM NAME FLOOR BASE WALLS CEILING REMARKS
Project:
EXAM/TREATMENT ROOM YCT-PME VINYL GUB/PAINT ACT-2 COUNTER, EXAM SINK TO REMAIN, MATCH EXISTING
MAIN PROMENADE CARPET VINYL GWB/PAINT ACT-2 MATCH EXISTING FINISHES -—- —-— m m > g —l " O o —-— m z

LEGEND

YCT = VINYL COMPOSITION TILE, MATCH EXISTING
ACT-2 = 2 x 2 ACOUSTIC TILE PANELS, TEGULAR EDGED, FIRE RATED TILE ¢ GRID SYSTEM, MATCH EXISTING
PME = PATCH, MATCH EXISTING
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