SCALE: 1/4" =1"WHEN PRINTED ON 11X17 PAPER BASED ON THE INTERNATIONAL RESIDENTIAL CODE STAIRWAY ILLUMINATION: ALL EXTERIOR STAIRWAYS SHALL BE
ILLUMINATED AT THE TOP LANDING TO THE STAIRWAY.

ILLUMINATION SHALL BE CONTROLLED FROM INSIDE THE _ »
DWELLING OR AUTOMATICALLY ACTIVATED. el i

Approved with Conditions

DISCLAIMER: THIS PLAN IS NOT CONSIDERED COMPLETE UNLESS
APPROVED BY YOUR BUILDING INSPECTOR OR STRUCTURAL
ENGINEER. BUILDER ACCEPTS ALL RESPONSIBILITY AND
LIABILITY. DECKS.COM LLC AND ASSOCIATED SPONSORS ACCEPT
NO LIABILITY FOR THE USE OF THIS PLAN.

Date: _
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Decking to be 5/4x6 Pressure Treated Pine. (Follow manufacturers' installation instructions)

All hardware to be corrosion resistant and installed per manufacturers' instructions.

Stairs to be built max rise 7-3/4" min rise 4" in run 10" per IRC code.

DISCLAIMER: ONLY USE #2 OR BETTER PRESSURE TREATED SOUTHERN PINE
2X10 FOR FRAMING MATERIALS. NEVER SUBSTITUTE SOFTWOODS OR
COMPOSITE FOR FRAMING MATERIALS.
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