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2 PLY 2X12 SPF

RIDGE TYPE

2X10 SPF 16" OC W/ 5/8"0OSB T&G

RAFTER SIZE AND SPACING

3' GRACE I&W / RHINO / LADMARK LT ARC SHINGLES

ROOF MEMBRANE

\ 36" ICE ¢ WATER SHIELD WITH
RIGHT-FLOW DRIP EDGE

&" / 12" - TYPICAL FOR ALL EXTERIOR
WALLS AS PER MANUFACTURERES SPECIFICATIONS e
172" GYPSUM WALLBOARD -- TAPED
i R-40 MINIMUM INSULATION
6 WALL STUDS AT I6" O.C. WALL BASE TRIM -- COORDINATE WITH FINISHES B

SIDING: SEE SPECIFICATIONS

3/4" T4G PLY APA *40/20 GLUED AND
NAILED TO JOISTS WITH 8D RING SHANK
NAILS AT 6" EDGES AND 10" FIELD
- OR AS PER STRUCTURAL PLANS

MINIMUM R-20
FIBERGLASS BATT
WALL INSULATION

CONTIN. RIM JOIST / FLOOR FRAMNG /

ROXUL

FLOOR JOIST - TYPE, SIZE 4 SPACING
- SEE HLC. SALES

2Xe STUDS 2 16" O.C.

SERVICE TO IT'S CUSTOMERS AND ARE INTENDED FOR INFORMATIONAL
AND ILLUSTRATIVE PURPOSES ONLY. THE INFORMATION PRESENTED IN
HAMMOND LUMBER COMPANY SUGGESTS THAT ITS CUSTOMERS SEEK THE
SERVICES OF A REGISTERED ARCHITECT TO OBTAIN TECHNICAL
DRAUWINGS ARE NOT TO BE USED AS A BASIS FOR CONSTRUCTION AND
HAMMOND LUMBER COMPANY DISCLAIMS ANY RESPONSIBILITY IF THEY

ARCHITECT AND SHOULD NOT BE USED AS A BASIS FOR CONSTRUCTION.
BLUEPRINTS IF THE CUSTOMER DESIRES TO PROCEED FURTHER.

DRAUWINGS ARE PROVIDED BY HAMMOND LUMBER COMPANY AS A
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HAMMOND LUMBER COMPANY HAS SUPPLIED THIS DRAUWING
FOR ILLUSTRATIVE AND INFORMATIONAL PURPOSES ONLY.
HOMEOUWNER/CONTRACTOR 1S RESPONSIBLE FOR ENSURING
THAT THE MATERIALS CHOSEN WILL COMPLY WITH LOCAL
BUILDING CODES AND/OR STANDARD BUILDING PRACTICES.
HAMMOND LUMBER COMPANY SUGGESTS THAT ITS CUSTOMERS
SEEK THE ASSISTANCE OF A REGISTERED ENGINEER OR
ARCHITECT IF FURTHER INFORMATION 1S NEEDED. THIS
DRAWING 1S NOT SUPPLIED TO BE USED AS A BASIS OF
CONSTRUCTION AND HAMMOND LUMBER COMPANY DISCLAIMS
ANY RESPONSIBILITY IF THEY ARE SO USED.
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