
NFPA 101 Life Safety - Complete Summary


3.3.32.5 New Building


6.1.9.1 New Residential Board and Care Occupancies


A3.3.178.12 Group housing arrangement that provides personal care service but not nursing care.


A3.3.82.2 Some residents may be considered incapable of self-preservation, but the intent of Residential Board


and Care Facilities is that with proper fire drills and emergency planning everyone can get out safely.


6.2.2.3 Ordinary Hazard Contents


7.3.1.2 Occupant Load: 13 people


Board and Care: 2,196sf @ 200sf/person = 11


Storage: 560sf @ 500sf/person = 2


32.1.1.3 Small Facilities (this project has sleeping accommodations for 5 residents only)


32.1.4 No means of egress shall be considered complying unless regular evacuation drills are conducted.


32.1.5
 :RRG�IUDPHG�ZDOOV�ZLWK�J\S�ERDUG�RI�QRW�OHVV�WKDQ�ò´�LQ�WKLFNQHVV�VKDOO�PHHW�WKH�UHTXLUHPHQWV�RI�SURYLGLQJ�D

PLQLPXP�ò�KRXU�ILUH�UHVLVWDQFH�UDWLQJߜߜ�ߛ������$ߛ��


32.2.1.3 No min construction requirements


32.2.2
 ³'HVLJQDWHG�PHDQV�RI�HVFDSH�VKDOO�EH�FRQWLQXRXVO\�PDLQWDLQHG�IUHH�RI�DOO�REVWUXFWLRQV�RU�LPSHGLPHQWV�WR�IXOO�LQVWDQW

XVH�LQ�WKH�FDVH�RI�ILUH�RU�HPHUJHQF\�´


32.2.2.2.1
 ³(YHU\�VOHHSLQJ�URRP�DQG�OLYLQJ�DUHD�VKDOO�KDYH�DFFHVV�WR�D�SULPDU\�PHDQV�RI�HVFDSH�ORFDWHG�WR�SURYLGH�D�VDIH�SDWK

RI�WUDYHO�WR�WKH�RXWVLGH�´


32.2.2.3 Secondary means of escape: Not required with a sprinkler system


32.2.2.4.7 Attic stair does not need to be enclosed


32.2.2.5.1
 0LQ�GRRU�ZLGWK����´

32.2.2.5.2 Doors can swing or slide


32.2.2.5.3 Closets shall open from inside


32.2.2.5.4 Locked bathroom doors shall open from outside


32.2.3.2 Attic, which may be used for Bulk storage of food or other household items, is a Hazardous area


32.2.3.2.5 Sprinkler system will provide adequate protection


32.2.3.3.2 Interior wall and ceiling finishes complying with 10.2 shall be Class A,B or C.


32.2.3.3.3 Floors shall have a minimum critical radiant flux of 0.1 W/cm2


32.2.3.4 Fire detection and alarm system will be installed.


32.2.3.5.3.1 NFPA 13R System will be installed


All habitable areas including closets will be sprinklered.


32.2.3.6.2 Corridor walls shall be smoke partitions (8.4)


GWB wall and ceiling assemblies will suffice


32.2.3.6.4 Doors shall have latches, be closable by occupants, and shall not need a closing device.


32.7.1.1 Administration shall have written plan for emergency evacuation and other emergencies.


32.7.1.2 Emergency plan shall revised as capabilities of staff and consumers change.


32.7.1.3 Emergency plan shall be reviewed by staff not less than every two months.


32.7.2 Residents shall be trained to act in accordance with the emergency plan, which may include helping themselves and


others.


32.7.3 Emergency egress drills shall be bi-monthly and at least two per year shall occur at night.


32.7.4 Smoking regulations and policies shall be in place.


32.7.5.1 New curtains and draperies shall conform with NFPA 701


32.7.5.2.1 New furniture shall be tested in accordance with NFPA 260


32.7.5.3.1
 1HZ�PDWWUHVVHV�VKDOO�KDYH�D�FKDU�OHQJWK�QRW�H[FHHGLQJ��´�ZKHQ�WHVWHG�LQ�DFFRUGDQFH�ZLWK����&)5������


IBC - Complete Summary

310.1 Residential Group R-3 - One (1) dwelling unit


(Uses that would otherwise be classified as I-2 default to R-3 when they have less than 6 beds.)


(Is this building will function as a private home, the IRC is allowed to be the governing code.)


IRC - Complete Summary

R301 (See Structural Evaluation)


R302.1 Exterior walls >5' separation distance: Not fire-resistance rated


Projections >5' separation distance: Not Fire-resistance rated


Wall openings >5' separation distance: Unlimited


Penetrations >5' separation distance: No protections required


R302.7
 ò´�*\S�PXVW�SURWHFW�VWDLUV�LQ�HQFORVHG�VSDFHV�XQGHU�VWDLUV

R302.11 Provide Fire Blocking:


At ceiling and floor levels (including soffits and cove ceilings)


Between stair stringers at top and bottom of run


At ceiling and floor penetrations with materials complying with ASTM E 136


R302.12 No draftstopping required as there are no usable spaces above ceiling


R303.1 All habitable rooms must have glazing areas at 8% of floor area, or be artificially ventilated and lit


R303.3 Bathrooms must have 3sf of glazing, or be artificially ventilated and lit


R303.7 Required glazing shall open directly into yard.


R304 One room shall be 120sf minimum


All habitable rooms shall be 70sf minimum and shall not be less than 7' in any direction


Only areas with sloped ceilings over 5' and flat ceilings over 7' shall contribute to the required areas.


R305 Min ceiling height: 7'


R308.4 Doors shall have safety glazing.


R310.1.1 Min emergency opening area: 5.7sf


R310.1.2
 0LQ�HPHUJHQF\�RSHQLQJ�KHLJKW����´

R310.1.3
 0LQ�HPHUJHQF\�RSHQLQJ�ZLGWK����´


R311.2
 (JUHVV�'RRU���´�ZLGH����´�KLJK

R311.3
 ��´�GHHS�ODQGLQJV�VKDOO�EH�SURYLGHG�RQ�HLWKHU�VLGH�RI�HJUHVV�GRRU�

R311.6
 +DOOZD\V���´�ZLGH

R311.7
 6WDLUZD\���´�ZLGH



�KHDGURRP´��ߚ�
:LQGHUV��PHDVXUHG���´�IURP�LQVLGH�DQG��´�PLQ�GHSWK�DQ\ZKHUH

5LVHU����ô´

7UHDG����´


R311.7.5
 /DQGLQJV���´�GHHS

Landing not required at top of stair with door opening away from stair


R311.7.7 Handrail shall be provided on one side of stair.


+HLJKW����´���´

*ULS�6L]H�
ߜFLUFXODUߛ�´����´�����

R312.1
 *XDUGV�ZKHUH���´�GURS

��´�KLJK


R313 NFPA 13D system required. NFPA 13R system will be installed.


R314 Smoke Alarms hardwired required


R315 CO detectors required


N1102.1 Insulation and Fenestration Minimums:


Fenestration U-Factor 0.35


Ceiling R-Value 49


Wood Frame Wall R-Value 20 or 13+5


Slab R-value and depth 10, 4ft


Building Code Brief Summary


Building Area Total: 2,756sf


First Floor: 2,196sf


Second Floor: 560sf


Sprinkler System: NFPA 13


Fire alarm & detection: yes


Number of exits: 2


NFPA 101 Life Safety - Brief Summary

Use: New Residential Board & Care


- Ordinary Hazard


- Small Facility


Occupancy Load: 13 people


Construction Type: Non Required


Sprinkler: NFPA 13


Separation Requirements:


Corridor walls: Smoke Partitions


IBC - Brief Summary

Use: Residential R-3


- One dwelling unit


(IRC allowed)


IRC - Brief Summary

Sprinkler: NFPA 13R


Separation Requirements: none


Number of exits: 1 minimum


Insulation and Fenestration Minimums:


Fenestration U-Factor 0.35


Ceiling R-Value 49


Wood Frame Wall R-Value 20 or 13+5


Slab R-value and depth 10, 4ft
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