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NFPA 101 Life Safety - Complete Summary Building Code Brief Summary '5 Date: 05/09/13
e Planner: Benjamin Wallace
3.3.32.5 New Building Building Area Total: 2,756sf S b
First Floor: 2,196sf A A 9 2
6.1.9.1 New Residential Board and Care Occupancies Second Floor: 560sf " - 9
A3.3.178.12 Group housing arrangement that provides personal care service but not nursing care. Sprinkler System: NFPA 13 = ooE
A3.3.82.2 Some residents may be considered incapable of self-preservation, but the intent of Residential Board Fire alarm & detection: yes E o'{; w9 %
and Care Facilities is that with proper fire drills and emergency planning everyone can get out safely. Number of exits: 2 < g % o3
6.2.2.3 Ordinary Hazard Contents O e colia
T 05359
7.3.1.2 Occupant Load: 13 people NFPA 101 Life Safety - Brief Summary || 4 o gt‘ ; B %
Board and Care: 2,196sf @ 200sf/person = 11 Use: New Residential Board & Care N 23 5
Storage: 560sf @ 500sf/person = 2 - Ordinary Hazard “a ~ <— ¢| FEET —> g
_Sma”FaCmty | ™ H I Il D DSl E H_:J
32.1.1.3 Small Facilities (this project has sleeping accommodations for 5 residents only) Occupancy Load: 13 people I 5
3214 No means of egress shall be considered complying unless regular evacuation drills are conducted. Construction Type: Non Required n '5
32.1.5 Wood framed walls with gyp board of not less than 2" in thickness shall meet the requirements of providing a Sprinkler: NFPA 13 I ,'-'_J
minimum “2-hour fire resistance rating. (A.8.3.1(4)) Separation Requirements: i
Corridor walls: Smoke Partitions ﬁ | ﬁ g
32.2.1.3 No min construction requirements | <
32.2.2 “Designated means of escape shall be continuously maintained free of all obstructions or impediments to full instant
use in the case of fire or emergency.” IBC - Brief Summary / :I: -
32.2.2.21 “Every sleeping room and living area shall have access to a primary means of escape located to provide a safe path Use: Residential R-3 P
2223 gf travel to the outside. | | | | - One dwelling unit %@ﬁf\[’i@f/\/\\
2.2. econdary means of escape: Not required with a sprinkler system (IRC allowed) / (55 \@CN
32.2.24.7 Attic stair does not need to be enclosed ’ \f"
32.2.2.51 Min door width: 32” IRC - Brief Summary /
32.2.2.5.2 Doors can swing or slide Sprinkler: NFPA 13R \ a7
32.2.2.5.3  Closets shall open from inside ; y Y
32.2.2.54 Locked bathroom doors shall open from outside Separation Requirements: none Sl TS
32.2.3.2 Attic, which may be used for Bulk storage of food or other household items, is a Hazardous area = Py
32.2.3.2.5 Sprinkler system will provide adequate protection Number of exits: 1 minimum
32.2.3.3.2 Interior wall and ceiling finishes complying with 10.2 shall be Class A,B or C.
32.2.3.3.3 Floors shall have a minimum critical radiant flux of 0.1 W/cm2 Insulation and Fenestration Minimums:
32.2.34 Fire detection and alarm system will be installed. Fenestration U-Factor 0.35
32.2.3.5.3.1 NFPA 13R System will be installed Ceiling R-Value 49 L
All habitable areas including closets will be sprinklered. Wood Frame Wall R-Value 20 or 13+5 z
32.2.3.6.2 Corridor walls shall be smoke partitions (8.4) Slab R-value and depth 10, 4ft o
GWB wall and ceiling assemblies will suffice
32.2.3.6.4 Doors shall have latches, be closable by occupants, and shall not need a closing device. L
o _ | | _ — _ _ T T - - il T _ — — — 24
32.7.1.1 Administration shall have written plan for emergency evacuation and other emergencies. I 4}2 I 1]
32.71.2 Emergency plan shall revised as capabilities of staff and consumers change. | I % - I =
32.71.3 Emergency plan shall be reviewed by staff not less than every two months. . I % x | ()]
32.7.2 Residents shall be trained to act in accordance with the emergency plan, which may include helping themselves and . | _’% I | 2 [TT]
others. \ ********* | /// I I | b=l s
32.7.3 Emergency egress drills shall be bi-monthly and at least two per year shall occur at night. I O % O I Z
32.7.4 Smoking regulations and policies shall be in place. “ D ! % u l -q - d
32.7.5.1 New curtains and draperies shall conform with NFPA 701 ] Z//////////// “ u I O L] 7)) >
32.7.5.21 New furniture shall be tested in accordance with NFPA 260 || \ ! % ! | s Wl
32.7.5.3.1 New mattresses shall have a char length not exceeding 2” when tested in accordance with 16 CFR 1632. . ! % ! CZD <ZE ; S
<EY y | | SNy~
. l O™ O Q
IBC - Comblete Summar = SMOKE PARTITION WALL (RATING ) S ON © = O
P y 5, r <— 4% FEET —> avw a0
310.1 Residential Group R-3 - One (1) dwelling unit MET BY STANDARD 7 OWP, | e e ——
(Uses that would otherwise be classified as I-2 default to R-3 when they have less than 6 beds.) WOD FRAMING, %%" GWP % O C O C —
(Is this building will function as a private home, the IRC is allowed to be the governing code.) ASSEMPBLY) % |7»_9J_~ DEAD END HALL WAY
% 7 ’ ) [7-2" DEAD END HALLWAY n 9
IRC - Complete Summary %/W////////////WWW////M////////////////% —— T T (ZD 8
R301 (See Structural Evaluation) « EXIT || % \ || 0 Ny
R302.1 Exterior walls >5' separation distance: Not fire-resistance rated % | @ [ = = S B0
Projections >5' separation distance: Not Fire-resistance rated % 1 ; p 5 SN Era=——y~
Wall openings >5' separation distance: Unlimited = mmm [RA/FL DISTANCE PATH (D|‘5TANOE é/////////////////////////////////////////////////////////% } // |
Penetrations >5' separation distance: No protections required LAPELED ON PATI’I) = %/ % ‘ // D- —
R302.7 2" Gyp must protect stairs in enclosed spaces under stairs O @ g/////////// % o /J/ .q n O 4 (0))
R302.11  Provide Fire Blocking: > %L//////////// g // u — ok
At ceiling and floor levels (including soffits and cove ceilings) K o %. ‘////42 // @ - 2
Between stair stringers at top and bottom of run = %. // = L
At ceiling and floor penetrations with materials complying with ASTM E 136 - —— — — — — — — — — — — = = % / ™ = O E
R302.12 No draftstopping required as there are no usable spaces above ceiling = % m //// | - -
R303.1 All habitable rooms must have glazing areas at 8% of floor area, or be artificially ventilated and lit Kl KNOX BOX }@ Q % | 7 (a4 (@)
R303.3 Bathrooms must have 3sf of glazing, or be artificially ventilated and lit F % | - o
R303.7 Required glazing shall open directly into yard. S| SPRINKLER — | — — /él ! ) 0
R304 One room shall be 120sf minimum % | O O x Z
All habitable rooms shall be 70sf minimum and shall not be less than 7' in any direction C cO DETECTOR ® % e @"@""" I O
Only areas with sloped ceilings over 5' and flat ceilings over 7' shall contribute to the required areas. % | O
R305 Min ceiling height: 7 | Pl PUL STATION — . .l
R308.4 Doors shall have safety glazing. % <« By FEET ——> V3 : r
R310.1.1 Min emergency opening area: 5.7sf = FIRE PANEL '% /o n i  — — g
R310.1.2  Min emergency opening height: 24” ] é °
R310.1.3 Min emergency opening width: 20” % — F
(O SMoKE DETECTOR % | <
R311.2 Egress Door 32” wide, 78” high = %.4 } <
R311.3 36” deep landings shall be provided on either side of egress door. K HORN /STROBE O % @ ] T~
R311.6  Hallways 36" wide . % > 2
R3117  Stairway 36" wide < STROBE (F INSTALLED NN | . % 2 F W
o-8" headroom . PEDROOM, AUDIO TESTING == % o B
é\lllnde;s;/rpeasured 12” from inside and 6” min depth anywhere DOCUMENTATION WILL BE | § < % o
iser: 7 Ya e
Tremd: 10" PRESENTED) ~T- o n O
R311.7.5 Landings 36" deep | —
Landing not required at top of stair with door opening away from stair | M .
R311.7.7  Handrail shall be provided on one side of stair. | W g -
Height: 34°-38" | . - A
Grip Size: 1.25" - 2" (circular) } \ \ a :2 n
R312.1 Guards where 30” drop | | | 5 . I
36" high | | | nMmLE P
R313 NFPA 13D system required. NFPA 13R system will be installed. | [ ] \ \ YO »n 2z
R314 Smoke Alarms hardwired required | L _
R315 CO detectors required h
N1102.1 Insulation and Fenestration Minimums:
Fenestration U-Factor 0.35 L ol o g b—Jd L o b o 1o o
Ceiling R-Value 49
Wood Frame Wall R-Value 20 or 13+5
Slab R-value and depth 10, 4ft




