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RE-INSTALL EXISTING
STOCKADE FENCE (I') OFF
PROPERTY LINE AFTER
DRIVEAAY CONSTRUCTION 1S
COMPLETE.

CONSTRUCT UNIT PAVER
WALK AND PATIO. SEE C-l03
FOR ADDITIONAL

INFORMATION.
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THE HOUSE FOUNDATION SHALL BE LAYED OUT BY A MAINE LICENSED SURVEYOR. A CAD
FILE FOR LAYOUT PURPOSES 15 AVAILABLE UPON REQUEST.

2. THE CONTRACTOR SHALL COORDINATE THE INSTALLATION OF NEW UTILITIES WITH THE CITY OF
PORTLAND AND THE APPROPRIATE UTILITY COMPANY.
3. THE CONTRACTOR SHALL VERIFY ACTUAL FIELD LOCATION OF UTILITIES PRIOR TO
CONSTRUCTION,
INSTALL | FOOT WIDE BY 6" DEEP I
DIA. CRUSHED STONE ALONG EDGE OF 4. ALL UTILITY NORK SHALL BE IN CONFORMANCE WITH THE CITY OF PORTLAND TECHNICAL
PAVEMENT AND FENCE. STANDARDS AND INDIVIDUAL UTILITY COMPANY STANDARDS RESPECTIVELY.
—— — 5. WATER SERVICE - DOMESTIC AND FIRE SUPPRESSION SHALL BE COORDINATED WITH THE
X — X——x X —— —X— e X ——X—— X X MECHANICAL ENGINEER AND THE PORTLAND WATER DISTRICT. CONSTRUCTION, MATERIALS,
A : RAIN GARDEN N\ % / TESTING AND CHLORINATION SHALL BE IN ACCORDANCE WITH DISTRICT STANDARDS. WATER
Ox14 SHED By ' == o ) N VALVES TO BE LEFT OPEN. MINIMUM COVER OVER WATER LINE SHALL BE 5'-6".
X PKG SPACE 9X20
OWNER. _\ XS FHNE L - ’ < 6. CONTRACTOR SHALL EXCAVATE TEST PITS AT ALL POINTS WHERE PROPOSED UTILITIES ARE
- CONSTRUCT BITUMINOUS ~_7 TO CROSS EXISTING UTILITIES. THIS INFORMATION SHALL BE PROVIDED TO THE OWNER'S
N\ 5] CONCRETE DRIVEWNAY. | % REPRESENTATIVE PRIOR TO CONSTRUCTION.
v ~ < o
SIRAGE BY o L 920 G i QB 1. NATURAL GAS LINE IS SHOAN ON THESE PLANS FOR APPROXIMATE LOCATION ONLY.
ON 50 . phe b CONTRACTOR SHALL COORDINATE INSTALLATION WITH UTILITY COMPANY (UNITIL) PER ALL
| : 4, 16 | e g o | NATURAL GAS PONERED GENERATOR - CITY AND UTILITY COMPANY STANDARDS.
Y | By = INSTALL 3" DEPTH OF " CRUSHED STONE
I 7 1 & | OVER A WEED INHIBITING FABRIC. 8. SANITARY SEMER SERVICE SHALL BE CONSTRUCTED PER ALL STATE AND CITY CODES.
=R g [ N, C WHERE THERE |5 LESS THAN 6'-6" COVER OVER SEAER LINES, PLACE TWO LAYERS OF 2"
i i < e CONDENSOR INIT. THICK RIGID INSULATION OVER PIPE FOR FULL WIDTH OF TRENCH. INSULATION JOINTS SHALL
' =up= —ub— —Jo/4 —UD— J— BE STAGGERED.
A 4. CONTRACTOR SHALL COORDINATE WITH THE ARCHITECT AND MECHANICAL ENGINEER FOR
o EXACT LOCATION, CONFIGURATION, AND DETAILS OF UTILITIES AND WHERE THEY ENTER THE
jo ! ol INSTALL 4' DEFTH OF WELL /\C/ BUILDING FOUNDATION.
1 U':ND'Z‘E" g",i?RZT"w4.°;:’=R&'|‘TF'LL © lo. ALL PERMITS INCLUDING STREET OPENING PERMITS FOR UTILITIES ARE THE RESPONSIBILITY
LAAN pd OF THE CONTRACTOR.
| = PAVER WALK. TAPER BACK o
| i ; UP TO EXISTING SRADE. o Il GRANITE CURBING AND CONCRETE SIDENALK RE-CONSTRUCTION DUE TO ADJUSTMENTS IN THE
I ] | DRIVENAY ACCESS LOCATION SHALL BE DONE BY THE CONTRACTOR PER ALL CITY OF
| 8-3" 1|l 7 | PORTLAND TECHNICAL STANDARDS.
BLDG.
H | =) ? SLAMN
T 8 PROPOSED
PKG - 1 TEST PIT 2 - SPE RESIDENTIAL ZONING SUMMARY (PREPARED BY BILD ARCHITECTURE)
e i SIDE SOILS NOTE (TYP) STRUCTURE ] N
BX22 j  SETBACK . FFE=100 A Westminster Level Ill Group Home
/-
e N e -~ Division 4. R-3 Residential Zone
_\G” = L ] Proposed Lot  |Proposed
' - A~ Existing with Existing Lot with New
( ' “ > - MAIN ] Code |[Requirement Conditions  [Building building
k M BLANT BED — g// ENTRY pd 14-87 |Permitted Use: Handicapped Family Unit Permitted  |Permitted Permitted
' NEA RAMP SEE (R = ] | . .
ARCHITECTURAL R < g CONSTRUCT DRIP 14-90 |Min Lot Size: 6,500sf 13,500sf 6,500sf 7,000sf
DRANINGS. PKG 5% | N \‘LN V650 NATE %; EDGE (TYP) Min Lot Area per Dwelling Unit: 6,500sf 13,500sf 6,500sf 7,000sf
51=ACE 17\ S = o - COORD . H - ' ' 1
4 | Z | P LOCATION AND INVERT WTH ———  TESTPIT | - SEE M!n Street Frontage. §0ﬁ 135 65 70
\ H e 3 | P MECHANICAL ENGINEER. P SOILS NOTE (TYP) Min Yard Dimensions:
REPAIR / REPLACE A o \ Front yard: 25ft 12'-1" 12'-1" 25'-2"
gEogUCI':EELE pﬂ?ﬁﬁ% ?5 2 = —_/ 8 Rear yard (principal structure): 25ft 25'-11/4"  |25'-11/4" 252"
PORTLAND TECHNICAL ! . P an an ———an v S SIDE \ Rear yard (accessory under 144sf): 5ft |n/a 6'-0" n/a
' 9 SETBACK BUILDING FACE 15 AT THE : - . T
STANDARDS. @ o BUILDING SETBACK. LINE SEE Side yard (1 V2 story): 8ft n/a n/a 8'-2"/8'-2
i \ \0 | LARN NOTE # AND ZONING SUMMARY Side yard (2 % story): 16ft 8'/89-5" |8 /244" n/a
‘ NN \ LAAN = = / | CHART FOR BUILDING LAYOUT Side yard (accessory under 144sf): 5t |n/a 1210/ 401" |n/a
{ h H g K I INFORMATION. Max lot Coverage: 35% of lot area 15.8% 29.0% 31.5%
\\% CONGTRUGT NI AR s For g" Min Lot Width: 65ft 135 65 70
], AN ADDITIONAL PAVER 9 [ Max Structure He!ght (principal): 35ft approx 30'  |approx 30' 21'-5"
, : INFORMATION. = Max Structure Height (accessory): 18ft n/a 15’ n/a
\‘97 o z = &
REPLACE AND/OR RESET / - 14-332 |Parking: Residential Structures
0 : :
REPLACE AND/OR RESET p \ : o ® (2) spaces for each dwelling unit 4 4 2
CURB SECTION (TYP)) &
‘ o = p 777 - % - — / _ 14-336 |Min side parking setback
\ within 50ft of street lot line: 5ft over 5' 5 g
z =
EXISTING WATERLINE TO EXISTING HOUSE P 7 ; : ,
USE CAUTION IWHEN CONSTRUCTING o 14-425 A cornice eave, sill, canopy, chimney, or other
STORMDRAIN LINE. ok ok ok
similar architectural feature, but not
|- 18° | /; . INSTALL GAS LINE including a bay window, may project into
— - SEE NOTE #1. : :
any required yard a distance of not more
BUTT JOINT - INSTALL DRIVENAY APRON FIRE SUPPRESSION - INSTALL 4" SERVICE rd o h y tq 5 fy ¢ (Vard 4%
PER CITY OF PORTLAND TECHNICAL AITH TAPPING SLEEVE AND GATE VALVE. 7 an two (2) feet. (Yards measured to
STANDARDS. S5 PIPE INSTALL OVERHEAD ELECTRIC POWER, AND TEL/DATA foundations and additional materials are
DOMESTIC SUPPLY - INSTALL I' SERVICE | 10" MIN. L=él LF. FROM THE EXISTING UTILITY FOLE. COORDINATE considered "architectural.)
LINE, WITH CURB STOP AND VALVE BOX 6 ~ - $=.058 SERVICE WITH CMP AND OTHER APPROPRIATE UTILITY
FROM RON.. COMPANIES.
ss SSs Ss SSs Ss LL Ss 8 SSs sSs
—— INSTALL 4" DIA. SDR-35
PVC SANITARY SEAER LINE.
Eé INV.=59.43
x PER PORTLAND WATER DISTRICT CORRESPONDENCE
THE WATER MAIN IS 6" DIAMETER CAST IRON PIPE AND
APPROXIMATELY 50 YEARS OLD, AS SUCH A STREET
LINE VALVE WILL BE REQUIRED ON THE FIRE
PROTECTION SERVICE.
SOILS NOTES:
GRAPHIC SCALE
. A SOILS INVESTIGATION (TEST PITS) NAS CONDUCTED IN OCTOBER OF 2012 BY SUMMIT 10 0 5 10 20 40
GEOENGINEERING SERVICES OF LENISTON, MAINE AND A SOILS REPORT PREPARED. THE
SOILS REPORT CONTAINED THE FOLLONWING INFORMATION:
- TEST PIT | - THE SOIL CONSISTED OF ONE FOOT OF TOPSOIL OVER STIFF OLIVE BROWN ( IN FEET )
SILTY CLAY OVER BEDROCK ENCOUNTERED AT A DEPTH OF T FEET. | inch = 10 ft.
- TEST PIT 2 - THE SOIL CONSISTED OF 12 INCHES OF TOPSOIL OVER 3 FEET OF SILTY SAND
FILL, OVER STIFF OLIVE-BROAN SILTY CLAY OVER DENSE GLACIAL TILL ENCOUNTERED AT
A DEPTH OF 4 FEET.
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