Drawing Name: K:\Westminster Street Home\Dwg\Details | Plot Date / Time: Mar. 2, 13 / 1:24 PM

NOTES:

|. ADDITIONAL SUBBASE GRAVEL AND/OR GEOTEXTILES MAY BE REQUIRED
DURING CONSTRUCTION IF SOIL CONDITIONS WARRANT.

2. GRAVEL SUB-BASE AND BASE MATERIAL TO BE

COMPACTED TO 95% OF MAXIMUM DENSITY AT OPTIMUM
MOISTURE. INSTALL GRAVEL BASE IN 6" MAX. LIFTS.

/ FINISH GRADE

— |-1/4" BITUMINOUS CONCRETE PAVEMENT - 4.5 mm

— |-3/4" BITUMINOUS CONCRETE PAVEMENT - 19.00 mm

— 3" AGGREGATE BASE COURSE - CRUSHED MDOT 703.06a TYFE A

— 15" AGGREGATE SUB-BASE COURSE - GRAVEL MDOT 703.06b TYFE D

EXISTING SUBGRADE MATERIAL (CUT) OR COMPACTED GRANULAR BORROW
(FILL)

DRIVEWAY BUILD—-UP

2" DEPTH OF BARK MULCH.
MJLCH TYPE TO BE
APPROVED BY THE OANER.

FRIABLE TOPSOIL YOID OF
WEEDS, STONES GREATER
THAN |" DIAMETER, STICKS
AND OTHER DEBRIS.
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UNDISTURBED OR COMPACTED SUBGRADE.
PROVIDE MINIMM OF 3" DEPTH OVER ANY
BURIED OBJECTS.

PLANT

BED

D

SCALE:NTS

NOTE: WHEN PLANTING CONTAINER GRONN
PLANTS-REMOVE THE BALL FROM THE CONTAINER
AND LOOSEN THE OUTSIDE LAYER OF THE ROOT
SYSTEM BY SCORING WITH A CLEAN KNIFE. DIVIDE
ALL CIRCLING ROOTS.

3" BARK MILCH IN SAUCER
PLANT SAUCER, 4" CONTINNOUS
NO SAUCER WHERE SHRUBS OCCUR IN BEDS

FINISH GRADE - TOP OF ROOT BALL TO BE EQUAL TO
OR |-2" ABOVE FINISH GRADE.

= CUT AND REMOVE BURLAP FROM TOP ROOTBALL.

PLANTING SOIL MIX (20 PARTS TOPSOIL, 4 PARTS
PEAT MOSS AND | PART WELL ROTTED MANURE OR
OTHER COMPOSTED ORGANIC MATERIAL OF LON pH):
BACKFILL IN LOOSE LIFTS OF 6"-8" DEPTH. SETTLE
NITH THOROUGH NATER SOAKING.

HOLE TO BE AS DEEP AS THE ROOT BALL (NO
DEEPER).

UNDISTURBED OR TAMPED SUBGRADE

SHRUB PLANTING DETAIL

@ CONCRETE UNIT PAVER

3

NOTES:

I, ALL PAVERS SHALL BE SAN CUT ONLY. NO FRAGMENT SHALL BE
SMALLER THAN 2". FINAL SURFACE SHALL PITCH TO DRAIN PER
GRADING PLAN.

2. CONCRETE UNIT PAYERS SHALL BE AS SPECIFIED ON C-103
LANDSCAPE PLAN.

3. POLYMERIC SAND TO BE R&+ AS MANUFACTURED BY TECHNISEAL AND
DISTRIBUTED BY MADANASKA HARDSCAPE OR APPROVED EQUIVALENT.

4. GRAVEL SUB-BASE AND BASE MATERIAL TO BE

COMPACTED TO 95% OF MAXIMUM DENSITY AT OPTIMUM
MOISTURE. INSTALL GRAVEL BASE IN 6" MAX. LIFTS.

PLANT BED/LAAN

EXTEND BASE 6" PAST UINIT PAVERS

FLEXIBLE EDGE RESTRAINT AHERE PAVERS
ABUT PLANT BEDS OR LANN. ATTACH AS
PER MANUFACTURER'S RECOMMENDATION
OR AS APPROVED BY THE ONNER'S
REPRESENTATIVE.

CONCRETE UNIT PAVER

HAND TIGHT BUTT JOINT ALL SIDES OF UNIT PAVER,
SWEEP JOINTS NITH SAND IN PEDESTRIAN AREAS AND
POLYMERIC SAND FILLER IN VEHICULAR AREAS, SNEEP
REPEATEDLY UNTIL FLUSH WITH SURFACE.

TYPICAL PAVER SECTION

|/<— I" SAND SETTING BED. ONLY
~p CONCRETE SAND CONFORMING TO
ASTM €33 SHALL BE USED.

6" DEPTH AGGREGATE BASE COURSE -
CRUSHED MDOT 103.06a TYPE A

[2" DEPTH (VEHICULAR AREAS), 8"
DEPTH (PEDESTRIAN AREAS)
AGGREGATE SUB-BASE COURSE -
GRAVEL MDOT 103.06b TYPE D.

EXISTING SUBGRADE MATERIAL (CUT) OR
COMPACTED GRANULAR (FILL).

FINISHED GRADE

FRIABLE TOPSOIL VOID OF WEEDS,
STONES GREATER THAN |" DIAMETER,
STICKS AND OTHER DEBRIS.
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PREPARED SUBGRADE - LOOSEN
AND SCARIFY PRIOR TO
PLACEMENT OF TOPSOIL

NOTES

GET APPROVAL TO PROCEED FROM THE OANER'S
REPRESENTATIVE PRIOR TO SEEDING.

UNDISTURBED OR COMPACTED SUBGRADE.

LAWN INSTALLATION (SEED)

SPACING PER
MANUFACTURER'S
REQUIREMENTS

A

SUPPORT
/ POST

1

NOTES:

SUPPORT
POST

GROUND
SURFACE

STONE ANCHORING
\% MATERIAL OR KEYED IN.

ELEVATION

SEDIMENTATION CONTROL FABRIC
— /_ MIRAFI 100X OR EQUIVALENT
POST

STONE ANCHORING
MATERIAL

SEDIMENTATION CONTROL FABRIC
MIRAFI 100X OR EQUIVALENT
SUPPORT 1

6”

BACKFILL WITH EXCAVATED
MATERIAL

42"+ /- BASE OF FOUNDATION FOOTING.

|. DO NOT INSTALL SEED OVER COMPACTED OR EQUIPMENT
TRACT SOIL, IF THIS SITUATION EXISTS SCARIFY SOIL AND

SCALE:NTS

WATERPROOF CAP /— FINISHED GRADE

1 2”

SELEGT L]

BACKFILL m‘\

MATERIAL ———— &" X &" X |/4" STEEL PLATE
—~ FOR FUTURE LOCATION OF C.0.

1 W METAL DETECTOR
1 — —
— — MIN

MIN.

™— PLAIN END AND SPIGOT
STUB (IF REQUIRED)

PE. X PE. STUB —/

—— 45 DEGREE WYE FITTING

T -

/WATERPROOF CAP

SEE PLAN FOR PIPE SIZE J

PERIMETER FOUNDATION UNDERDRAIN CLEANOUT

A
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I. THE CONTRACTOR SHALL EXTEND THE WIDTH OF THE DRIP STRIP AT
BUILDING JOGS AND BUMP OUTS AS REQUIRED TO CATCH ALL ROOF
RUN OFF. CONTRACTOR SHALL PROVIDE THE ONNER'S
REPRESENTATIVE WITH A SHOP DRANING OF ANY PROPOSED
MODIFICATION TO THE DRIP EDGE FOR APPROVAL.

2. INSTALL CLEANOUTS AT UNDERDRAIN CORNERS - SEE PERIMETER
FOUNDATION UNDERDRAIN CLEANOUT DETAIL THIS SHEET.

—— BUILDING FACE

[ BEYOND ROOF DRIP LINE _, FINISH GRADE. MATERIALS MAY

VARY. SEE PLAN

TURF CUT EDGE

| 1/2" TO 3" DIA. ROUNDED SMOOTH STONE
IN THE GRAY COLOR RANGE, TAMPED TO
DEPTH OF 6" STONE TO BE APPROVED BY
THE ARCHITECT PRIOR TO PURCHASING.

WEED INHIBITING LANDSCAPE FABRIC.

GROUND o FLOW GROUND
SURFACE 9 A T/ SURFACE FOUNDATION BACKFILL
T s 1= Sy i | & (SEE GEOTECHNICAL REPORT)
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. WRAP STONE IN GEOTEXTILE FABRIC SUCH AS
12
MIRAF| 140N OR APPROVED EQUIVALENT.
V' MIN V. MIN. TOE ANCHOR TRENCH
4" BELOW GRADE 6 INCHES OF 3/4" CRUSHED STONE AROUND PIPE.
SECTION (STONE FILLET SECTION (KEYED IN 6" PERFORATED SDR-35 PVC PIPE HOLES DOWN
(PERIMETER FOUNDATION UNDERDRAIN)
SCALE: N.T.S. 4 )smewrs
PAVED AREAS —=- = UNPAVED AREAS
PAVEMENT BUILDUP
PIPE AND TRENCH
SEE APPROPRIATE 2
TYPICAL PAVEMENT 6" LOAM (SEED AND MULCH)
SECTION FINISH GRADE (
N\ ST 7
‘ N == ! /
/
, \ * Y,
|
BACKFILL WITH SATISFACTORY  ———__ | /\ SIDE OF TRENGH MAY BE
EXCAVYATED MATERIAL OR T~ | SLOPED BACK TO MEET
COMMON BORRON AS DIRECTED / SAFETY REQUIREMENTS
BY THE ONNER'S REPRESENTATIVE // L NHERE EXTRA WIDTH 15
/ POSSIBLE
/
PROVIDE 2 LAYERS OF 2" RIGID T T 777, DEPTH VARIES
oy STYROFOAM INSULATION IF COVER \ﬁxﬁﬁﬂﬁﬁi / X
% [ OVER SENER, ROOF DRAINS OR WATER PIPE
1) { NOTES: 15 LESS THAN 5', STAGGER JOINTS S e o s e
AN . . STAKE ONLY TREES WITH SANDY OR CLAYEY ' MAINTAINED TO TOP OF
ROOTBALLS. WHEN REQUIRED STAKING SHALL GRANULAR OR CRUSHED
=TT CONFORM TO THE LATEST GUIDELINES FROM THE STONE BACKFILL
— = INTERNATIONAL SOCIETY OF ARBORICULTURE. INITIAL BACKFILLL I
2. DO NOT CUT MAIN LEADER. PIPE SIZE ASNOTED ———— | ‘ V20D, + 12"
SO . ON PLANS
(N
7 \ /2 0D. + 6"
PIPE BEDDING 1
4/3 PIPE 1D. + 1'=6"
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DECIDUOUS TREE

PLACE ROOT BALL S50 TOP OF ROOTBALL IS I
ABOVE "FINISHED 6RADE" DO NOT COVER TRUNK
ELARE NITH SOIL.

" SHREDDED BARK MULCH IN SAUCER.
KEEP MULCH 8" ANAY FROM TRUNK. 3"
HIGH EARTH SAUCER BEYOND EDGE OF
ROOT BALL.

CUT ¢ REMOVE BURLAP AND WIRE FROM TOP
2/3 OF ROOTBALL. FOLD REMAINING BURLAP ¢
WIRE DONN INTO PLANT PIT. IF BURLAP IS
SYNTHETIC REMOVE COMPLETELY.

PLANTING SOIL MIX (20 PARTS TOPSOIL, 4 PARTS
PEAT MOSS AND | PART NELL ROTTED MANURE OR
OTHER COMPOSTED ORGANIC MATERIAL OF LON
pH.): BACKFILL IN LOOSE LIFTS OF 6"-8" DEPTH.
SETTLE NITH THOROUGH NATERING

PLACE ROOTBALL ON UNEXCAVATED OR TAMPED
SOIL.

PLANTING

(3-0" MIN.)
TRENCH BACKFILL SCHEDULE
PIPE MATERIAL | PIPE BEDDING INITIAL BACKFILL BACKFILL
HDPE 3/4" CRUSHED 3/4" CRUSHED *#3EXCAVATED MATERIAL
STONE STONE OR GRANJLAR BORRON
PVC 3/4" CRUSHED 3/4" CRUSHED ##3EXCAVATED MATERIAL
STONE STONE OR GRANILAR BORRON
*4EXCAVATED MATERIAL
DUCTILE IRON | GRANULAR MATERIAL | GRANULAR MATERIAL | 5o cRANJLAR BORRONW
$$$EXCAVATED MATERIAL
COPPER SAND SAND OR GRANILAR BORROW

+x EXCAVATED MATERIAL MUST BE REVIENED AND APPROVED BY THE ONNER'S

REPRESENTATIVE PRIOR TO INSTALLATION.
GRANULAR MATERIAL TO BE SAND OR GRAVEL.

TYPICAL TRENCH SECTION

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Date: 05/09/13

Planner: Benjamin Wallace
r
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SCALE: N.T.S. SCALE: N.T.S. SCALE: N.T.S. SCALE: N.T.S.
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