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GRADING & DRAINAGE NOTES:

10.

1.

PRIOR TO THE START OF ANY EXCAVATION FOR THE PROJECT BOTH ON AND
OFF THE SITE, THE CONTRACTOR SHALL NOTIFY DIGSAFE AND BE PROVIDED

WITH A DIGSAFE NUMBER INDICATING THAT ALL EXISTING UTILITIES HAVE BEEN \%%6 /L\ Date: 05/09/13

Reviewed for Code Compliance
\ Inspections Division
Approved with Conditions

LOCATED AND MARKED. RS

CONTRACTOR SHALL VERIFY EXISTING GRADES AND NOTIFY THE OWNER'S MV
REPRESENTATIVE OF ANY DISCREPANCIES.

CONTRACTOR SHALL MAINTAIN POSITIVE DRAINAGE ANAY FROM ALL
STRUCTURES.

CONTRACTOR TO ADIUST EXISTING AND PROPOSED UTILITY ELEMENT MEANT TO
BE FLUSH WITH GRADE (CLEAN-OUTS, UTILITY MANHOLES, CATCH BASINS, INLETS,
ETC) THAT ARE AFFECTED BY SITE WORK OR GRADE CHANGES, WHETHER
SPECIFICALLY NOTED ON PLANS OR NOT.

WHERE PROPOSED GRADES MEET EXISTING GRADES, CONTRACTOR SHALL
BLEND GRADES TO PROVIDE A SMOOTH TRANSITION BETWEEN EXISTING AND
NEW WORK. PONDING AT TRANSITION AREAS WILL NOT BE ALLOWED.

CONTRACTOR SHALL PROVIDE A FINISHED PAVEMENT SURFACE FREE OF LON
SPOTS AND PONDING AREAS.

ALL WALKS SHALL PITCH TO DRAIN.

ALL UNSUITABLE AND UNUSED MATERIALS SHALL BE REMOVED AND DISPOSED
OF OFF SITE BY THE CONTRACTOR IN ACCORDANCE WITH ALL STATE AND
LOCAL LANS.

REFER TO DRANINGS C-I00 THRU C-103 AND C-30! AND THE ARCHITECTURAL
DRANINGS FOR ADDITIONAL INFORMATION.

THE PROPOSED CONNECTION TO THE EXISTING CATCH BASINS SHALL BE CORE
DRILLED AND A FLEXIBLE BOOT INSTALLED WITH A PRESS WEDGE SYSTEM FOR
WATER TIGHTNESS. ALL WORK TO BE IN CONFORMANCE WITH THE CITY OF
PORTLAND TECHNICAL STANDARDS.

PERIMETER FOUNDATION DRAIN TO BE INSTALLED ADJACENT TO FOUNDATION
FOOTING. PROVIDE CLEANOUTS AT CORNER LOCATIONS SHONWN ON THE PLAN.
MINIMUM SLOPE ©.0025.
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