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GENERAL NOTES:  

1.  foundation dimension/footprint same as

original building.

2.  provide nfpa 13D (2013) sprinkler system as per CITY requirements.

3.  reserved.

4.  interior doors,  except as noted,  by owner and 

contractor.

5.  all finishes by owner and contractor except as noted on
the drawings.

6.  ELECTRICAL:  electrical work to be design build and shall

conform to all local,  state and national building codes.  provide

service to hot tub,  exterior lights as located and selected 

by owner and contractor.

7.  all existing services (water,  sewer,  cmp,  gas) to be re-connected.

8.  there will be no change to existing site plan as pertains 

to sidewalks,  curb cuts and site access.


1

2


2 1/4" MIN


2
'-
1
0
" 
M

A
X



7
"


m
a
x
.


1 1"


CODE COMPLIANT STAIR


DETAILS


nts


where required guard rails shall be


42" ht. space between balusters shall


not exceed 4"


note: interior railing


of a stair flight shall be


continious


1'-0"


1x poplar mop bd, typ


11/2"  pipe rail both


sides of stair, typ.
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see s-1. 2


pt stairs:  railings both sides

risers not to exceed 7",  treads 11"


pt stairs:  railings both sides

risers not to exceed 7",  treads 11"
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