“!‘. : Reviewed for Code Compliance
S Inspections Division
Approved with Conditions.

Date. 02/16/17

Technical Information .

Intertek

MST288 | 86 | 0.75 92 69 288 6 607
MST396 | 86 1.05 127 95 396 6 607
MST513 | 86 1.35 164 123 513 6 744
MST629 | 86 1.65 201 151 629 7 881

Noles: Maximumn Working Presswe: 15 PS} Steam
1. Burner Gapacily is based on oil having Higher Heating Value ol 140, DG BTU/Gal,

2. DOE Healing Capaciiy and Annual Fuel Utilizafion Flliclency (AFUE) are based on US Government tess 2t 13.0% CO2 with No, 1
maximum smoke and C.00" draft in the breash on standard equipment package.

3. Net AHRI Ralings are based upon pick-up allowance of 1,333, Consult manulacturer with unusual piping and pickup requirements
hefore selecting bailer.

4, Used Jor sizing fus connection malerials.

MST286 | 16-5/8 | 24 | 5 6 8x8 | 15 | 300 220 Noes:
Tankless Healer Rating, GPM |
MST396 | 16-58 | 24 | 5 6 8x8 15 3.25 24.3 wseson 100°F banperaate
MST513 1 22-58 ¢ 24 | 6 6 Bx8 15 3.50 6.5 rise with 40° F infet wtor
{intermitient draw} with doiles
MSTE29 28-5/8 | 30 6 7 Bx8 15 400 31.0 walut lemperatue of 130°F.
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