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DOOR SCHEDULE

FRA
NO. |DOOR DOOR SIZE ME THRESHHOLD  |DOOR MANUFACTURER NOTES
HARDWA| DOOR
RE ELEVATI MAT
ROOM TO ROOM TYPES |ONTYPE |MATL |WIDTH |HEIGHT [THICK. |L  |MATL MFR. |MODEL #
WD -
1 |FRONT HALL|POWDER ROOM |EXIST | ExIST |souiD) |2-0"  |e-8" |738" |wp EXIST |EXISTING
SEE INT
ELEV |WD 13/4"
2 |KITCHEN  |MUD ROOM EXIST A102 |(SOLID) [3-0"  |6-8" WD EXIST |EXISTING
EXTERIOR SEE JELD-
3 MUD ROOM NOTE1 |ELEV  |STEEL [3-0" |6-8" [13/4" |WD |25 GAUGE STEEL G-684WM4-LE
ENTRY pory WEN
=EE WD BROSC
4 CLOSET NOTE1 |MODEL |(HOLLO |2-8" |e-8" [13/8" |WD WD o HC-BIRCH 1 3/8"
NO. W)
NOTES:

1) OWNER TO SELECT HARDWARE FOR DOORS; PROVIDE DOOR HARDWARE ALLOWANCE FOR PRICING

5 DOOR SCHEDULE

NTS

ROOF ASSEMBLY: ARCHITECTURAL
ASPHALT ROOFING SHINGLES;
COLOR TO MATCH EXISITNG; ON
ROOFING PAPER; ICE AND WATER
SHIELD; 3" ROOF SHEATHING;
ANCHOR ROOF FRAMING TO ATTIC
JOISTS WITH HURRICANE TIES;
PROVIDE ALUM DRIP EDGE

EXTERIOR WALL ASSEMBLY: BOARD SIDING
T0 MATCH EXISTING, ON 2 SHEETS OF
#15 BLDG PAPER ON 3" SHEATHING ON

2X6 STUD FRAMING WITH OPEN CELL
SPARY FOAM INSULATION TO ACHIEVE

R-20 MIN; AND 3" GWB PTD., TYP.

ANCHOR BOLTS PLACED MAX 6" 0.C.; BOLTS SHALL
BE AT LEAST 1/2 INCH IN DIAMETER AND SHALL
EXTEND A MINIMUM OF 7 INCHES INTO CONCRETE;
A NUT AND WASHER SHALL BE TIGHTENED ON EACH
ANCHOR BOLT. THERE SHALL BE A MINIMUM OF TWO
BOLTS PER PLATE SECTION WITH ONE BOLT LOCATED
NOT MORE THAN 12 INCHES OR LESS THAN SEVEN
BOLT DIAMETERS FROM EACH END OF THE PLATE
SECTION.

FDN WALLS: 8" POURED CONC. W/ BITUMINOUS
COATING FROM T.0. FOOTING TO GRADE; ON 1" TYPE IV
EXTRUDED POLYSTYRENE INSUL. @ R4.5/IN.; GRAVEL
BACKFILL AND DRAINAGE

a—2-63/4"

Nol—
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MIN. TYP.

34" MIN — 38" MAX

_ FLASH EXISTING WALL TO DRAIN

ABOVE SHED ROOF SHINGLES
2X LEDGER NAILED TO STUDS

[ CATHEDRAL CEILING:

2X10 RAFTERS @24" 0.C.; WITH CLOSED-CELL

SPRAY (R=6.5/IN) @ 7.5" TO ACHIEVE R-49
CEILING

HANDRAIL NOTE:
PROVIDE ATTACHMENT HARDWARE

AND WD HANDRAIL 13" DIA

SMOKE_ALARM NOTE:

PROVIDE SMOKE ALARM DEVICE
INTERCONNECTED IN SUCH A
MANNER THAT THE ACTUATION OF
ONE ALARM WILL ACTIVATE ALL OF
THE ALARMS IN THE RESIDENCE.

_ ADJUSTABLE SHELVING IN

OPENING IN WALL BELOW
CLOSET

0'-0" (FL:100.00")

FIRST FLOOR LEVEL
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AT 1: PROVIDE DRAWER HIDDE

LANDING LEVEL

IN FACE OF RISERS, 14" DEEP,

W/TOUCH-OPENING OPERATION,
TYP.

5'-73"

4" CONC. SLAB ON 6-MIL
POLYETHELENE VAPOR
RETARDER ON 6" LAYER OF

GRAVEL _ .
76 3/4

GOLDBERG—BURSON RESIDENCE

146 WHITNEY AVENUE,
PORTLAND, ME

PROJECT NO: 100
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DRAINAGE: PERFORATED PIPE W/PERFORATIONS
FACING UPWARD COVERED WITH APPROVED FILTER
MEMBRANE; GRAVITY DRAIN TO DISCHARGE TO AN

APPROVED DRAINAGE SYSTEM

1 BUILDING SECTION
1/2"=1"-0"

[~

BASEMENT LEVEL

EXISTING FDN DRAWN
FOR REF.

SCALE: 1/2" = 1'=0"
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