NOVEC 1230 SEQUENCE OF OPERATION

SYMBOL LEGEND
ITEM TY.
I. ACTIVATION OF THE FIRST SMOKE DETECTOR WILL CAUSE THE FOLLOWING TO OCCUR: NO. SYMBOL T%TAL DESCRIPTION
® 1. ALARMED DETECTOR'S RED STATUS LED WILL LIGHT 1 O 4 STANDARD BASE (701U) — OCTAGON BOX
® \ 2. ALARMED DETECTOR'S ZONE WILL BE INDICATED ON THE SUPPRESSION CONTROL PANEL ) ® A SMOKE DETECTOR (741U) — MOUNTS ON 701U
DOB 3. AN ALARM SIGNAL WILL BE TRANSMITTED TO THE BUILDING FIRE ALARM SYSTEM
/ 4, HORN/STROBE INSIDE THE PROTECTED SPACE WILL OPERATE (SLOW PULSE) 3 1 AEGIS KIDDE RELEASING PANEL (84-732001-901)
00 5.NOVEC 1230 SYSTEM WILL BE PLACED IN A PRE ALARM CONDITION
4 4 1 AGENT RELEASE HORN/STROBE (HSR—A) — 4" SQUARE OR SINGLE GANG
1. ACTIVATION OF THE SECOND SMOKE DETECTOR WILL CAUSE THE FOLLOWING TO OCCUR:
©) b NOZZLE SHALL BE M 2 5 1 AGENT RELEASE STROBE (STR—A) — 4" SQUARE OR SINGLE GANG
\ o8 S L . ALARMED DETECTOR'S RED STATUS LED WILL LIGHT - 1 S SHARGE PRESSURE. SHITOH (81485535000
00 — L L g 2. ALARMED DETECTOR'S ZONE WILL BE INDICATED ON THE SUPPRESSION CONTROL PANEL (81- ~000)
® 3. HORN/STROBE INSIDE THE PROTECTED SPACE WILL OPERATE (FAST PULSE) ; DS 1 DISCONNECT SWITCH (76-600000-200) — 4" SQUARE OR SURFACE BACK BOX
\ - EL - 96" 4,30 SECOND PRE-DISCHARGE TIME DELAY WILL BEGIN
g * UPON EXPIRATION OF THE TIME DELAY THE FOLLOWING WILL OCCUR: 8 CA 1 MANUAL RELEASE STATION (84—330001-001) — SINGLE GANG
6 11 .
COOOOG—~— DB e A. NOVEC 1230 SYSTEM WILL DISCHARGE INTO THE ROOM
> B. DISCHARGE STROBE LOCATED OUTSIDE OF THE PROTECTED SPACE WILL OPERATE 9 A 1 ABORT STATION (84-878752-010) — DOUBLE GANG OR SURFACE BACK BOX
A ] COOOBG— C. SELECTED EQUIPMENT WILL BE SHUTDOWN
OB (D) e 10 1 200 LB CYLINDER FILLED WITH 175 LBS NOVEC 1230 (45-100201-001)
MATeA 1" & 1. ACTIVATION OF THE MANUAL RELEASE STATION WILL IMMEDIATELY DISCHARGE THE NOVEC 1230 SYSTEM N 1 S VALVE OUTLET AOAPTER. (WK 283905000
ol / = A\ E— BYPASSING THE 30 SECOND DELAY. AN ALARM SIGNAL WILL BE TRANSMITTED TO THE BUILDING FIRE ALARM SYSTEM. (WK- ~000)
ND FLOOR SERVER ROOM - DETECTION & CONTROLS / \ OB ND FLOOR SERVER ROOM - NOVEC 1230 DISTRIBUTION PIPING \OTE 12 1 CYLINDER STRAP (06-235317-001)
SCALE: 1/4"=1 OEBE, OB SCALE: 14" =1 13 1 ELECTRIC CONTROL HEAD (85-486500~010)
1. AN ABORT BUTTON CAN BE PUSHED AND HELD TO PREVENT THE NOVEC 1230 SYSTEM FROM DISCHARGING WHEN IT IS
IN THE COUNTDOWN SEQUENCE. WHEN HELD THE TIMER WILL COUNTDOWN TO 10 SECONDS UNTIL RELEASE AND HOLD. 14 1 IN LINE RELEASING DEVICE (06-220023-001)
WHILE THE ABORT IS HELD THE PANEL CAN BE RESET TO START THE SEQUENCE OVER. IF THE ABORT BUTTON IS
RELEASED BEFORE THE PANEL IS RESET THE TIME DELAY THEN CONTINUES AT 10 SECONDS. ACTIVATION OF THE 15 1 EOL RESISTOR — 5.1K OHM
— MANUAL RELEASE WILL OVERRIDE AN ABORT. LED'S ON THE CONTROL PANEL WILL INDICATE THE STATUS OF ANY " 1 SN — NOVEC 1230 EXTNGUISHING SYSTENL DO NOT ENTER.*
ciling @ ABORT -
17 1 SIGN — "OPERATION OF MANUAL STATION...”
2. THE KEY DISABLE SWITCH CAN BE OPERATED TO DISABLE THE NOVEC 1230 DISCHARGE CIRCUIT FOR MAINTENANCE.
OPERATION OF THE SWITCH WILL CAUSE A TROUBLE CONDITION TO OCCUR ON THE CONTROL PANEL AND A TROUBLE 18 1 SIGN = "THIS AREA IS PROTECTED BY NOVEC 1230 EXTINGUISHING SYSTEM..”
SIGNAL WILL BE SENT TO THE BUILDING FIRE ALARM SYSTEM.
19 1 SIGN — "NOVEC 1230 EXTINGUISHING SYSTEM... IMMEDIATELY EXIT...”
% <5 20 1 SIGN — "NOVEC 1230 EXTINGUISHING ABORT STATION — PUSH AND HOLD"
UNLCLIP UNISTRUT SECURED
— FIRMLY TO WALL 21 @ 2 180 SS DISCHARGE NOZZLE (45—1 94616-1 86)
i NOVEC 1230 PIPING NOTES
S = oLt WiNUT -
1/2" x 3" Nippl iy
;essuzpoe dSuic e 1. ALL DIMENSIONS ARE TO BE FIELD CHECKED. IF PIPING SHOWN INTERFERES WITH ANY OBJECT, DESIGN
N s THREADED ROD APPROVAL FOR CHANGES SHALL BE SECURED PRIOR TO INSTALLATION
_ TR ‘ ]
o == 2" to 1-1/4" Concentric Reducer ESCUTCHEON
1-1/4" Unio A 2" Valve Outlet Adapt PLATE SIDEWALL NOZZLE 2. MATERIALS:
== // *PN - WK-283003.000 PIPE CLAMP A. PIPING - ACCEPTABLE PER NFPA 2001 (2012 EDITION) PARA. 4-2.1.1
- - SCHEDULE 40 BLACK OR GALVANIZED STEEL PIPE CONFORMING TO ASTM-53
114" 3 Niple i - SEAMLESS OR ERW GRADE A OR B ASTM A-106 GRADE A, B, OR C
- DUAL STENCILED A120/A53 CONFORMING TO ASTM A-53 FURNACED WELD CLASS F
N . PIPING BRACING INSTALLATION DETAIL _SCHEDULE 40 MAY BE USED:
et s X3 Niple i SCALE:N.TS. ON THREADED CONNECTIONS 1/4" - 3" NPS
e ON GROOVED CONNECTIONS 1/4" - 3" NPS
ON WELDED OR ROLLED GROOVE CONNECTIONS (1/4" - 6" NPS)
FF. NON ACCEPTABLE: SEE NFPA 2001 (2012 EDITION) PARA 4-2.1.2
Abort - ASTM A-120 BUTT WELDED OR STEEL PIPE AND ORDINARY CAST IRON PIPE SHALL NOT BE USED
Lo oo 2ND FLOOR SERVER ROOM - NOVEC 1230 DISTRIBUTION PIPING PROGRAMMING NOTES
B SCALE: N.TS. B. FITTINGS - SEE NFPA 2001 (2012 EDITION) PARA 4-2.3.1
1. REFER TO AEGIS OPERATION & MAINTENANCE MANUAL FOR DETAILED INSTRUCTIONS ON PROGRAMMING AND - MALLEABLE IRON 300 LB. CLASS FITTINGS SHALL BE USED UP TO AND INCLUDING 3" IPS & 1,000 LB.
CONFIGURATION DUCTILE IRON OR FORGED STEEL FITTINGS SHALL BE USED ON 4" OR LARGER SIZES.
2. RELEASING CIRCUIT #1 SHALL OPERATE UPON THE CROSS ZONED OPERATION OF DETECTORS TIED TO ZONE 1 AND VICTAULIC GROOVED FITTINGS ARE ACCEPTABLE
N 2. THIS IS THE DEFAULT SETTING OUT OF THE BOX. VERIFY DISCHARGE COUNTDOWN IS SET TO 30 SECONDS IN THE - ALL REDUCING FITTINGS MUST BE CONCENTRIC REDUCERS
e o sy CONFIGURATION. - NON ACCEPTABLE: 150 LB. CLASS AND ORDINARY CAST IRON FITTINGS SHALL NOT BE USED
5.1k #- 5%, 05 W 3. MANUAL RELEASE SHALL HAVE NO TIME DELAY
4. RELAY #1,#2 & #3 ARE PROGRAMMABLE. RELAY #1 SHALL BE CONFIGURED FOR ALARM AND RELAY #2 FOR C. HANGARS
Endof Line Resistor SUPERVISORY. RELAY #4 (TB9) IS NON USER PROGRAMMABLE AND USED TO TRANSMIT A TROUBLE CONDITION. TIE - HANGARS SHALL BE UL LISTED, AND RIGIDLY SUPPORTED, CLEVIS HANGARS NOT ALLOWED
cupanisony 2. Sonoi Removed 5.1k +- 5%, 0.5 W THESE THREE OUTPUTS TO BUILDING FIRE ALARM PANEL, - HANGARS SHOULD BE INSTALLED BETWEEN FITTINGS WHEN FITTINGS MORE THAN 2' APART
et Redsr - HANGAR SHOULD BE INSTALLED A MAXIMUM OF 1' FROM NOZZLE(S)
51K 5% 05 W o - THE MAX SPACING BETWEEN HANGARS SHALL NOT EXCEED THOSE LISTED IN THE TABLE BELOW:
% a) p¢ oy Detector Circut PIPE SIZE IN NPT MAX SPACING BETWEEN HANGARS
Not ‘ K‘*’ o)) Cross Zone #2 O 2 omCeling HORN / STROBE _ 6'FROMCLG. OR LA 4FT
Used | \ 80" MAX FROM FIN. FLOOR 12" 6 FT
@ B EEd . o (e [ [ R o EndotLineResklor ‘ i 8 FT
@ osss ess [ \\\{B S5 [so5§ [so5§ So88 5.1k+-5% 05W DISCHARGE NOZZLE @ \ 1" 12FT
_ RS-232 T87 TB6 { O \ TB5 TB4 TB3 TB2 1 1 /4n 1 2 FT
Trouble Relay = gg g 4 supervsory2  Supervisory 1\ // Abort y;:::l vgztzz?::g Dotector2_ o Detector Circuit \__STROBE LLIGHT "
¢_i =@l T E 50|58 Cross 7 :1 RELEASING MANUAL RELEASE STATION ’ L1/2" OR LARGER ISFT
Relav-Contact Rafi Mam Reley| T — 1’|: AE 2lell= ross Zone CONTROL PANEL ABORT STATION
clay-Lontact Rafing o < 3. PIPE IS TO BE REAMED, BLOWN CLEAR, AND SWABBED WITH APPROPRIATE SOLVENT TO REMOVE MILL
3.0A @30 VDC (resistive) Programmable Relays T_-.E% 2|2 (O ko O M O e —
3.0A@ 120 VAC (resistive) Supevisory Relay - $ 2 O o AEGIS VARNISH AND CUTTING OIL BEFORE ASSEMBLY
142 |low Owm 80" FROM F.F. OR
2 Ome O mwim O wom 3818 6 FROM FF 6V FROM C1G. 4, TEFLON PIPE TAPE IS THE ONLY ACCEPTABLE PIPE SEALANT AND MUST BE APPLIED TO MALE THREADS
e Qe Qs O g WHICHEVER IS e ONLY. PIPE JOINT COMPOUND SHALL NOT BE USED
gz % O ABORT O ABORT TBL O NAC1 TBL O SYSTEM SUP LOWER
S' + @ O SUP1 O SUP1TBL O NAC2 TBL O PSUTBL M ‘ ‘ ‘ go
- m_‘ - i+ Batt Out @ SUP2 QO sl QO mamn O GRoNDTBL ) Ac(ﬁg?\é\ll;(E)I;GE ss‘:i’:“::'-E S;ESSTETM gl';;:ﬂ g 5. PIPING SHALL BE PRESSURE TESTED IN ACCORDANCE WITH NFPA 2001 (2012 EDITION) PARA 7'7.2.2.12
A s 5 "PIPING SHALL BE PNEUMATICALLY TESTED IN A CLOSED CIRCUIT FOR A PERIOD OF 10 MINUTES.
12:V 12:V THE PRESSURE DROP SHALL NOT EXCEED 20% OF THE TEST PRESSURE"
Battery Battery
© @ l l o FINISHED FLOOR IMPORTANT NOTE
- o ¢ Hoinibrd N\ EASTERN FIRE PROTECTION IS NOT RESPONSIBLE FOR THE LOSS OF NOVEC 1230 FIRE EXTINGUISHING AGENT
AC Supply Select Switch (S6) 1 i e DEVICE ELEVATION DETAIL DUE TO LEAKS IN THE PROTECTED AREA. PRIOR TO ACCEPTANCE, ALL HOLES AND CRACKS SHOULD BE
% TB16 Auxiliary Output " lellE — ~OTTOSCALE SEALED. ANY FLOOR DRAINS SHOULD BE CHECKED FOR TIGHTNESS. EMPTY CONDUITS MUST BE SEALED
wie | EeQU|att'e1d02(4 voc): @ | AND ALL DUCTS & DAMPERS SHOULD BE FIRE/SMOKE RATED.
120 VAC, 50160 Hz, 32 A =8 ] 0/ et e s s 5 [0l 3 EndofLine Resitor ‘ CLEAN AGENT SYST
" Back |2 R 2 |o||i o 51K+ 5%, 05W GENERAL NOTES DATE REVISIONS REQUIRED APPROVALS NORWAY SAVINGS ANK
240VAC,5080Hz, 16A _ Green | gy ten U ekl  EREE 4 LRI iamm TeiEgy |
s I - A s A 4/3/17 | REVISED PER PIPING MODIFICATION OWNER 2 N] ||: L |R S E R \/ E R R O O M PLANS & DETAILS
To Eart-Ground stud Not U'i(;:j Uriitd STATE FIRE MARSHAL
on side of back box Used LOCAL FIRE DEPARTMENT 1200 CONGRESS ST DWG. NO.
% Red PORTLAND, ME 04101 CA-l
e DRAWN BY CRM CONTRACT WITH: HEBERT CONSTRUCTION JOB NUMBER

In-Line Releasing Device, P/N 06-220023-001
(Must be close nippled to solenoid enclosure)

1-06505-SH-17

CHECKED BY BWB W E A S TE H N F E H E SCALE

Kidde AEGIS Control Unit Installation Wiring Diagram > s wae SERVICES, INC. | tssiow
Part No. 06-236730-001 Rev AA SCALE: mf i — CONTRACTOR LICENSE # AUBURN/LEWISTON INDUSTRIAL DATE

o4 16 AIRPARK, AUBURN, MAINE 042170 3/14/17
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