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Drawing Index Customer Site Readiness

These sheets are a document set and should not be separated. E H e O I t ' | ‘ O r e Req U | re m e ntS
Electrical information and references are contained on all sheets. - |

e Any deviation from these drawings must be communicated in writing to
and reviewed by your local GE Healthcare Installation Project Manager

SITE READINESS C1 prior to making changes.

EQUIPMENT LAYOUT AT e Make arrangements for any rigging, special handling, or facility
(Equipment locations, heat loads, component weights, environmental specs) modifications that must be made to deliver the equipment to the

installation site. If desired, your local GE Healthcare Installation Project
STRUCTURAL LAYOUT ST ' . 1=
(Structural support/mounting locations for floor/wall/ceiling, wall support elevations) Manager can supply areference list of rlgging contractors.

STRUCTURAL DETAILS S? e New construction requires the following; 1. Secure area for equipment,
2. Power for drills and other test equipment, 3. Capability for image
analysis, 4. Restrooms.

Planner: Benjamin Wallace
I
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(Floor and Ceiling loading information)

ELECTRICAL LAYOUT E T

(Contractor supplied wiring, interconnect methods, junction point locations and descriptions) e Provide for refuse removal and diSpOSOl (e.g. crates, cartons, pocking)

FLECTRICAL SPEC|F|CAT|ONS E2 - e ltisthe customer's responsibility to contract a vibration consultant/engineer
(Maximum wiring run lengths, interconnect diagram, system power specifications) to implement site design modifications to meet the GE vibration specification.
FLECTRICAL DETAILS F3 Refer to the system preinstallation manual for the vibration specification.

IT IS NOT TO BE USED FOR

ACTUAL CONSTRUCTION PURPOSES, HOWEVER, AND THE COMPANY CANNOT ACCEPT

RESPONSIBILITY FOR ANY DAMAGES RESULTING THEREFROM.

MECHANICAL LAYOUT M1

(Chiller information)

EQUIPMENT DETAILS D1

GE Equipment Delivery
Requirements

The items on the GE Healthcare Site Readiness Checklist are REQUIRED to facilitate equipment
delivery to the IS site. Equipment will not be delivered if these requirements are not satisfied.

SITE READINESS

MODALITY TYPE: OPTIMA MR430s

GE Healthcare Site Readiness Checklist Rev 19

AND ASSOCIATED APPARATUS, ELECTRICAL WIRING DETALS AND ROOM ARRANGEMENTS.

THIS PLAN IS SUBMITTED TO SUGGEST LOCATION OF GE HEALTHCARE EQUIPMENT
IN PREPARING THIS PLAN, EVERY EFFORT HAS BEEN MADE TO CONFORM DETAILS

TO ACTUAL EQUIPMENT EXPECTED TO BE INSTALLED.

GEMC Glakead Ordar# ; Customsr:
GEHC PME: FE / Installer:

Tha customer is responsibia for proper site praparation regardiasg of any GEHC massuramerigdnspactionsisssessments.

These drawings indicate the placement and interconnection of the listed
equipment components. These drawings are not construction or site
preparation drawings. Customer remains ultimately responsible for
preparing the site to accommodate the operation of such equipment in
compliance with GE Healthcare's written specifications and all applicable
federal, state, and/or local requirements.
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GEHC Minimum Requirem ents H E g s E 1 H E F N, arksr com ments or action Hlan

= Bem

MR MagnetDelvery Requirements: Ensure eryogen verting system 5 avallable form ognet
conngction us defined by GEHE Pre-instelletion Manual{PiMIrequirem ents, exheust fan system s
installe dond cperational 480% power, and chilled wetersupply Is avoitoble 2447 that meets
systam cooling mquirements, External connectivity is ovaitable for magnet m onitoring end phone

13nef005

strvive b5 avadiable during delivery. Surfuce mount vibremeat instalied where reguired. Muagnet
mam finol flooring is in place,

ME AF Screon Room Requirements: RF Screen Room is tsted with copy of Test Report, emailed
1S adminCOEMB@ge.com, thet it ls complignt with GEHT specifications Dock Boltand magnet
anchors [ if applicable) installed using 2 part enchor. For MDK swstem s, blower bhon mountbolts
imstelie d by RF vendor using 2 part anchors

MAINE

State R equinlory Reguirements
Foclity registrotion num ker provided for states of 1 &Y, HL RE SC. TH,

#-roy shiziding plan and state ecknowledgm ent letter provide d to installer for AR, DC, NC,8C, CO
JisWa

Sike Diowing R equirem sats: Finol version of e quipm ent network and antermu, instotlution
drawings {inciuding red lined versions) verified %o match setual room and has been provided to
instatis

* REQUIRED REFERENCE *

SurfacePenetration Requirements: Custom er/Contractor scheduled to provide required drifling
4 Tor cutting Inte floors. eeilings, condwalls; QR surface penetration perm i avaliabls and posted In
the room when GEHC will perform the work,

FORTLAND,

ORTHOPAEDIC
ASSOCIATES OF PORTLAND

Pie-Delvery Route Requirem eats: The equipm ent delivery route from the truck to the final
destinatio n within the facility has been reviewed with alikew stakeholders to safely meztthe

¢ £ iminimum raquiremants fursquiprnant wooess, ared all ee mmunicationsd netificutions have
ossurred Arrangem ents have heen m ade for special handling {elsvatar, ngging foor protaction,
| fork lift, mlibacktruck, stcl

FinishedRoom Requrements: Room s that will contoin e quipm ent, Inciuding storage arens notin
scan sults, are dustfree. Provislons tuken te mointain o dustfree room. Precautions mustbe
tmken to pravent dust from e ntering roems containing e quipm stwhen canstruction is incam plets

. .
In adjacent are gt Al walls prim ed ifingl so gt notreededon Dapl) Shielding, doars, ond
- E iwindows ore to be installed, Mo cortractor work be g done during or after the installetion thet
( : will cause dustinthe Installetsn areds or potential s quipm ant dom oge. Reem security to preverd

unouthorized access andtheft hos beendiscussed with customern The customerks aware of
these security issuzs, implications and respensibility,. ForStorage: Room mustmset PiM

rguirements for sty rage
D O ( O ; 9 ; , 6 , Electrical Requiternants Lockable {LOTOIMain Disconnect Pansl [(MDP IS installed per GE
guidsiines and system poweris svailuble, Conduits, electricol cable ducting/ dividers/cable trays,

7 |and noeess flooring is instalied in properiosation and height Surfocs flaor dust and lood-side
wires con be instolled attdme of system Instoliation. Volidate outdetlocotion endreguirements

A mandatory component of this drawing set is the GE Healthcare

HYAC Requirements: The HYAC/Chilled water systom s desigredte mairtain the e nvironm & nt per

Pre Installation manual. Failure to reference the Pre Installation ¢ spec 11 = i see s o e e rarunentl condors

inchiding location of vers, temperuture and humidity fersystem aperation

manual will result in incomplete documentation required for e L e I
site design and preparation. -
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PIM R3

specifications, Confirm customeranchoring plan aligns with designs d floorthickmess, Final REVISION HISTORY:
fiooring instailed whe re re quired for network racks,

Ceiling Requirements: Unistrut {or equivatenti focation, isvelnass and spacing is meas ured for JGA — 07 .Mar.13
vt ndef enfirm ed) and consisce nt with the reguinem e nt of the installationdrawings, Ensure
To{uniztrut ond roils are notussed gz mounting surfaces. Cefing gridis instelad. 7emanentlighting CHECKED BY: PMM
is installed and operational, HWAC diffusers ore installed and connected bp ductwork Ceilng bles
instoile dper P Ml disoration.

Pre Installation documents for GE Healthcare products can be
accessed on the web at:

StugingReqairementr: Space has beeridentified to support the actlve installation process anly
This arecmests PIM/proje ot book 8 quirem e nts.

& » L
; ; ‘ . 11 Storeige spece has beenidentifled, if nesded This secured spoce would be usedto store
i equipm ent indefinitely. ¥ offsite, transportation plan has besn developed at customer enpense,
' ' . This spose mustmeet PIM requirem ents,

Metw orkC onnectivity: Hardwire for network connectivitylnetwark drepl s in ploce priorio
12 dalivery with specifiad network frawall configuretion where raguirad. $ite Surveys for wimlass
mo bile #R units have been com pleted

RQ — 133811

www.gehealthcare.com/siteplanning

e

MeditalGases Requirements: System s fhard piped or portable ) in pluse to wliow testing and

calibration of e quipm e ntionesthe sigl Including ventlation J

i
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