5 4 3 2 1
ROOF AND SLAB SYSTEMS PARTIAL HEIGHT PARTITIONS EXTERIOR WALL SYSTEMS INTERIOR WALL SYSTEMS PROJECT GENERAL NOTES
1. These notes are intended for general reference and information and to augment the Contract and Specification information provided under separate cover. Refer
to those Specifications for detailed information and requirements.
CENTER LINE DECK
SLOPE 1/4" ADHERED ROOF GRID —— . o . : . ‘ . - ,
PER FOOT MEMBRANE 36" AFF. ~—-—— QUTSIDE FACE OF : 2. All Work included in this Contract shall conform to all national, state, and local Codes, Ordinances and Agency requirements including, but not iimited to:
COVER BOARD — - —CARE - B _‘ MASONRY HILL VOIDS AT DECK WITH FG hazardous material removal, solid waste disposal, seismic design, and life-safety.
- /- ROOF INSUL S AL : INSUL,
/ MECHANICALLY SEE INTERIOR ¥ o e As 3.  Definitions:
FQ%LENMED TO ROGF ELEVATIONS FOR CAP Y 1|4~ MASONRY VENEER FIRESTOP SYSTEM AT CORRIDOR o ‘ ‘ . , _ . ! ‘
/ gONT}Nu!guzs INSUL. W/ \ A AIR SPACE SIDE; FILL VOIDS AT DECK WITH . New: May be used to indicate items which shail be furnished and installed by this Contract. Typically used to ensure clarity between various components of
AVG. R36 AT AREAS OF N f \ MINERAL WOOL. the drawings. Not all items are labeled as "new” when it is obvious by other indication.
FLAT STRUCTURE AND EA@M;[% TLAYERGWBAT : L MASONRY VENEER gﬁgUgEUDREFh'E%TE‘ESEE%CNK TO . Existing: Existing building or site components which are in place at the start of Construction. Not all items are labeled as "existing” when it is obvious by other
: e TAPERED INSULATION. f ANCHOR < E ) indication. Consult the Architect for clarification.
’ T 3" RIGID INSULATION GWB & STUDS FREE FLOATING , ( . .
; ' 4 — 3.5/8" MTL STUD FRAMING - BS6 . Repair: Restore to proper operating and aesthetic condition.
' ~ ] METAL DECK ON [ AIR BARRIER . 8" MTL STUD FRAMING - B70 . Restore: Bring back to former condition, by repairing or patching as required.
STRUCTURE . GYPSUM SHEATHING ™ 8  MTLSTUDFRAMING - B8O . Patch: Restore to condition matching existing adjacent construction, surface texture and finish. After removal of building components as indicated, patch and
—-ih CFMF: 6" @ B1 TLAYER GWB AT E.S. prepare the remaining existing exposed surfaces to receive new work and finish, including but not limited to: level floors at wall removals; tooth-in new CMU at
NOTES: ACOUSTICAL BATT INSULATION openings; piece-in new plaster backing and finish flush; piece in new ceiling suspension system.
- il GWB - TERMINATE 3" 1. USE MR GWB AT TOILET & JANITOR ROOMS. . N.L.C. {Not In Contract): Work which is not included in this Contract, but which may require Contractor coordination.
SRR ROOF PLARS FOR TAPERED INSTLATION LAYGHTS: v ég?L\llhIJEGHNISHED %EAQES%M%;EPF%%KSEO 'Q;E’ gﬁghé‘%;;ﬁgﬁgéo”s o . Remove: Dismantle and/or extract from the premjses entirely. Dispose of off sfte unless noted otherwise. ‘ . o
. Replace: Dismantle and/or extract from the premises entirely. Dispose of off site uniess noted otherwise. Provide new material as indicated.
METAL STUD PARTITION B56 . Damages: Existing building or site components, not scheduled for work, which are damaged. Such elements and components shall be replaced or restored
SINGLE-PLY MEMBRANE R1 METAL STUD PARTITION MASONRY VENEER AT B1 FULL HEIGHT to original condition by methods approved by the Architect.
ROOFING ON METAL DECK PARTIAL HEIGHT CFMF BACKUP . Demolish: Dismantle and/or extract from the premises entirely. Dispose of off site unless noted otherwise.
B70(|B80 . Salvage: Remove and reinstall or remove and deliver to the Owner, as indicated. Saivaged components may be for limited reuse, to match existing conditions
or to patch and repair as indicated
Single Ply Roof Membrane on Metal Deck Metal Stud Partition Partial Height = CFMF Masonry Veneer = Metal Stud Partition
@ G 2 1,_0.5.1 J/\ 1" = 1-0" . 8 "= 10" o 5 1" = 10" 4, It is the intent of the drawings and specifications to have the Contractor provide a complete, fully operational building. Provide all labor, materiais and
incidentals necessary to achieve this intent. Failure of the Drawings or Specifications to indicate each incidental shall not relieve the Contractor from providing the
L | TOP OF WALL PROFILE 5 1/2" necessary items as part of this Contract. The Drawings show the design and layout, describe the quality level and construction techniques in a general sense only.
: =l B51 | 7/8" HAT gﬁiﬁnggE STRUCTURAL TRACH Ali details are typical. What is shown in one condition applies to all other similar conditions, unless noted otherwise.
LG 2" RIGID INSUL EXTEND 24" DECK _ o . . . , _ _ . . _
SEE PLANS FOR SLOPE gﬂiﬁz: I = r ) Pp—— > ] FROM PERIMETER e 43 5. Verify the following items and report any discrepancies to the Architect prior to proceeding with Work, and proceed with the Work only after such discrepancies
(IF APPLICABLE) CONC. SLAB. SEE A = ) = SLOPE GRADE AWAY FROM 5’ F|LL VOIDS AT DECK WITH FG INSUL. are resolved by the Architect:
STRUCTURAL . LI < WALL.
DRAWINGS, iy = y - v feaee——— DAMPPROOFING BELOW ANCHOR DEFLECTION TRACK TO . Existing conditions
"l Z 9 :] i B53 | 2-1/2" LGMF = R | GRADE TO BOTTOM OF STRUCTURE (1" DEFLECTION) : . . -
VAPOR RETARDER - 2 AR FOOTING. GWB & STUDS FREE FLOATING . The size and location of ail existing utilities.
= RPN REINFORCED CONC. 2 LAYERS GWB . Discrepancies between or within the Contract Documents.
COMPACTED FiLL . Sﬁoj I = : m U FOUNDATION WALL. 3.5/8"  MTL STUD FRAMING . Unsuitable soils: report the location of all unsuitable socil materials below anticipated levels of footings or slabs prior to setting forms.
‘*JS R ] i B54 | 3-5/8" LGMF e 2" RIGID INSULATION - ALTERNATING AT 8" O.C. . Mechanical, electrical and plumbing coordination having potential impact on ceiling heights or building appearance
| T EXTEND TO FOOTING. ACOUSTICAL BATT INSULATION . Dimensional discrepancies.
. o4, ———— 2"DIA. WEEPHOLES @ 10 1 LAYER GWB MR! SIDE
R o"o.LC. AIR SPACE 6. Provide bond-outs, blocking, sleeves and pipes as required for all wall, floor, roof, and ceiling penetrations through structure. Coordinate installation of all
2" RIGID INSULATION o I Dy TN RE SHIELD ASSEMBLY structural, mechanical, plumbing and electrical components. Seal ali penetrations in fire rated assemblies and smoke assembilies to conform to U.L. rated _
?EETTH CE),.f ﬁfg 2 RN L ann :ERF:EJSEFFTEBRQ& . BY OTHERS assemblies and all NFPA and BOCA building Code requirements. All penetrations shall also be sealed with acoustical sealant. Refer to the Code Plans for specific
BUILDING aie e CIVIL DWGS. V' NOTE: ACOUSTICAL SEALANT Code references.
PERIMETER, TYP. EACH SIDE AT BOTTOM OF WALL
7. Mechanical, electrical and plumbing coordination: ceiling heights and duct sizes are given. Coordinate the Work to achieve the given visual and performance
F1 METAL STUD FURRING FDA1 STAGGERED METAL STUD requirements, and the requirement of including mechanical, electrical and plumbing systems within the indicated space.
ggﬁgg ETESLABON EXTEND GWB 3" ABOVE %E*ﬁékﬁgﬁ%&ff PARTITION W/ 2 LAYERS GWB | |B59
FIN. CLG. U.N.O. ONE SIDE; FULL HEIGHT 8. Do not penetrate structural beams, columns, or shear walls uniess specifically detailed otherwise.
4 Slab on Grade /3 Metal Stud Furring 5, Foundation Wall ‘g Staggered Stud Partition - 8. Coordinate the Work of all Subcontractors.
'\J’ " A \\J - " N W A4 e/ L A s L
1"=1-0 =10 =10 =10 10.  Provide work holes and access holes to install new systems in concealed spaces, as required or indicated. Wherever possible, avoid penetrations at wall type
- wall systems & B59, or other areas that contain the MRl magnet & sheilding rooms.
\\b .1u = 1;_0!1 7";:!_.__‘_74
172% TRACK
SYM BO LS 7 o~ DEC;'.K
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LEGEND DD PLUMBING FIXTURE FILL VOIDS AT DECK WITH FG INSUL,
ANCHOR DEFLECTION TRACK TO
STRUCTURE (1" DEFLECTION)
MATERIALS GWB & STUDS FREE FLOATING
BARRIER FREE FIXTURE F=— 3-5/8" MTL STUD FRAMING
GRAVEL ALTERNATING AT 8" O.C.
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F~~— 1/2" PLYWOOD MRI SIDE
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FULL HEIGHT
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\\_/ 1" — 1 OH

SYSTEM NOTES

1. AT METAL STUD PARTITIONS, USE MR GWB AT ALL
TOILET AND JANITOR ROOMS,

2 PROVIDE 1" MIN. CLEAR WHERE STRUCTURAL,
MECHANICAL, OR ELECTRICAL ITEMS PENETRATE
INTERIOR MASONRY WALLS. FILL VOIDS WITHFG
BATT INSUALTION AT NON-RATED WALLS AND
FIRESTOPPING SYSTEM AT RATED WALLS.

3. USE PREFORMED, COMPRESSED NEOQOPRENE
FILLERS AT TOP OF WALL WHERE EXPOSED.

4, INTERIOR METAL STUD PARTITIONS NOT
OTHERWISE INDICATED ARE TYPE B56.

3. SEE STRUCTURAL DWGS. FOR REINFORCEMENT
AND LINTEL LOCATIONS.

6. SEE EXTERIOR ELEVATIONS AND DETAILS FOR
MASONRY AND METAL TYPES / DESIGN.

7. SMOKE PARTITICONS INDICATED ON PLANS SHALL
COMPLY WITH NFPA 101. ALL PENETRATIONS
SHALL BE PROTECTED BY A SYSTEM OR MATERIAL
THAT {8 CAPABLE OF LIMITING THE TRANSFER OF
SMOKE. JOINTS MADE WITHIN OR AT THE
PERIMETER OF SMOKE PARTITIONS SHALL BE
PROTECTED WITH A JOINT SYSTEM THAT iS
CAPABLE OF LIMITING THE TRANSFER OF SMOKE.
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