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EQUIPMENT ON ORDER FROM GE HEALTHCARE, INSTALLED BY GE HFALTHCARE, EQUIPMENT CROSS This equipment layout indicates the placement and intercannection of the indicated equipment components. There moy be federal, stote, ond/or local requirements that could impact the plecement CUSTOMER/CONTRACTOR SUPPLIED AND INSTALLED Date: 05/16/13
] ! ' REFERENCE CHART . ' oo . . : . A ~l . L | - Planner: Benjamin Wallace
PER GON 4057872 DATED 16.JAN.13 e of these components. it remains the Custamer's responsibility for ensuring the site and final eguipment placement complies with oll applicable federal, state, and/or local requirements. ITEMS .
NOTE: LOCAL CONDITIONS MAY DICTATE THAT {TEMS IDENTIFIED IN THIS CATEGORY | stiswc © = g@%ﬁﬂb@”%ﬁ{o A
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THE FOLLOWING ITEMS ARE AVAILABLE FROM GE HEALTHCARE
TECHNOLOGIES. CONTACT YOUR LOCAL GE HEALTHCARE
SERVICE REPRESENTATVE FOR PRICING AND AVAILABILITY.

IT I5 NOT TO BE USED FOR

\ J
GENERAL SPECIFICATIONS N

o THE REQUIRED CEILING HEIGHT INDICATED ON THESE PLANS [S TO ENSURE EQUIPMENT
FUNCTION S NOT INHIBITED. CONSULT WITH YOUR LOCAL GEHC IS SPECIALIST
REGARDING ACCEPTABILITY OF OTHER CEILING HEIGHTS.

\

g

sHeer e FQUIPMENT  LAYOUT

MobALITY TYPE: OPTIMA MR430s

ACTUAL CONSTRUCTION PURPOSES, HOWEVER, AND THE COMPANY CANNQT ACCEPT

IN PREPARING THIS PLAN, EVERY EFFORT HAS BEEN MADE TGO CONFORM DETAILS
RESPONSIBILITY FOR ANY DAMAGES RESULTING THEREFROM.

AND ASSOCIATED APPARATUS, ELECTRICAL WIRING DETAILS AND ROOM ARRANGEMENTS,
TO ACTUAL EQUIPMENT EXPECTED TO BE INSTALLED.

THIS PLAN IS SUBMITTED TO SUGGEST LOCATION OF GE HEALTHCARE EQUIPMENT

o CHECK ALL DOOR QPENINGS AND HALLWAYS FROM DELIVERY LOCATION TO WHERE
EQUIPMENT IS TO BE INSTALLED TO ENSURE THE ROUTE PHYSICALLY AND STRUCTURALLY
WILL ACCOMCDATE THE EQUIPMENT AS SHIPPED.

o RADWTION PROTECT:ION REQUIREMENTS ARE NOT INDICATED ON THIS PLAN. WHERE
NEEDED PER NATIONAL CR LOCAL CODE THEY SHALL BE SPECIFIED BY A QUALIFIED
RADIOLOGICAL PHYSICIST,

g THE DEVELOPMENT OF THE EQUIPMENT LAYCOUT, ROOM DIMENSIONS, MECHANICAL AND
ELECTRICAL SUGGESTIONS iS PREDICATED URCON THE BEST INFORMATION OBTAINABLE
FROM THE SITE, COUPLED WITH THE CUSTOMER'S KNOWN DESIRES. ARCHTECTURAL QR
ELECTRICAL CHANGES INCLUDING RELOCATION OF EQUIPMENT ILLUSTRATED ON THIS
DRAWING IS ALLOWED ONLY WITH NOTIFICATION, IN WRITING, AND REVIEW BY GEHC
SERVICE DEPARTMENT. EQUIPMENT CPERATION, SERVICEABILITY, AND RESTRICTING CABLE
LENGTHS, ETC., MAKE THIS ESSENTIAL FOR A PROPER IS, GEHC RESERVES
THE RIGHT TO MAKE ON THE JOB CHANGES BECAUSE OF CUSTOMER REQUIREMENTS
AND/CR OBSTACLES IN CONSTRUCTION, ETC..

1 3nef005

o ALL WORK TO BE IN COMPLIANCE WITH NATIONAL ANG LOCAL BUILDING SAFETY COODES.

o DIMENSIONS ARE TO FINISHED SURFACES OF ROOM

\ J
(" SITE ENVIRONMENT SPECIFICATIONS A

o AMBIENT OPERATING TEMPERATURE: 66-75 DEG {F) [19-24 (C)] FOR THE MAGNET
AND EQUIPMENT AREAS, JCONTROL IS AS REQUIRED FOR COMFORTI.
ALLOWABLE TEMPERATURE CHANGE OF 5 DEG (F)/HR [3 (C)/HR] IN_ EQUIPMENT ROOM.
ALLOWABLE TEMPERATURE CHANGE OF 2.5 DEG (F)/HR [1.4 {C3/HR] IN MAGNET ROOM.

HUMIDITY: NON-CONDENSING
ENVIRONMENTAL RESTRICTIONS ABCVE MUST NCT BE EXCEECED FOR THE ELECTRONICS,
0O NOT RESTRICT THE AIR INTAKE OR AIR EXHAUST OF THE SYSTEM COMPONENTS.

ENVIRONMENTAL CONDITIONS LISTED ABOVE MUST BE MAINTAINED AT ALL TiMES
INCLUDING FOR EXAMPLE OVERNIGHT, WEEKENDS, AND HOLIDAYS.

o CRYOGEN VENTING AND MAGNET ROOM EXHAUST FAN SYSTEMS MUST BE COMPLETED IN
THE MAGNET ROOM PRIOR TO DEUVERY.

o FLUORESCENT LIGHTING IS NOT ALLOWED IN THE MAGNET ROOM DUE TO RF NOISE.

B CONTROL
ROOM
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This drawing is based on Sketch No.:
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PROJECT TITLE:

THE FOLLOWING ITEMS, WHICH HAVE BEEN ORDERED FROM GE HEALTHCARE, PROJECT | REVISION
ARE TG BE INSTALLED BY THE CUSTOMER OR HIS CONTRACTOR. \ j 130260 01
- = = — ~ DATE: 22.Jan.13
MAGNETIC INTERFERENCE SPECIFICATIONS e
o THE CUSTOMER MUST ESTABLISH PROTOCOLS TO PREVENT PERSONS WiTH CARDIAC n .
PACEMAKERS, NEUROSTIMULATORS, AND BIOSTIMULATION DEVICES FROM ENTERING e CHECKED 3r: PMM
MAGNETIC FIELDS OF GREATER THAN 5 GAUSS {EXCLUSTION ZONE). GON NO: 4057872
o MAN POWER TRANSFCRMERS MUST REMAIN OUTSIDE THE 1 GAUSS FIELD. % CON DT:  16.JAN.13
o THE FERROUS METAL OBJECTS LISTED BELOW MUST NOT MOVE INTO OR INSIDE OF THE
MOVING METAL SENSITIVITY LINE DURING SCANS.
TYPCIAL MOVING MAGNETIC MASS DISTANCE FROM SO REVISION HISTORY:
CARTS, GURNEYS 100-400 Ibs {45182 kg) N/A A JGA — 07 .Mar.43
FORKLIFTS, SMALL ELEVATOR, CARS, MINIVANS - )
VANS, PICKUP TRUCKS, AMBULANCES 30 % [9.2 o CHECKED 3Y: PMM
BUSES AND TRUCKS (DUMP, TRACTOR - [8.2 m] M
TRAILER, UTILITY, FIRE TRUCKS} -
}
e
r
GE Project Manoger: JiM DOMBROSKI \
Telephone: 603-934—3739 |
THE GE WPl TECHNICAL SUPPORT GROUP IS AN ADDITIDNAL RESDURCE THAT CAN{
PROVIDE ANSWERS FOR GENERAL GE FRODUCT SITING QUESTIONS AND CaN BE J[

\ REACHED AT (B77)-305-9577
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THIS SHEET 1S PART OF THE DOCUMENT SET LUSTED ON SHEET €1 AND SROULD NOI_BE SEPARATED
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