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See Detail 1 _

Cut exist. ceiling joists. |
New hanger each joist.
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New 2x6s @ 32"oc. Toenail bottom of 2x6's
to upper ridge pole with (3) 12d nails minimum

New (3) 1.75 x 18 LVL Ridge beam.
Solid 2x posts both ends down to existing
carrying beam in basement.

New (2) 1" Threaded Rods -

locate at § Points of Span

New 6x8 exposed Hemlock beams. (Typ all new exposed beams)
- Whitewash finish.

- Cut reveal into top of beam to integrate up-lighting and wiring.
Depth of reveal not to exceed 1-3/4" in depth.

| Crown molding with integrated up-lighting

| — Final trim details to be worked out on site with Owner.

Existing deck unaffected

Rec. Room
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Remove existing window.
Install new cosmetic gable vent.

New windows

New roof overhang on non-structural brackets
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New trim band - align with deck frame

New vertical skirt below existing deck.

\ New sliding door
x Existing basement windows to remain
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the overhanging deck.
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Existing deck un-affected
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Section A

Wy
Wy

L]

L]

]

il /// //

NSNS N NSNS

Cut exist. ceiling joists.
New hanger each joist. |

New (3) 2x12's w/
(2) layers 1/2" plywood
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Eating Area

New 2x6s @ 32"oc. Toenail bottom of 2x6's
to upper ridge pole with (3) 12d nails minimum

New (3) 1.75 x 18 (nts) LVL Ridge beam.
Solid 2x posts both ends down to existing
carrying beam in basement.

New 2x6 ceiling joists each bay

New finished wood ceiling

Crown molding with integrated up-lighting

Existing deck unaffected

Triple joist below end wall of
kitchen (see Main Floorplan)

Rec. Room
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Right Elevation

*Scale: 1/4"=1"'-0"

New triple window

New sliding door —_|
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New vertical skirt below
existing deck. This will

require a new frame due

to the overhanging deck. — |
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- Section B

Notes;

1. Insulation Requirements in renovated areas:
Ceilings / Roof = R-49 minimum
Wood framed walls = R-20 minimum

2. Carbon monoxide and smoke alarms installed
per Life Safety Code. Contractor to coordinate

with Building Inspector.

Rear Elevation
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Existing
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DESCRIPTION
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NO.

REVISIONS

Contract
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CLIENT REVIEW
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CONCEPTS

JOB NUMBER:
DRAWN BY:

SCALE:

ROUTE 1, SUITE
883 -00283

(2 07)

_~~ PROIJECT: Renovations to the Allen Residence
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( OWNER APPROVAL:

Jan 2, 2015




