PROPOSED VERIZON
WIRELESS WOOD
STOCKED FENCE

SCREENWALL (TYP.)

(?
C
4

Existing Treeline
(REMOVE UP TO UMITS OF —
PROPERTY LINE AS REQUIRED)

4 PROPOSED
=1/ ARBORVITAE (TYP.)

PROPOSED VERIZON
WIRELESS NATURAL GAS
GENERATOR ON 14'x6’

CONCRETE PAD PROPOSED VERIZON

WIRELESS HVAC CONDENSER
ON CONCRETE PAD

PROPOSED VERIZON
WIRELESS WOQD
STOCKED FENCE
SCREENWALL (TYP.)

PROPOSED LIMIT OF CLEARING
(TREE SAVE/PROTECTION LINE)

LEGEND

EROSION CONTROL MULCH MIXTURE
(SEE SHEET SW—1 FOR SPECIFICATIONS)

PAVED PARKING AREA (SEE DETAIL 3, SHEET C-8)
1-1/2" HOT BITUMINOUS CONCRETE SURFACE COURSE
1-1/2" HOT BITUMINOUS CONCRETE BASE COURSE
12" COMPACTED GRAVEL BASE COURSE

RIP—RAP LINED SWALE (6" DIAMETER)

4" COMPACTED GRAVEL YARD
(SEE DETAIL 3, THIS SHEET)

Reviewed for Code Compliance

Inspections Division
on Approved with Conditions
VEay h b 02/20/18

WIRELE!

VERIZON WIRELESS
118 FLANDERS ROAD
WESTBOROUGH, MA 01581-3956

PORTLAND ME
HEAD END

CONSTRUCTION DRAWINGS

11/27/17| FOR CONSTRUCTION

10/30/17| 90% SUBMITTAL

10/04/17| 80% SUBMITTAL

PROPOSED VERIZON
WIRELESS 30°x40°
(1,200 S.F.)
EQUIPMENT BUILDING

PROPOSED STREET TREE
("WIRELESS" ZELKOVA)

1/2" RUBBER HOSE

2 STRANDS OF 12
GAUGE GALVANIZED WIRE

CONGRESS STREET

NOTES:

SOME_EXISTING & PROPOSED INFORMATION NOT SHOWN FOR
CLARITY.

LANDSCAPE PLAN PLAN

PROPOSED STREET
TREE ("WIRELESS”
ZELKOVA) (TYP.—3)
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04/14/17|50% SUBMITTAL
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TWISTED FOR SUPPORT SCALE: 1"=20' FOR 11°x17" " 1348
1"=10" FOR 22"x34"
2"X2"X8' HARDWOOD STAKE DRWVEN o 10 2
3'-0" BELOW GRADE. 2 STAKES PER (%‘ﬁgAggg:gﬁng‘)mnﬁ PRUNE BRANCHES & FOLIAGE BY
TREE SPACED OPPOSITE. PLACE STAKES oo — 1/3 WHILE RETAINING NATURAL
PARALLEL TO WALK AND BUILDINGS e SHAPE OF TREE. PRUNE ALL DEAD
F=——— / AND BROKEN BRANCHES.
REMOVE CONTAINERS ORT
ALL WIRE, TWIN AND _—
BURLAP FROM UPPER 1/3 —
_—-——'——'_
OF ROOTBALL —— [ orawn Br: K |
—-'——"_.—'—.-
2" DEEP HARDWOOD f——
- |—————— .
MULCH 1/2" BLACK REINF. RUBBER | REVIEWED BY: MFT ]
FINISHED GRADE HOSES TO ENCASE WIRES B
1/8 DEPTH OF ROOTBALL MIRAF1 STABILIZATION FABRIC - - " CHECKED BY: BBR
/ PLACED ON COMPACTED SUB or Aoy SIONE L 2X 2°X 8'-0" STAKES I BER |
GRADE (GEOTEXTILE 150 MIL WRAP TREE WITH TREE WRAP — 0.12 WIRE W/TWISTED ENDS
THICKNESS) FINISHED GRATE FROM ROOT CROWN UP TO £ | ProJECT NUMBER: 50002925 |
SECOND LOWEST MAIN BRANCH r .
BACKFILL WITH TOPSOIL & (DECIDUOUS TREES ONLY) = [ 3" BARK MULCH [ 500 e o080z |
1/2 WIDTH OF COMPOST MIXTURE OEPTH———] C TEMP 3" CONTINUOUS
ROOT BALL > DEPTH r EARTH SAUCER
o C [ ste apoRess: |
SOUID UNDISTURBED EARTH UNDISTURBED OR FINISH GRADE -7 a
OR COMPACTED SUBGRADE COMPACTED FILL 7 7%

PLANTING HOLE TWO
TIMES WIDTI(':I g_'l': I:‘ggF
BALL OR CONTAl
NOTES:
DETAILS APPLIES TO B&B OR CONTAINER PLANTING,

WHEN PLANTING ON A SLOPE. ENSURE LANDSCAPING IS INSTALLED
VERTICAL AND PLUM.

MULCH SAUCER HEIGHT SHALL BE LEVEL AND UNIFORM AROUND
CIRCUMFERENCE OF PLANT BASE.

BEARING STRATA MEDIUM TO DENSE INSET GRANULAR
MATERIAL OR COMPACTED GRAVEL FILL. 95% COMPACTION.

FILL SHALL CONSIST OF CLEAN SOIL. NO DELETERIOUS
MATERIALS OR ORGANICS TO BE USED.

GRAVEL YARD DETAIL

SCALE: N.T.S. 3

UNTIE & FOLD BACK BURLAP
1/3 BALL HEIGHT. SYNTHETIC
OR TREATED BURLAP SHALL

BE COMPLETELY REMOVED.

- TOPSOIL & COMPOST MIXTURE
12" MIN.

COMPACT SOIL UNDER ROOT BALL

EMBED STAKES MIN.
1'-0" INTO SUBSOIL

LOOSEN HARD SUBSOIL
AT BASE OF HOLE

1531 CONGRESS ST.
PORTLAND, ME 04102

[ sHeer Tme |

LANDSCAPE PLAN

LANDSCAPE TREES SHOWN SHALL BE
ARBORVITAE & SHALL BE A MINIMUM OF
6'—0" IN HEIGHT WHEN PLANTED.

TREE PLANTING DETAIL

SCALE: N.T.S.

STAKES AND WIRE SHALL ONLY BE UTILIZED AS NEEDED.

[ sHeET nuMBER ]

L—1

TREE PLANTING DETAIL

SCALE: N.T.S.




