GENERAL CONSTRUCTION NOTES:

ALL WORK SHALL CONFORM TO ALL CURRENT APPLICABLE FEDERAL, STATE, AND LOCAL
CODES AND COMPLY WITH VERIZON WIRELESS SPECIFICATIONS, INCLUDING NETWORI

SITE ST/ & ALL SUBSEQUENT APPLICABLE VERIZON WIRELESS STANDARDS INCLUDING
BUT NOT LIMITED TO NSTD2020, NSTD1000, NSTD1500, & NSTD1517.

CONTRACTOR SHALL CONTACT "DIG SAFE 1888 DIG SAFE™ (BB8—344—7233) FOR
IDENTIFICATION OF UNDERGROUND UTILITIES PRIOR TO START OF CONSTRUCTION.

CONTRACTOR IS RESPONSIBLE FOR COORDINATING ALL REQUIRED INSPECTIONS.

ALL DIMENSIONS TO, OF, AND ON EXISTING BUILDINGS, DRAINAGE STRUCTURES, AND SITE
IMPROVEMENTS SHALL BE VERIFIED IN FIELD BY CONTRACTOR WITH ALL DISCREPANCIES
REPORTED TO THE ENGINEER.

DO NOT CHANGE SIZE OR SPACING OF STRUCTURAL ELEMENTS.

DETVAILS SHOWN ARE TYPICAL; SIMILAR DETAILS APPLY TO SIMILAR CONDITIONS UNLESS
OTHERWISE NOTED.

THESE DRAWINGS DO NOT INCLUDE NECESSARY COMPONENTS FOR CONSTRUCTION SAFETY
WHICH IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR.

CONTRACTOR SHALL BRACE STRUCTURES UNTIL ALL STRUCTURAL ELEMENTS NEEDED FOR
STABILITY ARE INSTALLED. THESE ELEMENTS ARE AS FOLLOWS: LATERAL BRACING, ANCHOR
BOLTS, ETC.

CONTRACTOR SHALL DETERMINE EXACT LOCATION OF EXISTING UTILITIES, GROUNDS DRAINS,
DRAIN PIPES, VENTS, ETC. BEFORE COMMENCING WORK.

INCORRECTLY FABRICATED, DAMAGED, OR OTHERWISE MISFTTTING OR NONCONFORMING
MATERIALS OR CONDITIONS SHALL BE REPORTED PRIOR TO REMEDIAL OR CORRECTIVE
ACTION. ANY SUCH REMEDIAL ACTION SHALL REQUIRE WRITTEN APPROVAL BY A VERIZON
WIRELESS REPRESENTATIVE PRIOR TO PROCEEDING.

EACH CONTRACTOR SHALL COOPERATE WITH A VERIZON WIRELESS REPRESENTATIVE, AND
COORDINATE HIS WORK WITH THE WORK OF OTHERS.

CONTRACTOR SHALL REPAIR ANY DAMAGE CAUSED BY CONSTRUCTION OF THIS PROJECT TO
MATCH EXISTING PRE—~CONSTRUCTION CONDITIONS TO THE SATISFACTION OF THE VERIZON
WIRELESS CONSTRUCTION MANAGER.

ALL CABLE/CONDUIT ENTRY/EXIT PORTS SHALL BE WEATHERPROOFED DURING INSTALLATION
USING A SILICONE SEALANT.

WHERE EXISTING CONDITIONS DO NOT MATCH THOSE SHOWN IN THIS PLAN SET, CONTRACTOR
WILL NOTIFY ENGINEER, & VERIZON WIRELESS PROJECT CONSTRUCTION MANAGER.

CONTRACTOR SHALL ENSURE ALL SUBCONTRACTORS ARE PROVIDED WITH A CURRENT SET OF
DRAWINGS AND SPECIFICATIONS FOR THIS PROJECT.

ALL ROOF WORK SHALL ABIDE BY THE REQUIREMENTS AND SPECIFICATIONS SET FORTH IN
THE ROOFING MANUFACTURER'S GUARANTEE.

CONTRACTOR SHALL REMOVE ALL RUBBISH AND DEBRIS FROM THE SITE AT THE END OF
EACH DAY.

CONTRACTOR SHALL COORDINATE WORK SCHEDULE WITH OTHERS ON SITE AND TAKE
PRECAUTIONS TO MINIMIZE IMPACT AND DISRUPTION.

CONTRACTOR SHALL FURNISH VERIZON WIRELESS WITH THREE AS—BUILT SETS OF DRAWINGS
UPON COMPLETION OF WORK.

ANTENNAS AND CABLES ARE TYPICALLY PROVIDED BY VERIZON WIRELESS. PRIOR TO
SUBMISSION OF BID, CONTRACTOR SHALL COORDINATE WITH VERIZON WIRELESS PROJECT
MANAGER TO DETERMINE WHAT, IF ANY, ITEMS WILL BE PROVIDED BY VERIZON WIRELESS.
ALL ITEMS NOT PROWVIDED BY VERIZON WIRELESS SHALL BE PROVIDED AND INSTALLED BY
THE CONTRACTOR. CONTRACTOR WILL INSTALL ALL [TEMS PROVIDED BY VERIZON WIRELESS.

CONTRACTOR SHALL INSTALL ALL SITE SIGNAGE IN ACCORDANCE WITH VERIZON WIRELESS
SPECIFICATIONS AND REQUIREMENTS.

CONTRACTOR SHALL SUBMIT ALL SHOP DRAWINGS TO ENGINEER FOR REVIEW AND APPROVAL
PRIOR TO FABRICATION.

PRIOR TO SUBMISSION OF BID, CONTRACTOR SHALL VERIFY ALL EQUIPMENT TO BE PROVIDED
BY VERIZON WIRELESS FOR INSTALLATION BY CONTRACTOR.

ALL EQUIPMENT SHALL BE INSTALLED ACCORDING TO MANUFACTURER'S SPECIFICATIONS AND
LOCATED ACCORDING TO VERIZON WIRELESS SPECIFICATIONS, AND AS SHOWN IN THESE

THE CONTRACTOR SHALL SUPERVISE AND DIRECT THE PROJECT DESCRIBED HEREIN. THE
CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR ALL THE CONSTRUCTION MEANS,
METHODS, TECHNIQUES, SEQUENCES AND PROCEDURES AND FOR COORDINATING ALL
PORTIONS OF THE WORK UNDER AND IN COMPLIANCE WITH THE CONTRACT.

CONTRACTOR SHALL BE RESPONSIBLE FOR SITE SAFETY INCLUDING COMPLIANCE W/ALL
APPLICABLE OSHA STANDARDS AND RECOMMENDATIONS AND SHALL PROVIDE ALL NECESSARY
SAFETY DEVICES INCLUDING PPE AND PPM AND CONSTRUCTION DEVICES SUCH AS WELDING
AND FIRE PREVENTION, TEMPORARY SHORING, SCAFFOLDING, TRENCH BOXES/SLOPING,
BARRIERS, ETC.

CONTRACTOR WILL BE RESPONSIBLE FOR THE PROTECTION OF ALL INTERIOR FINISHES.

CONTRACTOR SHALL ADHERE TO ALL CfTY & STATE REQUIREMENTS FOR SAFETY AND
CONSTRUCTION.

GENERAL ELECTRICAL NOTES:

SUBMITTAL OF BID INDICATES CONTRACTOR IS COGNIZANT OF ALL JOB SITE CONDITIONS AND
WORK TO BE PERFORMED UNDER THIS CONTRACT.

CONTRACTOR SHALL PERFORM ALL VERIFICATION OBSERVATION TESTS, AND D(AMINATION
WORK PRIOR TO THE ORDERING OF THE ELECTRICAL EQUIPMENT AND THE
CONSTRUCTION. CONTRACTOR SHALL ISSUE A WRITTEN NOTICE OF ALL FINDINGS TO THE
ARCHITECT LISTING ALL MALFUNCTIONS, FAULTY EQUIPMENT AND DISCREPANCIES.

HEIGHTS SHALL BE VERIFIED WITH OWNER PRIOR TO INSTALLATION.
THESE PLANS ARE DIAGRAMMATIC ONLY, FOLLOW AS CLOSELY AS POSSIBLE.

EACH CONDUCTOR OF EVERY SYSTEM SHALL BE PERMANENTLY TAGGED [N EACH
PANELBOARD, PULLBOX, J—-BOX, SWITCH BOX, ETC., IN COMPLIANCE WITH OCCUPATIONAL
SAFETY AND HEALTH ACT (0.S.HA)

CONTRACTOR SHALL PROVIDE ALL LABOR, MATERIALS, INSURANCE, EQUIPMENT, INSTALLATION,
CONSTRUCTION TOOLS., TRANSPORTATION, ETC., FOR A COMPLETE AND PROPERLY OPERATIVE
SYSTEM ENERGIZED THROUGHOUT AND AS INDICATED ON DRAWINGS, AS SPECIFIED HEREIN
AND/OR AS OTHERWISE REQUIRED.

ALL MATERIALS AND EQUIPMENT SHALL BE NEW AND IN PERFECT CONDITION WHEN INSTALLED
AND SHALL BE OF THE BEST GRADE AND OF THE SAME MANUFACTURER THROUGHOUT FOR
EACH CLASS OR GROUP OF EQUIPMENT. MATERIALS SHALL BE LISTED AND APPROVED BY
UNDERWRITER'S LABORATORY AND SHALL BEAR THE INSPECTION LABEL "J" WHERE SUBJECT

TO SUCH APPROVAL. MATERIALS SHALL MEET WITH APPROVAL OF THE DMSION OF INDUSTRIAL
SAFETY AND ALL GOVERNING BODIES HAVING JURISDICTION. MATERIALS SHALL BE MANUFACTURED
IN ACCORDANCE WITH APPLICABLE STANDARDS ESTABLISHED BY ANSI, NEMA AND NBFU.

ALL CONDUIT INSTALLED MAY BE SURFACE MOUNTED UNLESS OTHERWISE NOTED.

CONTRACTOR SHALL CARRY OUT HIS WORK IN ACCORDANCE WITH ALL GOVERNING STATE,
COUNTY AND LOCAL CODES, O.S.HA AND NFPA 70E.

CONTRACTOR SHALL SECURE ALL NECESSARY BUILDING PERMITS AND PAY ALL REQUIRED FEES
COMPLETE JOB SHALL BE GUARANTEED FOR A PERIOD OF ONE (1) YEAR AFTER THE DATE OF
JOB ACCEPTANCE BY OWNER. ANY WORK, MATERIAL OR EQUIPMENT FOUND TO BE FAULTY
DURING THAT PERIOD SHALL BE CORRECTED AT ONCE, UPON WRITTEN NOTIFICATION, AT THE
EXPENSE OF THE CONTRACTOR.

ALL SPARE CONDUIT SHALL HAVE A PULL WIRE OR ROPE.

PROVIDE PROJECT MANAGER WITH ONE SET OF COMPLETE ELECTRICAL "AS INSTALLED" DRAWINGS
AT THE COMPLETION OF THE JOB, SHOWING ACTUAL DIMENSIONS, ROUTINGS, AND CIRCUITS.

ALL BROCHURES, OPERATING MANUALS, CATALOGS, SHOP DRAWINGS, ETC. SHALL BE TURNED
OVER TO OWNER AT JOB COMPLETION.

NO SHARED NEUTRAL 1S ALLOWED FOR LIGHTING FIXTURES.

ALL BUILDING WIRE #12 TO # 6 SHALL BE STRANDED COPPER TYPE THWN—THHN. CONDUCTORS
#4 AND LARGER SHALL BE STRANDED COPPER TYPE XHHW.

ALL CIRCUIT BREAKERS, FUSES AND ELECTRICAL EQUIPMENT SHALL HAVE AN INTERRUPTING
RATING NOT LESS THE MAXIMUM SHORT CIRCUIT CURRENT TO WHICH THEY MAY BE SUBJECTED. SEE
SCHEDULES FOR RATINGS.

THE EESN'I'IRE ELECTRICAL INSTALLATION SHALL BE GROUNDED AS REQUIRED BY ALL APPLICABLE
CaD

PATCH, REPAIR AND PAINT ANY AREA THAT HAS BEEN DAMAGED IN THE COURSE OF THE
ELECTRICAL WORK.

IN_DRILLING HOLES INTO CONCRETE WHETHER FOR FASTENING OR ANCHORING PURPOSES, OR
PENETRATIONS THROUGH THE FLOOR FOR CONDUI RUNS, M PIPE RUNS, ETC., IT MUST BE
CLEARLY UNDERSTOOD THAT TENDONS AND/OR REINFORCING STEEL WILL NOT BE DRILLED INTO,
CUT OR DAMAGED UNDER ANY CIRCUMSTANCES.

LOCATION OF TB'IDDNS AND/OR REINFORCING STEEL ARE NOT DEFINITELY KNOWN AND,
THEREFORE, MUST BE SEARCHED FOR BY APPROPRIATE METHODS AND EQUIPMENT VIA X—RAY
OR OTHER DEVICES THAT CAN ACCURATELY LOCATE THE REINFORCING AND/OR STEEL TENDONS.
PENETRATIONS IN FIRE RATED WALLS SHALL BE FIRE STOPPED IN ACCORDANCE WITH FIRESTOP
DETAILS.

WIRE AND CABLE CONDUCTORS SHALL BE STRANDED COPPER #12 AWG MINIMUM UNLESS
SPECIFICALLY STATED OTHERWISE ON DRAWINGS.

VERIFY ALL CONDUIT ROUTING W/VERIZON WIRELESS C.M. NO OTHER SURFACE MOUNTED CONDUITS

24,
WILL BE ALLOWED OTHER THAN IN CHASES AND ABOVE CEILINGS.

ALL MATERIALS SHALL BE U.L. USTED.

CONDUIT:

a. RIGID CONOUIT SHALL BE U.L. LABEL GALVANIZED ZINC COATED WITH ZINC INTERIOR AND
SHALL BE USED WHEN INSTALLED IN OR UNDER CONCRETE SLABS, iN
EARTH, UNDER PUBLIC ROADWAYS, IN MASONRY WALLS OR EXPOSED ON BUILDING EXTERIOR
sk%%égNzngslN CONTACT WITH EARTH SHALL BE 1/2 LAPPED WRAPPED WITH HUNTS WRAP

. ELECTRICAL METALLIC TUBING SHALL HAVE U.L. LABEL, FITTINGS SHALL BE GLAND RING
COMPRESSION TYPE. EMT SHALL BE USED ONLY FOR INTERIOR RUNS.

. FLEXIBLE METALLIC CONDUT SHALL HAVE U.L LISTED LABEL AND MAY BE USED WHERE
PERMITTED BY CODE. FITTINGS SHALL BE "JAKE" OR "SQUEEZE" TYPE, SEAL TIGHT FLEXIBLE
CONDUIT. ALL CONDUIT IN EXCESS OF SIX FEET IN LENGTH SHALL HAVE FULL SIZE GROUND
WIRE.

. CONDUIT RUNS MAY BE SURFACE MOUNTED IN CEILINGS OR WALLS UNLESS INDICATED
OTHERWISE. CONDUIT INDICATED SHALL RUN PARALLEL OR AT RIGHT ANGLES TO CEILING,

DESK
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GROUNDING NOTES

GROUND SHALL COMPLY WITH NEC ART. 250.

GROUND CONDUCTORS SHALL BE #6 COPPER STRANDED WIRE WITH GREEN COLOR INSULATION
FOR INDOOR USE.

ALL GROUND CONNECTIONS TO BE BURNDY HYGROUND COMPRESSION TYPE CONNECTORS OR
CADWELD EXOTHERMIC WELD.

ROUTE GROUNDING CONNECTORS ALONG THE SHORTEST AND STRAIGHTEST PATH POSSIBLE,
EXCEPT AS OTHERWISE INDICATED. GROUNDING LEADS SHOULD NOT BE BENT AT RIGHT ANGLE.
ALWAYS MAKE 12" RADIUS BENDS. #6 WIRE CAN BE BENT AT 6" RADIUS WHEN NECESSARY.

CONNECTIONS TO GROUND BAR SHALL BE MADE WITH TWO HOLE COMPRESSION TYPE COPPER
LUGS. APPLY OXIDE iNHIBITING COMPOUND TO ALL LOCATIONS.

TEST COMPLETED GROUND SYSTEM AND RECORD RESISTANCE VALUES FOR PROJECT
CLOSE—OQUT DOCUMENTATION. GROUND RESISTANCE SHALL NOT EXCEED 5 OHMS.

GROUND CONDUCTORS BETWEEN CARRIER MGB AND MAIN GB SHALL BE #2 AWG. BONDING
JUMPERS FROM METALLIC SURFACES SHALL BE #6 AWG MINIMUM.

CONSTRUCTION NOTES:

SEAL PENETRATIONS THROUGH FIRE RATED AREAS WITH UL LISTED D FIRE CODE
APPROVED MATERIALS INCLUDING ANY & ALL EXISTING PENETRATIONS UTILIZED BY
VERIZON WIRELESS AND IT'S CONTRACTOR.

REPAIR ANY DAMAGE DURING CONSTRUCTION TO MATCH EXISTING PRE—CONSTRUCTION
CONDITIONS.

THE DOOR SHALL BE A STEEL CRAFT STEEL UNIT, MODEL L18, OR APPROVED EQUAL,
4'X7". THE UNIT SHALL BE INSULATED AND WEATHER—STRIPPED, WITH ALUMINUM
THRESHOLD, STANLEY 4 1/2"X4 1/2" BALL BEARING HINGES (PART #FBB179), AND
UNICAN 1000 LOCKSET OR APPROVED EQUAL. THE DOOR SHALL BE SET IN A 16
GAUGE STEEL FRAME. BOTH THE DOOR AND FRAME SHALL BE FACTORY PAINTED AND
SHALL HAVE A FIRE RATING OF 1 HOUR, MINIMUM.

FINISH ALL DRYWALL SCREWS OR NAILS, AND JOINTS, UNLESS OTHERWISE NOTED.
PRIME DRYWALL AND EXTERIOR SURFACES WITH ONE COAT OF WHITE LATEX PRIMER.
FINISH WITH TWO COATS OF INTERIOR SEMI—GLOSS LATEX PAINT. PAINT SHALL BE BY
SHERWIN WILLIAMS, BENJAMIN MOORE, DUTCH BOY, OR EQUAL.

PROVIDE FS SS—W-40, TYPE Ii, 4" H. ROPPE VINYL COVE BASE, COLOR BLACK.

ALL GYPSUM WALL BOARD SHALL BE AS NOTED ON THE WALL SECTION DETAIL. INSTALL
PER MANUFACTURERS RECOMMENDATIONS.

SHIM NEW SILLS, AS NECESSARY, TO LEVEL AND PLUMB WALL.

GENERAL CONTRACTOR TO SUBMIT CLOSE OUT PACKAGE UPON JOB COMPLETION
INCLUDING AS—BUILT DRAWINGS (PER RED LINED DRAWINGS, MANUALS, SIGN OFF,
PERMITS, ALL TESTING & CERTIFICATE OF OCCUPANCY.
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FLOOR OR BEAMS. VERIFY EXACT ROUTING OF ALL EXPOSED CONDUIT WITH ARCHITECT PRIOR
TO INSTALLING.

ALL ELECTRICAL EQUIPMENT SHALL BE LABELED WITH PERMANENT ENGRAVED PLASTIC LABELS.
COORDINATE THE ELECTRICAL SERVICE WITH UTILITY COMPANY.

GROUNDING SYSTEM RESISTANCE SHALL NOT EXCEED 5 OHMS. IF THE RESISTANCE VALUE IS
EXCEEDED, NOTIFY VERIZON WIRELESS FOR FURTHER INSTRUCTION ON METHODS FOR REDUCING THE
RESISTANCE VALUE. SUBMIT TEST REPORTS AND FURNISH TO DISPATCH COMMUNICATIONS ONE
COMPLETE SET OF PRINTS SHOWING "INSTALLED WORK".

UPON COMPLETION OF WORK, CONDUCT CONTINUITY, AND FALL POTENTIAL GROUNDING TESTS
FOR APPROVAL. SUBMIT TEST REPORTS TO PROJECT MANAGER. CLEAN PREMISES OF ALL
DEBRIS RESULTING FROM WORK AND LEAVE WORK IN A COMPLETE AND UNDAMAGED CONDITION.

ALL WALL PENETRATIONS SHALL BE FIRE STOPPED WITH FS—ONE HIGH PERFORMANCE
INTUMESCENT FIRE STOP BY HILTI OR APPROVED EQUAL. INSTALL PER MANUFACTURERS
RECOMMENDATIONS.

THIS DETAIL INDICATES CENTERLINE FOR FIRE ALARM PULL STATION, SWITCHES ANI
RECEPTACLES. HOWEVER THIS SAME CENTERLINE PRINCIPLE SHALL BE FOR ALL GROUP
MOUNTED ELECTRICAL DEVICES. IF FIRE ALARM IS ON SAME SIDE OF DOOR AS
SWITCHES, PULL STATION SHALL BE HORIZONTALLY SEPARATED BY A MINIMUM OF 18"
THIS DETAIL IS A GENERAL ARRANGEMENT OF DEVICES, FIRE PROTECTION PLANS TAKE
PRECEDENCE FOR EXACT LOCATIONS.

MOUNTING HEIGHT DETAIL
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