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(BY OTHERS) VERIFY BATTERIES (INCLUDED
W/ MANUFACTURER IN PANEL)

60 LB. AGENT STORAGE CONTAINER 600 LB. AGENT STORAGE CONTAINER

NOTES:

1. FM—200 CLEAN AGENT SUPPRESSION SYSTEM CONTRACTOR SHALL
PROVIDE WORKING PLANS IN ACCORDANCE WITH NFPA 2001 SECTION 1. THE FM—200 CYLINDER SHALL BE BE LABELED WITH
5.1.2 FOR REVIEW AND APPROVAL BY THE STATE OF MAINE AND PERMANENT NAME TAGS THAT INDICATE THE AGENT, TARE AND
ENGINEER OF RECORD. THE CONTRACTOR TO PROVIDE PIPE FLOW GROSS WEIGHT IN ACCORDANCE WITH NFPA 2001 4.4.1.2.

CALCULATIONS, COMPLIANT HANGING BRACING AND SPACING
MOUNTING DETAIL FOR CONTAINER @

REQUIREMENTS AND BATTERY CAPACITY AND BATTERY CALCULATIONS.
TYPICAL CONTROL SCALE: N.TS.
PANEL RISER DIAGRAM

SCALE: N.T.S.

NOTE: GYP. BOARD

WALL CONSTRUCTION, CYLINDER

BACKBOARDS AND PEDESTALS

b PROVIDED AND INSTALLED BY WOoD OR

MOUNTING STRAP 2 OTHERS. STEEL STUDS
MIN. 2°X12GA

CONCRETE WALL

MOUNTING STRAP MiIN.

3/8"X1" HEX CAP SCREW
W/ 9/16" IDX1" 0.D.
WASHER

3/8" UNISTRUT

2°X12GA

3/8"X1" HEX SCREW W/
9/16” IDx1" 0.D. WASHER

SPRING NUT

P1000 1-5/8" UNISTRUT
CHANNEL 3'-0"

3/8" UNISTRUT SPRING NUT

P1000 1-5/8" UNISTRUT SIDE VIEW
CHANNEL 4'-0"

ATTACHMENT MINIMUM
TWO PLACES

TOP VIEW TOP VIEW

ATTACHMENT MINIMUM
TWO PLACES

CONNECT TO LIGHT GAUGE METAL
FRAMING WITH SELF DRILLING SCREW
(HILTI 1/4 IN-14x1—-1/2" HWH #3)

DISCHARGE PRESSURE TO DISCHARGE
SWITCH (OFTIONAL) PIPING

H/connurr T0 FSP

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Wi pae.  02/20/18

VERIZON WIRELESS
118 FLANDERS ROAD
WESTBOROUGH, MA 01581-3956

v 3 T

i PORTLAND ME
HEAD END

o ad \
1/2" SEAL —
TIGHT

LOW PRESSURE
SWITCH

NOTES:

1. DISCHARGE PRESSURE SWITCHES ARE OPTIONAL
AND MAY NOT BE PART OF SCOPE.

2. ACTUAL LAYOUT SHALL BE FIELD DETERMINED.

SCALE: N.T.S.

CYLINDER ASSEMBLY @

CYLINDER ACTUATION
PORT

1/2" FLEXIBLE
CONDUIT CONNECTOR

WIRE LEADS
TO0 IRM

1/2" FLEXIBLE
CONDUIT

MANUAL RELEASE
ACTUATOR

IMPULSE VALVE
OPERATOR (IVO)

IMPULSE VALVE
OPERATOR SUPERVISOR
(IVOS) P/N: 02—14263

AGENT STORAGE
CONTAINER

1/2" SEAL
TIGHT

CONSTRUCTION DRAWINGS

11/27/17 | FOR CONSTRUCTION

10/30/17|90% SUBMITTAL

10/04/17 | 80% SUBMITTAL

> mO|Oo

04/14/17| 50% SUBMITTAL
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1531 CONGRESS ST.

CYLINDER ATTACHMENT TO CONC. CYLINDER ATTACHMENT TO METAL/WOOD STUD PORTLAND, ME 04102
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TANK MOUNTING DETAILS
SCALE: N.TS. 4 FIRE SUPPRESSION SYSTEM
IMPULSE VALVE OP. DETAILS
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