TO TOP UNIT
W/VERSA-LOK
CONCRETE ADHESIVE

IMPERVIOUS FILL 127
DEEP

(OR EQUAL)

VERSA—-LOK MODULAR
CONCRETE UNITS
(OR EQUAL)

DRAINAGE AGGREGATE
12" THICK MIN.

= el 7S 4" DIA. DRAIN PIPE

TNAL OUTLET © END OF

=1 AR WALL OR © 40'
CENTERS MAX.

GRANULAR LEVELING
PAD MIN. 6" THICK

NOTE:

1. RETAINING WALL SHALL BE INSTALLED IN
ACCORDANCE WITH MANUFACTURER'S
GUIDELINES. ELEVATIONS AND HEIGHTS
SHALL BE AS PER GRADING PROPOSED
ON DETAILED SITE PLAN.

RETAINING WALL @
SCALE: N.T.S.

P-#3 © 12" EACH WAY

CONCRETE PAD

[~~— (CAST—IN~PLACE

OR PRE CAST)

USE GALVANIZED HILTI EXPANSION ANCHORS OR,

(Tve.)
Finished
Grade \ ‘

$3 0 127
EACH WAY

CONCRETE PAD

I

6" COMPACTED CRUSHED
STONE OR GRAVEL

UNDISTURBED OR
COMPACTED FILL

GENERATOR

APPROVED EQUAL, FOR EQUIPMENT ANCHORAGE. A

. VERIFY THE SIZE OF THE EMERGENCY GENERATOR &
CONDENSER UNITS WITH CORRESPONDING SUPPLIER

PRIOR TO PAD PREPARATION.

. FOR SIZE AND LOCATION OF ANCHORS AND OTHER

REQUIREMENTS, SEE EQUIPMENT

t (THICKNESS)

19°] 5 6

CONDENSERS

VENDOR DRAWINGS. 2] &

t (THICKNESS)
&

OUTDOOR PAD FOR

MINOR

SCALE: N.T.S.

MATCH EXISTING
MATERIAL & GRADE

FINISHED GRADE—L

EQUIPMENT @

L CRAVEL AREA PAVED AREA _

BOLLARD

F

PAINT CAUTION YELLOW

6 IN. @, 2500 PsI
CONCRETE FILLED, SCH
40 STEEL PIPE BOLLARD

IS
M=

2500 PSI CONCRETE
OOTING

SCALE: N.T.S.

PATCH WITH MIN. 1-1/2°
BITUMINOUS CONCRETE SURFACE
COURSE & 1-1/2" BITUMINQUS
CONCRETE BASE COURSE

6 ML YELLOW WARNING TAPE

SAW-CUT TO STRAIGHT EVEN

/ EDGE BEFORE PAVING
L. |
]

|
—6} &

1-1/2' HOT BIT. PAVEMENT

SURFACE COURSE %
g;; E/z(;on%Esrr. PAVEMENT go chsAe/EL BASE
SLOPE / lrgﬁlgp’zg
(SEE NOTE 2) SPARE 4™ SCH 40 2 ;

GRAVEL
BASE

PVC TELCO CONDUIT 2% SCH 40 PVC
(SEE NOTE 4) ELECTRIC CONDUIT (SEE NOTE 4)

2258 exsTNG ease
12" GRAVEL BASE S (vP.) 4% SCH 40 TELCO PVC CONDUIT
dasE (SEE NOTE 4)

SREZA\NW7/\ (W/ 200 LB MINIMUM PULL WIRE)
NOTES:

1. IF FREE OF ORGANIC OR OTHER DELETERIOUS MATERIAL, EXCAVATED
THE EXISTING DRIVEWAY APRON IS TO BE USED FOR

THIS ACCESS TO THE NEW DRVEWAY. THE NEW PAVED MATERIAL SMAYS BE USED FOR BACKEICD

DRIVEWAY/PARKING AREA SHALL BE COMPLETED IN
ACCORDANCE WITH CITY OF PORTLAND TECHNICAL
STANDARDS.

2. SEE SHEET SW—1 FOR SLOPE DIRECTION.

PAVEMENT DETAIL

SCALE: N.T.S.

IF NOT, PROVIDE CLEAN, COMPACTIBLE MATERIAL. COMPACT IN 8" LIFTS.
REMOVE ANY LARGE ROCKS PRIOR TO BACKFILLING. CONTRACTOR TO VERIFY
LOCATION OF EXISTING U/G UTILITIES PRIOR TO DIGGING.

. IF CURRENT AS—BUILT DRAWINGS ARE NOT AVAILABLE CONTRACTOR SHALL
HAND DIG U/G TRENCHING.
@ . CONCRETE ENCASE CONDUIT WHEN TRENCHING UNDER DRIVEN AREAS. :
VERIFY QUANTITY AND SIZE OF PROPOSED CONDUITS WITH VERIZON CM
PRIOR TO CONSTRUCTION.

MAINTAIN REQUIRED VERIZON WIRELESS SEPARATION REQUIREMENTS FOR
DIVERSE PATHWAY.

3/8"~STAINLESS
STEEL HEX HEAD

BOLT W/WASHER (2)

36"x36" CONCRETE
HANDHOLE (QUAZITE
P/N PG3636DA36)

INSTALL CONCRETE HANDHOLE BY SITE
CONDITIONS & PER THE NEC.

PROVIDE SEPARATE HAND HOLES FOR
POWER & TELCO.

ALL HANDHOLES IN ACCESS ROAD
SHALL BE RATED FOR VEHICULAR
TRAVEL.

JOINT SERVICE TRENCH BURIED CONDUIT
(ELECTRIC/TELEPHONE) : @

SCALE: N.T.S.

HANDHOLE DETAIL ( : )
SCALE: N.T.S.

VERIZON WIRELESS
118 FLANDERS ROAD

Reviewed for Code Compliance

verizor.

WIRELE!

WESTBOROUGH, MA 01581-3956

PORTLAND ME
HEAD END

CONSTRUCTION DRAWINGS

11/27/17 | FOR CONSTRUCTION

10/30/17| 90% SUBMITTAL

10/04/17| 80% SUBMITTAL

> mO|O

04/14/17| 50% SUBMITTAL

© Dewberry-

Dewberry Engineers Inc.

280 SUMMER STREET
10TH FLOOR
BOSTON, MA 02210
PHONE: 617.695.3400
FAX: §17.695.3310

O LD
\\‘ ‘1.%. ‘O'F' 0‘;4.4 /','
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\
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