Evisting Utility Pole
(T0 BE USED)_

(VERIFY WITH LOCAL

UTILITY COMPANY)

Existing Utility Pole
(TO BE USED)
(VERIFY WITH LOCAL
UTILITY COMPANY) R\

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

. 02/20/18

verizon..

PROPOSED VERIZON WIRELES

WIRELESS EQUIPMENT

PROPOSED VERIZON WIRELESS

400A, 120/208V, 30, 4 WIRE

UTILITY METER & DISCONNECT
MOUNTED TO BUILDING

PROPOSED 100KW
OUTDOOR 120/208V,
39, 4W  NATURAL GAS
GENERATOR WITH 400A
CB ON CONCRETE PAD

VERIZON WIRELESS
118 FLANDERS ROAD
WESTBOROUGH, MA 01581-3956

PORTLAND ME
HEAD END

/_gpl.ﬂ')Y POLE RISER (MIN. 15' TALL)

LB (TYP.) TELCO ENTRANCE 4"
PENETRATION WITH PVC SLEEVE) (TYP.)
CAP & WEATHER SEAL 4" SPARE TELCO
CONDUIT (BRING INTO BUILDING)

4" RGS FOR TELCO
(MIN. 15" TALL)

4" RGS FOR TELCO
(MIN. 15" TALL)

/—4" RGS FOR POWER
(MIN. 15" TALL)

SPARE 4" SPARE CONDUIT
(TERMINATE & SEAL PER
UTILITY COMPANY
REQUIREMENTS)

SPARE 4" SPARE CONDUIT
(TERMINATE & SEAL PER UTILITY
COMPANY REQUIREMENTS) \{

GROUND PER UTILITY
COMPANY REQUIREMENTS
& NEC ARTICLE 250

CONSTRUCTION DRAWINGS

PROPOSED 36"
HANDHOLE AS REQUIRED
)

11/27/17 | FOR CONSTRUCTION
10/30/17 { 90% SUBMITTAL
10/04/17 | 80% SUBMITTAL
04/14/17|50% SUBMITTAL

+

> T|O|O

20§14, 1§14G IN
1" PVC (ALARM
CONDUIT)

GROUND SERVICE 2§14, 1§14G IN
PER N.EC. 3/4" PNC (ATS

©® Dewberry-

(3) 600 KCMIL IN

U/G TELCO CONDUIT, U/6 TELCO CONDU, 4°c (PVC) EONTROL WIRING) (4) 300 KCMIL, 144G
LS ey W DL 4°C (PVC) WITH PULL 3 .
4 (Ve STRING (TYP.—2) . IN'3"C (PVC) -
STRING (TYP.—2) - . 2418, 14106 IN 3/4 Dewberry Engineers Inc
(SEE NOTE 4) (SEE NOTE 4) U/G TELCO CONDUIT, 4°C (PVC) NOIES: PVC. (GENERATOR Sngineers mnc.
WITH PULL STRING (TYP.—2) AUXILIARY CIRCUITS) 10TH FLOOR
FINAL POWER AND TELCO DESIGN AND ROUTING TO BE CONFIRMED
WITH VERIZON WIRELESS C.M. AND LOCAL UTILITY COMPANY. gggl‘%ﬂé:‘;‘g‘;m

ELECTRICAL NOTES

SUBMITTAL OF BID INDICATES CONTRACTOR IS COGNIZANT OF ALL JOB SITE CONDITIONS AND WORK TO BE
PERFORMED UNDER THIS CONTRACT. CONTRACTOR IS RESPONSIBLE FOR ALL FIELD VERIFICATION.

THESE PLANS ARE DIAGRAMMATIC ONLY, AND NOT TO BE SCALED.

CONTRACTOR SHALL PROVIDE ALL LABOR, MATERIALS, INSURANCE, EQUIPMENT, INSTALLATION, CONSTRUCTION
TOOLS, TRANSPORTATION, ETC. FOR A COMPLETE AND PROPERLY OPERATIVE SYSTEM ENERGIZED THROUGHOUT

TIE ELECTRICAL SERVICE INTO PROPQSED GENERATOR/TRANSFER
SWITCH. CONFIRM ALL WIRE SIZES PRIOR TO CONNECTION.

CONDUCTOR SHALL BE TERMINATED AT SINGLE OVERCURRENT DEVICE,
400 AMPERE MAXIMUM AS REQUIRED BY NEC PARAGRAPH 240.21(C)(4).

4. MAINTAIN REQUIRED VERIZON WIRELESS TELCO SEPARATION FOR
DIVERSE PATHWAY.

ELECTRICAL RISER DIAGRAM
AND SERVICE ENTRANCE (SCHEMATIC)

SCALE: N.T.S.

IN DRILLING HOLES INTO CONCRETE WHETHER FOR FASTENING OR ANCHORING PURPOSES, OR
PENETRATIONS THROUGH THE FLOOR FOR CONDUIT RUNS, PIPE RUNS, ETC. IT MUST BE CLEARLY
UNDERSTOOD THAT TENDONS AND REBARS WILL NOT BE DRILLED INTO, CUT, OR DAMAGED UNDER ANY
CIRCUMSTANCES.

LOCATION OF TENDONS AND RE—BARS ARE NOT DEFINITELY KNOWN AND THEREFORE MUST BE SEARCHED
FOR BY APPROPRIATE METHODS AND EQUIPMENT VIA X—RAY, OR OTHER DEVICES THAT CAN ACCURATELY

EACH CONDUCTOR OF EVERY SYSTEM SHALL BE PERMANENTLY TAGGED IN EACH
PANELBOARD, PULLBOX, J—BOX, SWITCH BOX, ETC., IN COMPLIANCE WITH OCCUPATIONAL
SAFETY AND HEALTH ACT (0.S.HA.)

CONTRACTOR SHALL CARRY OUT HIS WORK IN ACCORDANCE WITH ALL GOVERNING STATE,
COUNTY AND LOCAL CODES, 0.S.H.A AND NFPA 70E.

N
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AND AS INDICATED ON DRAWINGS, AS SPECIFIED HEREIN AND/OR AS OTHERWISE REQUIRED. LOCATE THE REINFORCING STEEL TENDONS. COMPLETE JOB SHALL BE GUARANTEED FOR A PERIOD OF ONE (1) YEAR AFTER THE DATE OF [ DRAWN BY: SL,
JOB ACCEPTANCE BY OWNER. ANY WORK, MATERIAL OR EQUIPMENT FOUND TO BE FAULTY
ALL MATERIALS AND EQUIPMENT SHALL BE NEW AND IN PERFECT CONDITION WHEN INSTALLED AND SHALL BE ALL EXISTING UNDERGROUND LINES ON SITE TO BE LOCATED PRIOR TO CONSTRUCTION. DURING THAT PERIOD SHALL BE CORRECTED AT ONCE, UPON WRITTEN NOTIFICATION, AT THE
OF THE BEST GRADE AND OF THE SAME MANUFACTURER THROUGHOUT FOR EACH CLASS OR GROUP OF EXPENSE OF THE CONTRACTOR. | REVIEWED BY: MFT ]
EQUIPMENT. MATERIALS SHALL BE LISTED AND APPROVED BY UNDERWRITER'S LABORATORY AND SHALL BEAR CONTRACTOR SHALL SUBMIT SHOP DRAWINGS AND/OR CATALOG CUT—SHEETS ON ALL NON-SPECIFIED
THE INSPECTION LABEL "J" WHERE SUBJECT TO SUCH APPROVAL. MATERIALS SHALL MEET WITH APPROVAL OF ORIGINAL MATERIALS AND EQUIPMENT. NO SHARED NEUTRAL IS ALLOWED FOR LIGHTING FIXTURES.
THE DIVISION OF INDUSTRIAL SAFETY AND ALL GOVERNING BODIES HAVING JURISDICTION. MATERIALS SHALL BE UPON COMPLETION OF WORK. CONDUCT CONTINUITY SHORT CIRCUIT AND GROUNDING WITH WR ALL MATERIALS SHALL BE U.L LISTED | CHECKED BY: BBRJ
IN ACCORDANCE WITH APPLICABLE STANDARDS ESTABLISHED BY ANSI, NEMA, AND NBFU. 9 TEST ITTEN . X

MANUFACTURED N MA REPORT SUBMITTED TO THE PROJECT MANAGER FOR REVIEW AND APPROVAL. | l
ELECTRICAL CONTRACTOR SHALL CARRY OUT HIS WORK IN ACCORDANCE WITH ALL GOVERNING STATE, COUNTY, CONDUIT: PROJECT NUMBER: 50002925
LOCAL ELECTRICAL CODES AND O.S.HA. CLEAN PREMISES OF ALL DEBRIS RESULTING FROM WORK AND LEAVE WORK IN A COMPLETE AND UNDAMAGED RIGID CONDUIT SHALL BE U.L. LABEL GALVANIZED ZINC COATED WITH ZINC INTERIOR AND

conpon. EARTH, UNDER PUBLIC RONOWAYS, IN MASONRY. WALLS. R EXPOSED' ON BULDING EXTERIOR | 50080012 |
ELECTRICAL CONTRACTOR SHALL SECURE ALL NECESSARY ELECTRICAL PERMITS, AND PAY ALL REQUIRED FEES. ) 3 ' JOB NUMBER:

ALL EXTERIOR WALL PENETRATIONS SHALL BE SILICONE SEALED. RIGID CONDUIT IN CONTACT WITH EARTH SHALL BE 1/2 LAPPED WRAPPED WITH HUNTS WRAP
COMPLETE JOB SHALL BE GUARANTEED FOR A PERIOD OF NO LESS THAN ONE YEAR AFTER THE DATE OF . PROCESS NO. 3.
JOB ACCEPTANCE BY OWNER. ANY WORK, MATERIAL, OR EQUIPMENT FOUND TO BE FAULTY DURING THAT %&OWNEADS #2 TINNED COPPER TO BE PROTECTED BY 1/2° P.V.C. PIPE AND SECURED TO SHELTER OR b. ELECTRICAL METALLIC TUBING SHALL HAVE U.L. LABEL, FITTINGS SHALL BE GLAND RING | SITE ADDRESS: J

PERIOD SHALL BE CORRECTED AT ONCE, UPON WRITTEN NOTIFICATION AT THE EXPENSE OF THE CONTRACTOR.
ALL CONDUIT ONLY (C.0.) SHALL HAVE A PULL WIRE OR RQOPE.

PROVIDE THE OWNER WITH ONE SET OF COMPLETE ELECTRICAL "AS BUILT" DRAWINGS AT THE COMPLETION
OF THE JOB, SHOWING ACTUAL DIMENSIONS AND CIRCUITS, WITHIN 10 WORKING DAYS OF PROJECT
COMPLETION.

ALL BROCHURES, OPERATION MANUALS, CATALOGS, SHOP DRAWINGS, ETC, SHALL BE TURNED OVER TO
PROJECT MANAGER AT JOB COMPLETION.

USE T—TAP CONNECTIONS ON ALL MULTI-CIRCUITS WITH COMMON NEUTRAL CONDUCTOR FOR LIGHTING
FIXTURE.

ALL CONDUCTORS SHALL BE COPPER.
ALL CIRCUIT BREAKERS, FUSES AND ELECTRICAL EQUIPMENT SHALL HAVE AN INTERRUPTING.

RATING NOT LESS THE MAXIMUM SHORT CIRCUIT CURRENT TO WHICH THEY MAY BE SUBJECTED. SEE
SCHEDULES FOR RATINGS.

THE ENTIRE ELECTRICAL INSTALLATION SHALL BE GROUNDED AS REQUIRED BY ALL APPLICABLE CODES.
PATCH, REPAIR AND PAINT ANY AREA THAT HAS BEEN DAMAGED IN THE COURSE OF THE ELECTRICAL WORK.

COMPRESSION FITTINGS TO BE USED ON ALL "EMT" CONDUITS (NO SETSCREWS).

ALL #6 STRANDED COPPER WITH GREEN INSULATION TO BE ATTACHED WITH CRIMPED DOUBLE LUG BOLTED
ATTACHED WITH CAD PLATED BOLTS AND STAR WASHERS TYPICAL AND NO—OX GREASE.

COORDINATE ALL METER WORK WITH LOCAL UTILITY COMPANY.
FIRE STOP ALL PENETRATIONS TO MAINTAIN WALL FIRE RATING.
PROVIDE PULL BOXES & EXPANSION JOINTS PER NEC REQUIREMENTS AND FIELD CONDITIONS.

VERIFY ALL EQUIPMENT BREAKER SIZES AND FEEDERS WITH MANUFACTURER. INSTALL PER MANUFACTURER
RECOMMENDATIONS.

VERIFY NUMBER OF RECTIFIER DROPS & INSTALL ASSOCIATED BREAKERS IN MAIN PANEL.

CONTRACTOR SHALL PERFORM ALL VERIFICATION OBSERVATION TESTS, AND EXAMINATION
WORK PRIOR TO THE ORDERING OF THE ELECTRICAL EQUIPMENT AND THE ACTUAL
CONSTRUCTION. CONTRACTOR SHALL ISSUE A WRITTEN NOTICE OF ALL FINDINGS TO THE
ARCHITECT LISTING ALL MALFUNCTIONS, FAULTY EQUIPMENT AND DISCREPANCIES.

c.

WIRE.

d.

39.
40.

COMPRESSION TYPE. EMT SHALL BE USED ONLY FOR INTERIOR RUNS.

FLEXIBLE METALLIC CONDUIT SHALL HAVE U.L. LISTED LABEL AND MAY BE USED WHERE
PERMITTED 8Y CODE. FITTINGS SHALL BE "JAKE" OR "SQUEEZE" TYPE, SEAL TIGHT FLEXIBLE
CONDUIT. ALL CONDUIT IN EXCESS OF SIX FEET IN LENGTH SHALL HAVE FULL SIZE GROUND

"CONDUIT RUNS MAY BE SURFACE MOUNTED IN CEILINGS OR WALLS UNLESS INDICATED
(9]

THERWISE. CONDUIT INDICATED SHALL RUN PARALLEL OR AT RIGHT ANGLES TO CEILING,
TFI(.’OIONRS-rgﬁJEngS VERIFY EXACT ROUTING OF ALL EXPOSED CONDUIT WITH ARCHITECT PRIOR

ALL ELECTRICAL EQUIPMENT SHALL BE LABELED WITH PERMANENT ENGRAVED PLASTIC LABELS.

GROUNDING SYSTEM RESISTANCE SHALL NOT EXCEED 5 OHMS. IF THE RESISTANCE VALUE IS
EXCEEDED, NOTIFY THE OWNER FOR FURTHER INSTRUCTION ON METHODS FOR REDUCING THE
RESISTANCE VALUE. SUBMIT TEST REPORTS AND FURNISH TO DISPATCH COMMUNICATIONS ONE

COMPLETE SET OF PRINTS SHOWING "INSTALLED WORK".

UPON COMPLETION OF WORK, CONDUCT CONTINUITY, AND FALL POTENTIAL GROUNDING TESTS
fOR APPROVAL. SUBMIT TEST REPORTS TO PROJECT MANAGER. CLEAN PREMISES OF ALL
DEBRIS RESULTING FROM WORK AND LEAVE WORK IN A COMPLETE AND UNDAMAGED CONDITION.

1531 CONGRESS ST.
PORTLAND, ME 04102
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