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WORK SHALL START AT THE DISCHARGE SIDE OF THE METER/REGULATOR ASSEMBLY INSTALLED BY THE GAS SUPPLIER.
INSTALL EMERGENCY GLASS NATURAL GAS SHUTDOWN AT GENERATOR AREA & VERIZON WIRELESS EQUIPMENT ROOM.
GENERATOR REQUIRES OPTIMUM WC LEVEL 11°-14". VERIFY WITH MANUFACTURER PRIOR & NATURAL GAS PROVIDER.
VERIFY LOCATION OF NEAREST GAS LINE WITH UTILITY COMPANY PRIOR TG CONSTRUCTION.
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GAS BOOSTER SHALL REQUIRE 3'—0" MIN. CLEARANCE ON 3-SIDES.

PARTIAL SITE PLAN
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BACKFILL WITH NO STONES
GREATER THAN 6", COMPACT TO
95% OF MODIFIED PROCTOR. [ ProsECT NUMBER: 50002925 |
NATURAL GAS PIPING 2"¢ NATURAL 1-1/2"8 NATURAL

YELLOW WARNING TAPE MARKED
*CAUTION — GAS MAIN® WITH (8Y UTILITY) PIPING GAS PIPING GAS PIPING | JOB NUMBER: 50080012 I
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BACKFILL TO 4" ABOVE GAS 1.
SERVICE. COMPACT TO 85%
MODIFIED PROCTOR.

WORK SHALL START WITH THE EMERGENCY SHUT—OFF VALVE AT THE DISCHARGE
SIDE OF THE METER/REGULATOR ASSEMBLY INSTALLED BY THE GAS SUPPLIER.

INSTALL EMERGENCY GLASS NATURAL GAS SHUTDOWN AT GENERATOR AREA &
VERIZON WIRELESS EQUIPMENT ROOM.

1531 CONGRESS ST.
PORTLAND, ME 04102

GAS SERVICE MAIN. MATERIAL
TO MATCH LOCAL GAS UTILITY

REQUIREMENTS. GENERATOR REQUIRES OPTIMUM WC LEVEL 11°-14" PER MANUFACTURER.
CONFIRM WITH MANUFACTURER PRIOR TO COORDINATION WITH UTILITY COMPANY.
1. CONTRACTOR SHALL FOLLOW APPLICABLE MATERIALS AND VERIFY LOCATION OF NEAREST GAS LINE WITH LOCAL UTILITY COMPANY | SHEET TITLE ]
SPECIFICATION REQUIREMENTS AS DIRECTED BY LOCAL AND PRIOR TO CONSTRUCTION.
REGIONAL GAS UTILITY COMPANY. AT RA A E AT NATU RAL GAS ROUT'NG
NATURAL GAS SCHEMATIC ~, & PLUMBING SCHEMATIC

GAS TRENCH DETAIL
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